Specifications

Current rating:5A AC,DC

Voltage rating:250V AC,DC

Temperature range:-40°C~+105°C

Contact resistance:10mQ Max.

Insulation resistance:1000MQ Min.

Withstanding voltage:1500V AC/minute
*Compliant with RoHS and REACH*

*Meet the HF/Halogen Free,GWT/Glow wire Test
(IEC60335-1) request,need to customize*
*Contact CJT for details*

Standards
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RECOMMENDED PANEL CUT-OUT
(DESIGNED FOR 1.57mm TO 2.30mm THICK
STAMPED PANEL OR PRINTED CIRCUIT BOARD)
— 2.00£0.20 PART NO. Dimensions
m SINGLE ROW | DUAL ROW A B
_______________ C3030HM-2X1P(-A) 4.20 7.90
|
) ] | J 8 C3030HM-2P | C3030HM-2X2P(-A) | 720 | 10.90
_ _ ! _ _ a9 C3030HM-3P | C3030HM-2X3P(-A) | 10.20 13.90
7 ‘ E e C3030HM-4P | C3030HM-2X4P(-A) | 13.20 16.90
o | \ ] C3030HM-5P | C3030HM-2X5P(-A) |  16.20 19.90
3 \ C3030HM-6P | C3030HM-2X6P(-A) |  19.20 22.90
3 A£0.10 C3030HM-7P | C3030HM-2X7P(-A) | 22.20 25.90
< —— |
C3030HM-8P | C3030HM-2X8P(-A) | 25.20 28.90
B+0.10 C3030HM-9P | C3030HM-2X9P(-A) | 28.20 31.90
DUAL ROW C3030HM-10P | C3030HM-2X10P(-A)|  31.20 34.90
RECOMMENDED PANEL CUT-OUT C3030HM-11P | C3030HM-2X11P(-A)|  34.20 37.90
(DESIGNED FOR 1.40mm TO 2.54mm THICK _ B -
STAMPED PANEL OR PRINTED CIRCUIT BOARD) C3030HM-12P | C3030HM-2X12P(-A) 37.20 :1]0..?0
nimm
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R C3030 SERIES 3.00mm pitch wire to wire and wire to board connector
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Reference Informations:
*Used in CJT C3030HF-2P~12P,C3030HF-2x1P~2x6P series Housing

0.20

) 0.80+0.20
; l

Ordering Information:

C3030F-GP-A (-L) - ***

1

1.Part No.
2.Finish:

(blank): Gold-flash

2

100pin (2.54pm) MIN.Select Tin
G15:15pin (0.38um) MIN.Select Gold
100pin (2.54um) MIN.Select Tin
G30:30pin (0.76pm) MIN.Select Gold

100uin (2.54pm) MIN.Select Tin
1E
N
0 _‘;] €£0.20 E£0.20
a =
. 2.18+0.20 < 3
[ S ]:” o
-~ o N
- N =]
o |:| +l
8 =1}
T 1 i
i i & SEC:A-A SEC:B-B
il 1$ E— y
[ 3 N—Minmum Area Of
/ 0.56£0.05 1.35£0.10 Select Gold Plating
Gold-flash 1.120.10 2 Places
(Inside Only)
(Plating G15 and G30 Only)
Ordering information & Specifications: Unit:mm
Part NO. Wire Range |Insulation O.D. Material Finish C D E F Qty/reel
C3030F-TP-A | AWG#20-#24 | 1.85mm(max) |[Phosphor Bronze| Tin over Nickel | 2.54 2.30 2.08 1.90 [10,000 PCS
C3030F-GP-A | AWG#20-#24 | 1.85mm(max) |[Phosphor Bronze Gold-flash 2.54 2.30 2.08 1.90 10,000 PCS
C3030F-TP-A-L | AWG#26-#30 | 1.27mm(max) [Phosphor Bronze| Tin over Nickel | 2.10 1.90 1.65 1.46 |10,000 PCS
C3030F-GP-A-L | AWG#26-#30 | 1.27mm(max) [Phosphor Bronze Gold-flash 2.10 1.90 1.65 1.46 |[10,000 PCS
Optional Gold plating available but MOQ requested
[ C3030 F_T_C ]—3.00mm pitch Crimp Terminal
Refere_nce Informations: _ _ Ordering Information:
*Used in CJT C3030HF-2x7P~2x12P,C3030HFB-2xXP series Housing C3030F-GP-C - ***
1
1.Part No.
oy 015 2.Finish:
(blank): Gold-flash
100pin (2.54pm) MIN.Select Tin
} G15:15pin (0.38um) MIN.Select Gold
S 100pin (2.54pm) MIN.Select Tin
- G30:30pin (0.76pm) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin
_Uﬁ7 5| 8
=
3 ey g % ]
o kel -
= N zl g
¥ —‘:] 8l 3 & 0
2.20£0.25 % I 8| 250025 a S
. TU. . U, +l
[ 2:20£0.25 3 Z % a 1.900.25 8
/ EnE -
o 8 I] 5| S
o
I“ 1 HI Gold-flash § § J
H H old-Tias! ~ L
i\
i I SECA-A SEC:B-B
T | —
0.30+0.10 | | 1.12+0.10 1.35+0.10
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
C3030F-TP-C AWGH#20-#24 1.85mm(max) Phosphor Bronze Tin over Nickel 10,000 PCS
C3030F-GP-C AWGH#20-#24 1.85mm(max) Phosphor Bronze Gold-flash 10,000 PCS

Optional Gold plating available but MOQ requested

C-77

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn




| T N Iy
= i; == lafja;?%%_

nn C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

[ C303O M-T )—3.00mm pitch Crimp Terminal

Reference Informations:

*Used in CJT C3030HM,HMA-XP,C3030HM,HMA,HMC-2xXP,

Ordering Information:

C3030M-GP(-L) - ***

C3030HM-2xXP-A,C3030HMB-2xXP series Housing 0.20 1 2
= 1.Part No.
\) \) 2 Finish:
Q (blank): Gold-flash
/ /4R /4R / % 100pin (2.54pm) MIN.Select Tin
{ &/ o/ ( g G15: 15in (0.38um) MIN.Select Gold
\ \ pd 100pin (2.54pm) MIN.Select Tin
G30: 30pin (0.76um) MIN.Select Gold
r ................ [ 100pin (2.54pm) MIN.Select Tin
A
0 g ] o
8 F £z €020 E:020 g
P S © O o
2.48+0.25 S S 83 i
o N 5 2 S
b 23 s
5 3~ 3
= | t
Gold-flashN SEC:A-A SEC:B-B
i
) \/
0.67+0.05 0.67+0.05
Ordering information & Specifications: Unit:mm
Part NO. Wire Range |Insulation O.D. Material Finish C D E F Qty/reel
C3030M-TP AWGH#20-#24 | 1.85mm(max) [Phosphor Bronze| Tin over Nickel | 2.54 2.30 2.08 1.90 |10,000 PCS
C3030M-GP AWG#20-#24 | 1.85mm(max) [Phosphor Bronze Gold-flash 2.54 2.30 2.08 1.90 10,000 PCS
C3030M-TP-L AWG#26-#30 | 1.27mm(max) [Phosphor Bronze| Tin over Nickel 2.10 1.90 1.65 1.46 10,000 PCS
C3030M-GP-L | AWG#26-#30 | 1.27mm(max) |[Phosphor Bronze|  Gold-flash 2.10 1.90 1.65 1.46 | 10,000 PCS

Optional Gold plating available but MOQ requested
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[ CBOSO H F-XP )—3.00mm Pitch Single Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0
*Suitable CJT C3030F-T-A(-L) series Terminal

*Mates with CJT C3030HM,HMA-XP series Housing or
C3030WV,WR-XP,C3030WV-S,WR-S-XP,C3030WV-F,WR-F-XP,
C3030WV-S-F,WR-S-F-XP series Single Row Wafer

*Color:Black
rCirCUit1
1 1] Te}
[\
1R [zl <
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3.00+0.10
A+0.20
B+0.25
Yo}
N
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Circuit 1

C3030HF-2P~12P

(CBOSO HM-X P]—3.00mm Pitch Single Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0
*Suitable CJT C3030M-T(-L) series Terminal
*Mates with CJT C3030HF-XP,C3030HF-2P-A

series Housing
*Color:Black

Dﬂ:ﬁ:‘u

3.00+0.10

Circuit 1

an

)

I

-

-

A+0.20

B+0.25

Ordering Information:

C3030HF-XP(-A) - ***

1
1.Part No.
2.Material:

2

(blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

Ordering Information:

C3030HM-XP - *=*
1

2

1.Part No.
2.Material:
(blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

1 . 1]
Tl s
Ly L
3.00£0.10
8.20+0.25
Ordering Information & Dimensions:
6.800.25 Dimensions
PART NO. A B

N 2P 3.00 6.80

1 3P 6.00 9.80

4P 9.00 12.80

Q 5P 12.00 15.80

g 6P 15.00 18.80

3 7P 18.00 21.80

- 8P 21.00 24.80

9P 24.00 27.80

10P 27.00 30.80

] ] 11P 30.00 33.80

C3030HF-2P-A 12P 33.00 36.80

Unit: mm

3.90+0.25

2

.54

16.89+0.25

5.25+0.25

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2P 3.00 6.85
3P 6.00 9.85
4P 9.00 12.85
5P 12.00 15.85
6P 15.00 18.85
7P 18.00 21.85
8P 21.00 24.85
9P 24.00 27.85
10P 27.00 30.85
11P 30.00 33.85
12P 33.00 36.85
Unit: mm
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(CBOSO H MA—X P)—S.OOmm pitch Single Row Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT C3030M-T(-L) series Terminal
*Mates with CJT C3030HF-XP,C3030HF-2P-A
series Housing

*Color:Black
P Ordering Information:
Cireult C3030HMA-XP - ***
1/ I I 1 2
1.Part No.
‘.E:Ir' EE EE 2.Material:
(blank):Nylon 66,UL94V-0
| GWT:Nylon 66,UL94V-0,GWT 750°C
3.00+0.10
A+0.20
B+0.25 3.90+0.25
< Ordering Information & Dimensions:
Dimensions
PART NO. A B
2P 3.00 6.85
9 3P 6.00 9.85
?I | L 4P 9.00 12.85
& 5P 12.00 15.85
© 6P 15.00 18.85
7P 18.00 21.85
8P 21.00 24.85
9P 24.00 27.85
10P 27.00 30.85
11P 30.00 33.85
5.25%0:25 12P 33.00 36.85
Unit: mm
IC3030HF-2%XP)——s.00mm pich b fow Housig
Reference Informations: Ordering Information: Mates with CJT C3030 series Housing or Wafer :
*MaterlalN |°n 66 UL94V‘0 0303OHF 2 XP A xx Housing | C3030HM-2xXP,C3030HMA-2xXP,C3030HM-2xXP-A,C3030HMC-2xXP
* . ) y y A_—l — C3030WV-2xXP,C3030WV-S-2xXP,C3030WV-F-2xXP
Suitable CJT C3030F-T-A(-L), 1 2 C3030WV-S-F-2xXP,C3030WR-2xXP,C3030WR-5-2xXP
CSOSOF_T_C serles Termlnal 12|’:\)/|art Nol Wat C3030WR-F-2xXP,C3030WR-S-F-2xXP,C3030WVA-2xXP
*Mates with CJT C3030HM series Housin -Material: T C3030WVA-S-2xXP,C3030WRA-F-2xXP,C3030WRA-F1-2xXP
or C3030 series dual row Wafer 9 MZNWOH 66,UL94V-0 . (C3030WRA-S-2xXP, C3030WRA-S-F-2xXP.
*Color:Black GWT:Nylon 66,UL94V-0,GWT 750°C C3030WRA-S-F1-2xXP,C3030WVC-2xXP
o & &l o
g =1 Last Circuit ircui
Last Circuit 3 § § g /—Clrcun 2
o : 4
= © s =
[l il Il [l
WO [ L8]
T e frrel [l IFEm
RPRY oo [hee L824
Circuit 1~ v, Circuit 1= _ 2l o _ _ o
Circuit 21 Bt Circuit 2—] Circuit 1—/ =] g Ordering Information & Dimensions:
A+0.20 ol
3.00+0.10 el 8 Dimensions
ol 2 PART NO. A B
L
B+0.25 6.90+0.25 5 .
o 3.85:0.20 2x3P 6.00 9.85
g 2x4P 9.00 12.85
& o 2x5P 12.00 15.85
2 & a8 2x6P 15.00 18.85
g b 2x7P 18.00 21.85
; ,O_ 2x8P 21.00 24.85
- b 2x9P 24.00 27.85
( ) [ ) [ ) [ 2x10P 27.00 30.85
2x11P 30.00 33.85
C3030HF-2x1P~2x12P C3030HF-2x1P~2x2P-A >%12P 33.00 36.85
Unit: mm
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Reference Informations:
*Material:Nylon 66,UL94V-0
*Suitable CJT C3030M-T(-L) series Terminal
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing

*Color:Black

Last Circuit
L 71 |_| 1 J
g |y mzan
it
|
(\BE B, | \S¥;
[ ~—h— | e
3.0020.10 \_Circuit 1 3
Circuit 2 8
A+0.20
B+0.25

(CSOSOH M-2XXP-A]—3.00mm pitch Dual Row Housing

Reference Informations:

*Material:Nylon 66,UL94V-0
*Suitable CJT C3030M-T(-L) series Terminal
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing

*Color:Black

Last Circuit
|_ I ||_|| I J
A
(= — | 2
3.00£0.10 \_Gircuit 1 E
Circuit 2 g
A+0.20
B+0.25

Ordering Information:
C3030HM-2xXP - ***

1 2
1.Part No.
2.Material:
(blank):Nylon 66,UL94V-0

GWT:Nylon 66,UL94V-0,GWT 750°C

6.90+0.25
3.56

17.10+0.25

8.25+0.25

<>
XKD
XKD
®<[[>®<]>

<D

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2x1P 3.85
2x2P 3.00 6.85
2x3P 6.00 9.85
2x4P 9.00 12.85
2x5P 12.00 15.85
2x6P 15.00 18.85
2x7P 18.00 21.85
2x8P 21.00 24.85
2x9P 24.00 27.85
2x10P 27.00 30.85
2x11P 30.00 33.85
2x12P 33.00 36.85
Unit: mm

Ordering Information:
C3030HM-2xXP-A - ***
1 2
1.Part No.
2.Material:
(blank):Nylon 66,UL94V-0

A
GERD

GWT:Nylon 66,UL94V-0,GWT 750°C

6.90+0.25
3.56
0
[
=]
Tl - L
o
N~
8.25+0.25

SRS

<>

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2x1P 3.85
2x2P 3.00 6.85
2x3P 6.00 9.85
2x4P 9.00 12.85
2x5P 12.00 15.85
2x6P 15.00 18.85
2x7P 18.00 21.85
2x8P 21.00 24.85
2x9P 24.00 27.85
2x10P 27.00 30.85
2x11P 30.00 33.85
2x12P 33.00 36.85
Unit: mm
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Reference Informations:

*Material:Nylon 66,UL94V-0
*Suitable CJT C3030M-T(-L) series Terminal
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing
Last Circuit

*Color:Black

i

I|_|I

[
[\
e
3.0040.10 \_Circuit 1
Circuit 2

A+0.20

B+0.25

(CSOSOH MC-ZXX F?—S.OOmm pitch Dual Row Housing

Reference Informations:

*Material:Nylon 66,UL94V-0
*Suitable CJT C3030M-T(-L) series Terminal
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing

*Color:Black

Circuit 2—\

Circuit 1

3.00+0.10

Ordering Information:
C3030HMA-2xXP - ***

1
1.Part No.
2.Material:

(blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

2

6.90+0.25

17.10+0.25

A+0.20

8.25+0.25

3.00+0.10

AEa At

\

3.00+0.10

ILJI

B+0.25

\—Last Circuit

Ordering Information:
C3030HMC-2xXP - ***

1.Part No.
2.Material:

<>
KD
KD
®<]]>:E<]>

<>

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2x1P -—-- 3.85
2x2P 3.00 6.85
2x3P 6.00 9.85
2x4P 9.00 12.85
2x5P 12.00 15.85
2x6P 15.00 18.85
2x7P 18.00 21.85
2x8P 21.00 24.85
2x9P 24.00 27.85
2x10P 27.00 30.85
2x11P 30.00 33.85
2x12P 33.00 36.85
Unit: mm

(blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

6.85+0.25

d

16.90+0.25

2x1P

2x2P

2x3P~2x12P

8.30+0.25

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2x1P 3.85
2x2P 3.00 6.85
2x3P 6.00 9.85
2x4P 9.00 12.85
2x5P 12.00 15.85
2x6P 15.00 18.85
2x7P 18.00 21.85
2x8P 21.00 24.85
2x9P 24.00 27.85
2x10P 27.00 30.85
2x11P 30.00 33.85
2x12P 33.00 36.85
Unit: mm
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(03030 HFEB-2xX Fy—B.OOmm pitch Dual Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT C3030F-T-C series Terminal
*Mates with CJT C3030HMB-2xXP series Housing
or C3030WVB,WRB-2xXP Series Wafer

*Color:Black

A+0.25
B+0.20
3.00+0.10
I—Last Circuit o
o
+
E
S\
vtz D)
DS 7y
Circuit 1J \—Circuit 2
N
o
+
[sr]
<
©
I —

(CSOSOH M B-2XX @—S.OOmm pitch Dual Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0
*Suitable CJT C3030M-T(-L) series Terminal
*Mates with CJT C3030HFB-2xXP series Housing
or C3030HFWV,HFWR-2xXP Receptacle Header

*Color:Black
A+0.25
B+0.20
3.00+0.10
Last Circuit
o
10\ A e
S
& éﬁw ©
o
+1
g i e ey |
S HR
Circuit 2J \—Circuit 1

19.86+0.25

|

L

Ordering Information:
C3030HFB-2xXP - ***
1 2
1.Part No.
2.Material:
(blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

16.30+0.25

R0.38 4.52 3.76
PANEL | |_
[[FACE |_[|

o 2.65

S

b C£0.20

R

N D10.25

PANEL OPENING
RECOMMENDED PANEL THICKNESS

Ordering Information & Dimensions:

1.57/1.27
PART Dimensions
NO. A B C D
15.2040.25 2x2P | 2470 | 3.00 | 13.46 | 22.10
6.8620.20 2x3P | 27.70 | 6.00 | 16.46 | 25.10
2x4P 30.70 9.00 19.46 | 28.10
2x5P | 33.70 | 12.00 | 22.46 | 31.10
2x6P | 36.70 | 15.00 | 25.46 | 34.10
2X7P 39.70 | 18.00 | 28.46 | 37.10
2x8P 4270 | 21.00 | 31.46 | 40.10
2x9P 45.70 | 24.00 | 34.46 | 43.10
Ijl 2x10P | 48.70 | 27.00 | 37.46 | 46.10
2x11P | 51.70 | 30.00 | 40.46 | 49.10
2x12P | 54.70 | 33.00 | 43.46 | 52.10
Unit: mm
Ordering Information:
C3030HMB-2xXP - ***
1 2
1.Part No.
2.Material:
(blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
D+0.25
C+0.20
2.39 4.45 |
—_ PANEL ! -
& &
9 9
> e
2 =
FACE L
3.05 — Ro.38 R0.25
PANEL OPENING Ordering Information & Dimensions:
RECOMMENDED PANEL THICKNESS PART Dimensions
1.57/1.27 NO. A B C D
2x2P | 22.84 3.00 14.85 | 20.85
2x3P | 25.84 6.00 17.85 | 23.85
2x4P 28.84 9.00 20.85 | 26.85
2x5P 31.84 | 12.00 | 23.85 | 29.85
2x6P | 34.84 | 15.00 | 26.85 | 32.85
Q | | | | 2x7P | 37.84 | 18.00 | 29.85 | 35.85
S 2x8P | 40.84 | 21.00 | 32.85 | 38.85
3 2x9P | 43.84 | 24.00 | 35.85 | 41.85
g 2x10P | 46.84 | 27.00 | 38.85 | 44.85
T 2x11P | 49.84 | 30.00 | 41.85 | 47.85
2x12P | 52.84 | 33.00 | 44.85 | 50.85
Unit: mm
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Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0
*Mates with CJT C3030HF-XP,
C3030HF-2P-A series Housing
*Color:Black

Optional Voided CKT
See Chart For Location

AL

T T
\—Circuit 1

3.00£0.10

A+0.20

B+0.25

Ordering Information:
C3030WV-XP - * - ***_ wxx
1 2 3 4

1.Part No.
2.Style:

(blank) :Type 1

2 :Type 2

3:Type 3
3.Material:

(blank):Nylon 66,UL94V-0

8 A$0.05 LCP:LCP,UL94V-0
(=) . _ P
§ 3.00£0.05 A0.05 . '(:Si\r/1\i/;'r.]LCP,UL94V 0,GWT 750°C
@ 3.01£0.05 ' - ;
A 4|——» (blank):Tin over Nickel
\ N 'q} 'q} G:Gold-flash
r €} Q} Q} ¥ G15:15pin (0.38um) MIN.Select Gold
@1.02+0.05 i y
100pin (2.54pm) MIN.Select Tin
@1.27£0.05 3.00£0.05 ©1.02£0.05 G30:30yin (0.76um) MIN.Select Gold
P.C.B LAYOUT P.C.B LAYOUT 100upin (2.54um) MIN.Select Tin
(Type 1~Type 2) (Type 3)
)
0] Ordering Information & Dimensions:
s 4.37+0.25 4.37+0.25 4.37+0.25 5 :
) PART NO. Imensions
=1 A B
3 N | \] 2P 3.00 9.65
N o < 3P 6.00 12.65
L1 ] ] I 4P 9.00 15.65
| i i 1K g S S S 5p 12.00 18.65
LI 9l o S < < 6P 15.00 21.65
Oiiii| § A & & 7P 18.00 24.65
s « ] 8P 21.00 27.65
1 1
=L ! 9P 24.00 30.65
i i 10P 27.00 33.65
- T y 11P 30.00 36.65
Type 1 Type 2 Type 3 12P 33.00 39.65
Unit: mm

( C3030WR-X P]—S.OOmm pitch 90° Single Row Wafer

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0

*Mates with CJT C3030HF-XP,

1 2 3
C3030HF-2P-A series Housing 1.Part No.
*Color:Black 2 Material:
© K . _
Optional Voided CKT % 1—1&?&";’5{‘9“3&_?9“" 0
f ! 3 LCP,
See Chart For Location % 3.00£0.05 % 3.00+0.05 G_VyT:LCP,ULQ4V-O,GWT 750°C
~ =~ 3.Finish
&b oot ¥ '$' (blank):Tin over Nickel
31.0240.05 31.0240.05 G:Gold-flash
| ! | \_ | — ~ = G15:15pin (0.38um) MIN.Select Gold
. Circuit 1 100pin (2.54pm) MIN.Select Tin
\{f \ 30:30pin (0.76um) MIN.Select Gold
3.000.10 3.000.05 100pin (2.54pm) MIN.Select Tin
1.50+0.05 33.0040.05
A+0.20
2P 3P
P.C.B LAYOUT
:%‘ Ordering Information & Dimensions:
10} - -
e» A+0.05 PART NO. Dimensions
B0.20 4.37+0.25 o 3.0020.05 A B
180 1 —éb— _4;;’:6— 2P 3.00 9.65
- [~] Fary
o % B2 3P 6.00 12.65
©01.02£0.05 4P 9.00 15.65
9 C) }(i\ 5P 12.00 18.65
Al o © 6P 15.00 21.65
} { of g S \23.00£0.05 7P 18.00 24.65
| | | 3 = § 2.15+0.05 8P 21.00 27.65
U U 8 < 4~12P 9P 24.00 30.65
h 10P 27.00 33.65
PIN 0.64 SQ 3.20+0.20 P.C.B LAYOUT 1P 30.00 36.65
12P 33.00 39.65
Unit: mm

C3030WR-XP - *** -

Ordering Information:

Hkk
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( C3030WV-F-XP )—3.00mm pitch 180° Single Row Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0
*Mates with CJT C3030HF-XP,
C3030HF-2P-A series Housing

*Color:Black
A+0.20
Gircuit 1 3.00£0.10
_\\ | |
\ !
oo a1
| \ | |

:Optional Voided CKT

See Chart For Location

B+0.25

s

an
I

PIN 0.64 SQ

( C303OWR-F-XP J—S.OOmm pitch 90° Single Row Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Insulator:Nylon 66,UL94V-0
*Mates with CJT C3030HF-XP,
C3030HF-2P-A series Housing
*Color:Black

A+0.20

3.00£0.10

— —

ety

1 g ] b
il [
Optional Voided CKT

O
Circuit 1/ \
See Chart For Location

B+0.25

|

MR A A A

2.15+0.05 |

A+0.10

, 3.00+0.05

.}.@_

22.41+0.05
P.C.B LAYOUT
)
[32]
4.37+0.25 g
1.20 )
k<]
o
Tl &
A
Yol — | 11
N [N
% Lo
ol o [
ol [N
(=2} % [
S Laa] Ll
5] L
™

b

21.02+0.05

A+0.05

Ordering Information:

C3030WV-F-XP - *** - ***
1

2 3
1.Part No.
2.Material:
(blank):Nylon 66, UL94V-0
LCP:LCP,UL94V-0
GWT:LCP, UL94V-0,GWT 750°C
3.Finish
(blank):Tin over Nickel
G:Gold-flash
G15:15pin (0.38um) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin
G30:30pin (0.76pm) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2P 3.00 9.65
3P 6.00 12.65
4P 9.00 15.65
5P 12.00 18.65
6P 15.00 21.65
7P 18.00 24.65
8P 21.00 27.65
9P 24.00 30.65
10P 27.00 33.65
11P 30.00 36.65
12P 33.00 39.65
Unit: mm

4.3240.08
i

3.00£0.05

s &

-\ ©1.02+0.05

Ordering Information:
C3030WR-F-XP - *** . ***
1 2 3
1.Part No.
2.Material:
(blank):Nylon 66, UL94V-0
LCP:LCP,UL94V-0
GWT:LCP, UL94V-0,GWT 750°C
3.Finish
(blank):Tin over Nickel
G:Gold-flash
G15:15pin (0.38um) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin
G30:30pin (0.76pm) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin

9.90.

2.154+0.05 22.41+£0.05
P.C.B LAYOUT
§ Ordering Information & Dimensions:
0] - -
- D
2 4.370.25 PART NO. A e B
o
g 1.20 2.00£0.20 2P 3.00 9.65
o 3P 6.00 12.65
8_ 4P 9.00 15.65
1 =] 5P 12.00 18.65
T H o
& — I = o 6P 15.00 21.65
=] i | H ~ 7P 18.00 24.65
5 L | =
| H :| 8P 21.00 27.65
|
L] 9P 24.00 30.65
10P 27.00 33.65
L 11P 30.00 36.65
3.2040.20 12P 33.00 39.65
Unit: mm
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(C303OWV-S—XF?—3.00mm pitch 180° Single Row Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94V-0
*Mates with CJT C3030HF-XP,
C3030HF-2P-A series Housing

*Color:Black
A+0.20
0 o 3.00£0.10
N[ Circuit 1
o
§ _\\ — —
h —
g e (e S|
} g
L f LJ%H i <
Optional Voided CKT
See Chart For Location
B+0.25
1.70
A A A AL

(C303OW R-S-XF?—S.OOmm pitch 90° Single Row Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94V-0
*Mates with CJT C3030HF-XP,
C3030HF-2P-A series Housing

*Color:Black
A+0.20
3.004£0.10
P! — — ]
] rﬁ_n nh . 1
teifedredied
— 2y } —

Circuit 1J

ltlOptional Voided CKT
See Chart For Location

B+0.25 1.70

Ordering Information:
C3030WV-S-XP - **x - ***
1 2 3

1.Part No.
2.Material:

(blank):LCP,UL94V-0

GWT:LCP,UL94V-0,GWT 750°C
3.Finish

(blank):Tin over Nickel

£20.10 G:Gold-flash
3.00+0.10 G15:15pin (0.38um) MIN.Select Gold
4"_' 100uin (2.54um) MIN.Select Tin
© % % A, §30:30pin (0.76um) MIN.Select Gold
; u‘%_ 100pin (2.54pm) MIN.Select Tin
N A
2
2| 1.27
5.60+0.05 343 | 8
C+0.10 -
P.C.BLAYOUT Ordering Information & Dimensions:
Dimensions
4.37+0.25 ) PART NO.|——¢ B C
120 9 2P 3.00 9.65 14.20
5 3P 6.00 12.65 17.20
5 4P 9.00 15.65 20.20
AN 8 5P 1200 | 1865 | 23.20
iy 6P 15.00 21.65 26.20
| I
8 | 7P 18.00 24.65 29.20
& L 8P 2100 | 27.65 | 3220
o L 9P 24.00 | 3065 | 3520
L T = 10P 27.00 33.65 38.20
-—GEEH— 1P 30.00 36.65 41.20
12P 33.00 39.65 44.20
Unit: mm

6.9310.10

1.50

]
-

C3030WR-S-XP - *** - #x*

Ordering Information:

1 2 3
1.Part No.
2.Material:
(blank):LCP,UL94V-0
GWT:LCP,UL94V-0,GWT 750°C

A£0.10 3.Finish
(blank):Tin over Nickel
Ml——— G:Gold-flash
G15:15pin (0.38um) MIN.Select Gold
S 77 100pin (2.54pm) MIN.Select Tin
e G30:30pin (0.76um) MIN.Select Gold
b4 100yin (2.54um) MIN.Select Tin
1.27
2
7))
5.600.05 343  §
C+0.10 b
P.C.B LAYOUT ] ] ] )
Ordering Information & Dimensions:
=) Dimensions
1.20 437:025 O PART NO. —— B C
o)
5 2P 3.00 9.65 14.20
5 3P 6.00 12.65 17.20
LAl 8 4P 9.00 15.65 20.20
o I A 5P 12.00 18.65 23.20
§ I RE ‘D 6P 15.00 21.65 26.20
& Ll 7P 18.00 | 2465 | 29.20
2 ! H 8P 21.00 27.65 32.20
L1IIL 9P 24.00 30.65 35.20
10P 27.00 33.65 38.20
11P 30.00 36.65 41.20
12P 33.00 39.65 44.20
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn

C-86




(C3030WV-S-F-XF9—3.00mm pitch 180° Single Row Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Insulator:LCP,UL94V-0
*Mates with CJT C3030HF-XP,
C3030HF-2P-A series Housing
*Color:Black

Ordering Information:
C3030WV-S-F-XP - *** . ***
1 2 3
1.Part No.
2.Material:
(blank):LCP,UL94V-0

GWT:LCP,UL94V-0,GWT 750C

A0.10 3.Finish
blank):Tin over Nickel
3.00£0.10 (blank)
A+0.20 G:Gold-flash
. . 3.00+0.10 | G1515p|n (038pm) MIN.Select Gold
Circuit 1 e 3 7 100pin (2.54um) MIN.Select Tin
_\ — — S| %% G30:30uin (0.76um) MIN.Select Gold
\ ¢ " 100pin (2.54pm) MIN.Select Tin
Betfetiafie] L 1l
1 1 1
’ ’ ' 22.410.05
] 2.15+0.05 |
'
L C#0.10
Optional Voided CKT
See Chart For Location PCBLAYOUT
§ Ordering Information & Dimensions:
4.37+0.25 O Dimensions
B#0.25 o
120 2 PART NO. A B c
g 2P 3.00 9.65 7.30
LAl 8 3P 6.00 1265 | 10.30
= 4P 9.00 1565 | 13.30
& R 5P 12.00 18.65 16.30
g } H 6P 15.00 21.65 19.30
g i 7P 18.00 24,65 22.30
Ll 8P 2100 | 2765 | 25.30
) 9P 24.00 30.65 28.30
| |:| |:| |:| |:| | — T — 10P 27.00 33.65 31.30
} S 1P 30.00 36.65 34.30
’ 12P 33.00 39.65 37.30
Unit: mm

(CBO:‘BOWR-S-F-XP)—S.OOmm pitch 90° Single Row Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Insulator:LCP,UL94V-0
*Mates with CJT C3030HF-XP,
C3030HF-2P-A series Housing
*Color:Black

A+0.20

3.00£0.10

—

(e}

M

e
o
|t

Circuit 1 COptional Voided CKT

See Chart For Location

B+0.25

EEE

o
N

Ordering Information:

C3030WR-S-F-XP - *** - **
1 2 3

1.Part No.

2.Material:

(blank):LCP,UL94V-0

A+0.10 GWT:LCP,UL94V-0,GWT 750°C
3.Finish
Mr_, (blank):Tin over Nickel
G:Gold-flash
~ 77 G15:15pin (0.38um) MIN.Select Gold
o 2 100pin (2.54um) MIN.Select Tin
S 22 G30:30uin (0.76um) MIN.Select Gold
& 100pin (2.54um) MIN.Select Tin
o 1.27
©
Ja S 4
2.15+0.05 @2.41+0.05
C+0.10 |
P.C.B LAYOUT
§ Ordering Information & Dimensions:
O Dimensions
o 4.37+0.25 oI B c
3 1.20 2.00£0.20 2P 3.00 9.65 7.30
8 3p 6.00 12.65 10.30
| 4P 9.00 15.65 13.30
I 5P 12.00 18.65 16.30
9 6P 15.00 21.65 19.30
g 7P 18.00 24.65 22.30
& Q 8P 21.00 | 2765 | 2530
@ < 9P 24.00 30.65 28.30
] 10P 27.00 33.65 31.30
M 11P 30.00 36.65 34.30
12P 33.00 39.65 37.30
Unit: mm
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Reference Informations:

N rgny D) . .
*Material:Pin:Brass/Tin over Nickel CA Ordering Information:
ateria as§/ over hicke 21.02+0.05 C3030WV-2XXP - * - *** . x4
Insulator:Nylon 66,UL94V-0 NN A 1 23 2
*Mates with CJT C3030HF-2xXP, J9 VY 1 Part No.
C3030HF-2xXP-A series Housing S 3.00+0.10 2.Style:
*Color:Black § A+0.10 (blank) :Type 1
d 2 :Type 2
Optional Voided CKT 7.3640.25 ®l p.c.BLAYOUT 3 Hataridl
Last Circuit See Chart For Location (Type 3) (blank):Nylon 66,UL94V-0
_\ LCP:LCP,UL94V-0
] h 3.00+0.08  @1.02#0.05  GWT:LCP,UL94V-0,GWT 750°C
_@ 9 ] 4 Finish
S < a —q}— (blank) :Tin over Nickel
| i | I S 7 d.)—s G:Gold-flash
B of ol g | G15:15yin (0.38pm) MIN:Select Gold
L \ I3 S A _ 100upin (2.54um) MIN.Select Tin
= \_ H o © ] b $ ©- G30:30pin (0.76pm) MIN.Select Gold
3.00£0.10 Circuit1 o p % || 3.00+0.10 100pin (2:54um) MIN.Select Tin
Ao |CTEUI2 S = A£0.10
= . Tvoe 3 § « P.C.B LAYOUT Ordering Information & Dimensions:
e ~
yp o} (Type 1~Type 2) Dimensions
B40.25 9 PART NO. A 5
0. 7.36+0.25 o 7.3620.25
5 2x1P 6.65
8 2x2P 3.00 9.65
] L _Lh 2x3P 6.00 12.65
| 1 9 2x4P 9.00 15.65
o 2x5P 12.00 18.65
Te) Te) &
g g S 2x6P 15.00 21.65
= g g o 2x7P 18.00 24.65
— =n i < I I 2x8P 21.00 27.65
(s [sp} —
, , | T 2x9P 24.00 30.65
il . ' | 2x10P 27.00 33.65
i i 2x11P 30.00 36.65
20,65 ) Tvoe 1 Tvo 2x12P 33.00 39.65
- PIN 0.64 SQ ype ype Unit: mm

@3030W R-ZXX Fj—S.OOmm pitch 90° Dual Row Wafer With Foot

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Insulator:Nylon 66,UL94V-0
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing
*Color:Black

Ordering Information:
C3030WR-2XXP - *** - ***
1 2 3
1.Part No.
2.Material:
(blank):Nylon 66,UL94V-0
LCP:LCP,UL94V-0
GWT:LCP,UL94V-0,GWT 750°C

Optional Voided CKT 3.Finish
Last Circuit See Chart For Location (blank) :Tin over Nickel
=) o o G:Gold-flash
7 S S S G15:15pin (0.38um) MIN.Select Gold
= of 8 & ] 3 & 3.0040.10 100pin (2.54pm) MIN.Select Tin
S gl 2 gl 2 300010 @ 2 | G30:30pin (0.76pm) MIN.Select Gold
a 8 S S & & 100pin (2.54um) MIN.Select Tin
I | o102 ¥ < 4}4}4} 21.02
= S | | @3.00
Cirouit 1 o D %, i
\_circuit2 S A
Circuit 2 8 I 33.00 1,500 05 | . . . .
Ordering Information & Dimensions:
3.00£010 x1P 2x2P 2x3P Dimensions
A£0.20 3 P.C.B LAYOUT PART NO. A B
8 7.36:0.25 A£0.10 2%1P 6.85
B+0.25 3|g 1.80 I__.w 2x2P 3.00 9.85
3|< & b & k 2x3P 6.00 12.85
7 O X 51.02£0.05 2x4P 9.00 15.85
H H 1] .02+0.
. u ,hm o G G @ 2x5P 12.00 18.85
H H o & ey e 2x6P 15.00 21.85
ol @ L ihudil]| 3 ' \d\ 2x7P 18.00 24.85
ik 8 8 . 2 C) ' 2x8P 21.00 27.85
- | i | © 1l ol & ) : d
TH R ¥ ha il ol 8 \15'\@3.0010.05 2x9P 24.00 30.85
T w w — g 2.15:0.05 2x10P 27.00 33.85
X ™
hlkPlN 0.64 SQ ~ 24-212P EXEE gg'gg 22'22
: 3.20£0.20 X : :
P.C.B LAYOUT Unit: mm
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[C;SOBOWVC 2XXFy—3 00mm pitch Dual Row 180° Compliant Pin Interface Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94V-0
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing

Ordering Information:
C3030WVC-2xXP - *** - ***
1 2 3
1.Part No.
2.Material:
(blank):LCP,UL94V-0
GWT:LCP,UL94V-0,GWT 750°C

. _ 3 Finish 1.09 DIA
Color:Black (blank):Tin over Nickel DRILLED HOLE
Last Circuit Optional Voided CKT G:Gold-flash 0.94/1.07 DIA
See Chart For Location G15:15pin (0.38um) MIN.Select Gold ~ FINESHED PLATED
[] 3.00£0.08 100pin (2.54pm) MIN.Select Tin 7 i
] Al A G30:30in (0.76pm) MIN.Select Gold ° ZA
] & 11 100yin (2.54pm) MIN.Select Tin @ | /
= AV
& &b N\ 21.02:0.10 | 7
® P © | | | 0.01 Max Tin Plate || |
- = ©1.090.10
= “ - = D-—P—¢- 0.03 Min s
3.00+0.10 L - 3 o ELECTRO-DEPOSITED
.00£0. Circuit 1 % P 3.00+0.10 COPPER SEC:A-A
={ =} =] SEC:A-A
A£0.20 _\—Circuit 2 = § § A20.10 Ordering Inf 2y N ‘
"é Pt 2%2P~2x12P rdering In ormation . |mer-1$|ons.
% P.C.B LAYOUT PART NO. Dimensions
B0.25 @ 7 36£0.25 21.020.10 A B
3 — ©1.090.10 2x1P 6.65
3 o 2x2P 3.00 9.65
L H i h ——d} ﬂ? 2x3P 6.00 12.65
| | ! 0 X 2x4P 9.00 15.65
i sl 8 o 2x5P 12.00 18.65
& H s 3o %) 2x6P 15.00 21.65
= I ol & § = 2x7P 18.00 24.65
mimm=mms=y H S hE 3| 3.000.10 | 2x8P 21.00 27.65
. . “ S 2x9P 24.00 30.65
il Il | e 2x10P 27.00 33.65
X
20.65 H &L 2x11P 30.00 36.65
H - RGN AT 2x12P 33.00 39.65
0.64
] Unit: mm

(C303OWV-S-2XX@—3.00mm pitch 180° Dual Row Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94V-0
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing

Ordering Information:
C3030WV-S-2xXP -

1 2 3

1.Part No.
2.Material:
(blank):LCP,UL94V-0

dkk ke

*Color:Black A0.10 GWT:LCP,UL94V-0,GWT 750°C
3.00£0.10 3.Finish
A#0.20 5.61£0.10 (blank):Tin over Nickel
3.00£0.10 G:Gold-flash
Circuit 2 M_. 2 7 9 7 G15:15pin (0.38um) MIN.Select Gold
Gircuit 1 A% 9 Y 100uin (2.54pm) MIN.Select Tin
freui I:I I:I I:I | G30:30pin (0.76um) MIN.Select Gold
| 3 - W, 100pin (2.54pum) MIN.Select Tin
| nh __ - °
| e
Ef@ﬁ lia Py § | FReen
E ih q B
ﬁ pfu i }i_ © 1.27+0.10
1 T T
T C#0.10
I:I |_| !‘ I:I \—Last Circuit
— L P.C.B LAYOUT
- Optional Voided CKT PART NO Dimensions
See Chart For Location § : A B C
o 2x1P 6.65 11.20
.
B+0.25 1.40 7.3740.25 g 2P T s YT
5 2x3P 6.00 12.65 17.20
8 2x4P 9.00 15.65 20.20
Q 2x5P 12.00 18.65 23.20
Q 2x6P 15.00 21.65 26.20
S 2x7P 18.00 24.65 29.20
> 2x8P 21.00 27.65 32.20
170 o 2x0P | 2400 | 3065 | 3520
2x10P 27.00 33.65 38.20
— | H H H H | — 2x11P 30.00 36.65 41.20
1195025 | 2x12P 33.00 39.65 44.20
E— 1 Unit: mm
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- C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

[C303OWR-S-2XXF}—3.00mm pitch 90° Dual Row Wafer-SMT TYPE

Ordering Information:

L A+0.10
Reference Informations: C3030WR-S-2xXP - *** - *** 3.00+0.10
*Material:Pin:Brass/Tin over Nickel 1 2 3 T
Insulator:LCP,UL94V-0 1.Part No. %%
*Mates with CJT C3030HF-2xXP, Z-mﬁi?ﬂbp ULV % % % /
féi?ffg:;ixxp'A series Housing GWT-LCP,UL94V-0,GWT 750°C °
: . ) 3.Finish ~ <
o Optional Voided CKT (blank):Tin over Nickel o @ ©
Circuit 1 C'rCU'tZ/See Chart For Location  G:Gold-flash S « % % % 2
_\ = [ — G15:15pin (0.38um) MIN.Select Gold § 127 =
1 7% 1 100_p|n (2.54pm) MIN.Select Tin &
i il 1 G30:30uin (0.76um) MIN.Select Gold 7
& $ HE ¥ ] |-III]/j'Tj I 100yin (2.54um) MIN Select Tin Z
HW- 5.60£0.05 ] 343
of  H A c0.10 -
S L] \_L Cireut P.C.B LAYOUT
8 3.00£0.10 ast Cireut
[se}
A0.20 § Ordering Information & Dimensions:
B+0.25 7.3740.25 3 PART NO. A D'me;S'ons C
. § 2x1P 6.65 11.20
B 3 I l. 2x2P 3.00 9.65 14.20
- o 1Nzl 2x3P 6.00 12.65 17.20
S nid 2x4P 9.00 1565 | 20.20
[ ol & na [ 2x5P 12.00 18.65 23.20
| = ik 2x6P 15.00 21.65 26.20
1.70 & 1 2x7P 18.00 24.65 29.20
- 2x8P 21.00 27.65 32.20
- 2x9P 24.00 30.65 35.20
2x10P | 27.00 33.65 38.20
2x11P 30.00 36.65 41.20
2x12P | 33.00 39.65 44.20
Unit: mm

(CB()BOWV-F-Z)(X@—S.OOmm pitch 180° Dual Row Wafer With Foot

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Insulator:Nylon 66,UL94V-0
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing
*Color:Black

Last Circuit—\

Optional Voided CKT
/ See Chart For Location

Sy
k.

6.85+0.25

I | -
e j\— 2
L\\\—Circuiﬂ
- Circuit 2

A+0.20

3.00+0.10

3.00+0.10

B+0.25

I
2.00

PIN 0.64 SQ

Ordering Information:
C3030WV-F-2xXP - *** - ***

1
1.Part No.
2.Material:

2 3

(blank):Nylon 66, UL94V-0

LCP:LCP,UL94V-0

C£0.10 GWT:LCP,UL94V-0,GWT 750°C
3.Finish
2.15+0.05 (blank):Tin over Nickel
@1.02+0.05 8 g:GoId-ﬂash
- G15:15pin (0.38um) MIN.Select Gold
S @__ N 100pin (2.54um) MIN.Select Tin
~ G30:30pin (0.76um) MIN.Select Gold
—6}| | | — 7 100uin (2.54pm) MIN.Select Tin
K o—o—6
o ©2.41+0.05
@ | 3.00£0.10
8
] A+0.10
P.C.B LAYOUT S Ordering Information & Dimensions:
o Dimensions
7.36£0.25 o PARTNO.—4 B E
T 2x1P - 6.65 4.30
l 8 2x2P 3.00 9.65 7.30
1 2x3P 6.00 12.65 10.30
Q I J 2x4P 9.00 15.65 13.30
9} © I 2x5P 12.00 18.65 16.30
8 g I 2x6P 15.00 21.65 19.30
S & Bl 2x7P 18.00 24.65 22.30
g 2x8P 21.00 27.65 25.30
2x9P 24.00 30.65 28.30
2x10P 27.00 33.65 31.30
1 2x11P 30.00 36.65 34.30
2x12P 33.00 39.65 37.30
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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. C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

@SOBOWR-F-ZXXFy—&OOmm pitch 90° Dual Row Wafer With Foot

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Insulator:Nylon 66,UL94V-0
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing
*Color:Black

Circuit 2

Circuit 1\ m

ﬂ(PIN 0.64 SQ

A+0.10

3.00£0.10

300010

N

4.3240.10
3.00

o

b <

b b

-

_€

)_

Ordering Information:

C3030WR-F-2XXP - *** - ***

1 2 3

1.Part No.
2.Material:

(blank):Nylon 66, UL94V-0

LCP:LCP,UL94V-0

GWT:LCP,UL94V-0,GWT 750C
3.Finish

(blank):Tin over Nickel

G:Gold-flash

G15:15pin (0.38um) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin

G30:30pin (0.76um) MIN.Select Gold

+0. ! !
W_ 1.02+0.05 _ 100in (2.54um) MIN.Select Tin
1 — +
L ! 6 > @2.41£0.05 i ;
dh Lk _I
R 2.15+0.05
- IS v AW caoit
S +0.
H oL 1
S Last Circuit _ P.C.B LAYOUT
© 3.00+0.10 L Optional Voided CKT % Ordering Information & Dimensions:
A+0.20 See Chart For Location - o Dimensions
o 7.3740.25 8 PART NO. —— B C
s +l
B#0.25 = 2.00 3 2x1P 6.65 430
o < 2x2P 3.00 9.65 7.30
T 1 2x3P 6.00 12.65 10.30
Q L A A 2x4P 9.00 15.65 13.30
9 EERE AR © 2x5P 12.00 18.65 16.30
= P hi= g g 2x6P | 1500 | 21.65 | 19.30
& i 3. & 2x7P 18.00 | 2465 | 2230
@ LLiLpyiLa ] - N 2x8P 21.00 27.65 25.30
| — 2x9P 24.00 30.65 28.30
? ‘: 2x10P | 27.00 33.65 31.30
I 2x11P 30.00 36.65 34.30
2x12P | 33.00 39.65 37.30
Unit: mm

@303OWV-S-F-2XX9—3.00mm pitch 180° Dual Row Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94V-0
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing

A+0.10

3.00£0.10

Ordering Information:
C3030WV-S-F-2xXP - *** - ***
1

2 3

1.Part No.
2. Material:
(blank):LCP,UL94V-0
GWT:LCP,UL94V-0,GWT 750°C
3.Finish
(blank):Tin over Nickel
G:Gold-flash

G15:15pin (0.38um) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin

*Color:Black .. e
A+0.20 < %
Circuit 2 |, 3.00£0.10 Q_
Circuit 1 | M
I:I I:I I:I @2.41+0.05
M = —
i g H fif --:: g_ <
I I ' LJE I %7 ~
|
ﬁ ? i j[ A 2.15£0.05
I? i ]_i_ 1.27
| T T T N [ |
] I C20.10
I:I I_l !: I:I \—Last Circuit
064 || . ) P.C.B LAYOUT
Optional Voided CKT
See Chart For Location
gro-25 7.37+0.25
1.40

|

9.90+0.25

2.00

(A B B AI
0

G30:30pin (0.76pum) MIN.Select Gold
100pin (2.54um) MIN.Select Tin

Ordering Information & Dimensions:

[ I —

11.2540.25

jime

2 PART NO Dimensions

S’; ' A B ©

@ 2x1P 6.65 4.30

g 2x2P 3.00 9.65 7.30

o 2x3P 6.00 12.65 10.30
2x4P 9.00 15.65 13.30
2x5P 12.00 18.65 16.30
2x6P 15.00 21.65 19.30
2x7P 18.00 24.65 22.30
2x8P 21.00 27.65 25.30
2x9P 24.00 30.65 28.30
2x10P 27.00 33.65 31.30
2x11P 30.00 36.65 34.30
2x12P 33.00 39.65 37.30

Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

Unit: mm
[C3O3OWR-S-F-2XXF9—3-00mm pitch 90° Dual Row Wafer-SMT TYPE
‘ Ordering Information: A+0.10
Reference Informations: C3030WR-S-F-2xXP - *** - ¥~ 3.00£0.10
*Material:Pin:Brass/Tin over Nickel 1 2 3 I e
Insulator:LCP,UL94V-0 ;m’:e':gl o .
Mates with CJT C3039HF-2xX_P, (blank):LCP,UL94V-0
C3030HF-2xXP-A series HOUSIng GWT:LCP,UL94V-0,GWT 750°C 44 7 Y44
*Color:Black 3.Finish 2
o Optional Voided CKT (blank):Tin over Nickel 9 N g
Circuit 1 Circuit 2 See Chart For Location G:Gold-flash 8 o
[ G15:15in (0.38um) MIN.Select Gold  T| & 22
(] [ 100pin (2.54pm) MIN.Select Tin &
— —7% - G30:30in (0.76pm) MIN.Select Gold 2 1.27
- I H 100pin (2.54pm) MIN.Select Tin .
SETHE] 3 N
32.4140.05
}_é__ < 2.15£0.05 |
o H | — C0.10 |
o
g = \corea P.CBLAYOUT
g 3.00+0.10 Last Circuit
A0.20 % Ordering Information & Dimensions:
8 Dimensions
B+0.25 7.374£0.25 2.00 % PART NO. A B C
- 8 2x1P - 6.65 4.30
i ” I 2x2P 3.00 9.65 7.30
o | | 1 | i 3 2x3P 6.00 12.65 10.30
S T =~ 2x4P 9.00 15.65 13.30
ol & Prendn —] 2x5P | 1200 | 1865 | 16.30
N - ol
S > LiL b 2x6P 15.00 21.65 19.30
2 2X7P 18.00 24.65 22.30
0 R 2x8P 21.00 27.65 25.30
- 2x9P 24.00 30.65 28.30
2x10P 27.00 33.65 31.30
2x11P 30.00 36.65 34.30
2x12P 33.00 39.65 37.30
—H- 0642005 Unit: mm
(C303OWR-S-F’| _2XXF9—3.00mm pitch 90° Dual Row Wafer-SMT TYPE
. Ordering Information: A+0.10
Reference Informations: C3030WR-S-F1-2xXP - =** - ™% 1.50 3.00
*Material:Pin:Brass/Tin over Nickel 1 g - =1 &r—»
1.Part No. | | | | | |
.Insulator:LCP,UL94V-0 2 Material: a’ a’ a’ a’ a’ a’ T '2;
*Mates with CJT C3030HF-2xXP (blank):LCP,UL94V-0 4 11 M 1 W W %
; .y GWT.LCP,UL94V-0,GWT 750°C 24 w v o o 2z
C3030HF-2xXP-A series Housing AFne A - I | T T €
*Color:Black (blank):Tin over Nickel ” % o- S
o Circuit 2 w|  G:Gold-flash % 8 | «
Circuit 1 S =2 ] #d | = |
1 o G15:15pin (0.38um) MIN.Select Gold i i i i i i hy 3
2 100in (2.54pm) MIN.Select Tin N 1.27
= = S G30:30in (0.76pum) MIN.Select Gold fjl\ /N /Jl\ 2
. ® 100pin (2.54um) MIN.Select Tin \‘I'/ NV W KJ'
A\ | 2.15+005 7. | 23:00£0.05
2x1P 2x2P 2x3P C+0.10 |
o o @ F{ P.C.B LAYOUT
T vl - (2x4P~2x12P)
3.00£0.05 Last Gircuit S
\_ Q
A£0.20 Optional Voided CKT 0
See Chart For Location %
B+0.25 8 7.36+0.25 3.2040.20 o .
imensions
PART NO. A B C
° 2x1P 6.65 4.30
© o S 2x2P 3.00 9.65 7.30
g 3 2x3P 6.00 12.65 10.30
3 o 2 2x4P 9.00 15.65 13.30
@ |l @
o ol © 2x5P 12.00 18.65 16.30
§ 2x6P 15.00 21.65 19.30
0 2x7P 18.00 24.65 22.30

2x8P 21.00 27.65 25.30
2x9P 24.00 30.65 28.30
2x10P 27.00 33.65 31.30
2x11P 30.00 36.65 34.30
2x12P 33.00 39.65 37.30

Unit: mm
CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
C-92

6.00+0.25

1.35




[C3030WVA_2XxFy—3.00mm pitch 180° Dual Row Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:Nylon 66,UL94V-0

Ordering Information:
C3030WVA-2xXP - * -

. 1 2
*Mates with CJT C3030HF-2xXP, 1 Part No.
C3030HF-2xXP-A series Housing 2.Style:
*Color:Black Optional Voided CKT A+0.10 (blank): Type 1
A£0.20 [See Chart For Location 3: Type 3
— 3.00/3.00 3.Material:
3.00+0.10 bIank!:Nonn 66,UL94V-0 .
Last Circuit I, GWT:Nylon 66,UL94V-0,GWT 750°C
_\ T——9—p Ol 4.Finish:
o . .
< d (blank):Tin over Nickel
H []BB@@[_' i 3 00" Gooldfamsh
G15:15pin (0.38um) MIN.Select Gold
HBBBBE”E E H 21.02 100pin (2.54um) MIN.Select Tin
=) G30:30pin (0.76pm) MIN.Select Gold
= \_ S P.CBLAYOUT 100pin (2.54pm) MIN.Select Tin
Circuit 2 Circuit1 8
[se}
b025 7.3640.25 7.3640.25 Ordering Information & Dimensions:
TU. D 1
1.40 1.40 PART NO. imenstons
A B
; - ‘ ; 2x1P - 6.70
n il N g 5 2x2P 3.00 9.70
& IR IR & 2x3P 6.00 12.70
=1 RIS b gl e
7 R L N | 2x4P 9.00 15.70
o o Pl [ [ ol o
ol o & L ] g e 2x5P 12.00 18.70
ey T o R I R
—l | | |— P =] o 2x6P 15.00 21.70
g 2x7P 18.00 24.70
o 2x8P 21.00 27.70
W W W EP W W W — T - 2x9P 24.00 30.70
0065 8 2x10P 27.00 33.70
__||. PIN0645sQ Type 1 Type 3 2x11P 30.00 36.70
2x12P 33.00 39.70
Unit: mm

(CBOSOWVA-S-ZxX@—S.OOmm pitch 180° Dual Row Wafer - SMT TYPE

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94V-0

*Mates with CJT C3030HF-2xXP,

Ordering Information:
C3030WVA-S-2xXP -

Hhk _ kkk

A+0.10 1 2 3
C3030HF-2xXP-A series Housing 3.00 1.Part No.
*Color:Black = 2.Material:
A+0.20 m 1.2 < (blank):LCP,UL94V-0
© GWT:LCP,UL94V-0,GWT 750°C
3.0040.10 /—Ophonal Voided CKT N, 3.Finish
See Chart For Location @ ? 7 % © (blank):Tin over Nickel
Last Circuit 4 7 — 2 G:Gold-flash
_\D D %:1ggin (0.2385m) M'\IAI\IJNSSc-)lct G_Ic_ald
r in (2.54um .Select Tin
H@@[ 4| @:30;1!:1 ((§.76pfn) l)\/IIN.SeIect Gold
# 0 E f 100pin (2.54um) MIN.Select Tin
=) EESE '
D) - @l 109 0
- il 3
L. S
Cireut 1 5 P.CBLAYOUT Ordering Information & Dimensions:
o Dimensions
B+0.25 8 PRI A B C
g 2x1P 6.70 6.60
c = 7.36£0.25 1.40 2x2P 3.00 9.70 6.60
I 2x3P 6.00 12.70 6.60
!é 2x4P 9.00 15.70 6.60
O] i m 3 2x5P 12.00 18.70 6.60
Al ° 2x6P 15.00 | 21.70 6.60
H H H i g 2x7P 18.00 24.70 6.60
Lol of & 2x8P_ | 2100 | 27.70 | 12.00
EERIREN s 2z 2x9P 24.00 30.70 12.00
o % % % % % % % ‘ Fﬁ_ C; 2x10P 27.00 33.70 12.00
2x11P 30.00 36.70 12.00
1.70 11.40+0.20 2x12P 33.00 39.70 12.00
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

1]1]/]

[C303OWVA-F 2XXF9—3 00mm pitch 180° Dual Row Wafer

Reference Informations:

*Material:Pin:Brass/Tin over Nickel Ordering Information:
Insulator:LCP,UL94V-0 C3030WVA-F-2xXP - *** - **
*Mates with CJT C3030HF-2xXP, 1 2 3
C3030HF-2xXP-A series Housing ;-':g:e';‘igi_
* . . :
Color:Black A£0.20 (blank):LCP,UL94V-0 ,,
A GWT:LCP,UL94V-0,GWT 750°C
3.00£0.10 ° 3.Finish _
o p 215 3.00 (blank):Tin over Nickel
Last Circuit & ‘*H‘ G:Gold-flash
g G15:15pin (0.38pm) MIN.Select Gold

100pin (2.54pm) MIN.Select Tin

\ @ G30:30pin (0.76pm) MIN.Select Gold
100pin (2.54um) MIN.Select Tin

Last C|rCU|t—\ A G15:15pin (0.38um) MIN.Select Gold

100pin (2.54um) MIN.Select Tin
G30:30pin (0.76pum) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin

J = \_ = @2.41 \@1.02
Circuit 2 Circuit 1 P.C.B LAYOUT
Ordering Information & Dimensions:
B+0.25 7.36+0.25 1.40 PART NO. Dimensions
A B
2x1P 6.70
P 2x2P 3.00 9.70
Q Q ﬂ N 2x3P 6.00 12.70
g ] i 2x4P 9.00 15.70
S & || 2x5P 12.00 18.70
o & T = 2x6P 15.00 21.70
i © 3 2x7P 18.00 24.70
H I A H r 2{ ) 2x8P 21.00 27.70
U OTom w U x o . 2x9P 24.00 30.70
@ 2x10P 27.00 33.70
PIN 0.64 SQ b 2x11P 30.00 36.70
S 2x12P 33.00 39.70
Unit: mm
(C3030WVA-S-F-2XxF9—3.OOmm pitch 180° Dual Row Wafer - SMT TYPE
Reference Informations:
*Material:Pin:Brass/Tin over Nickel ! )
Insulator:LCP,UL94V-0 Ordering Information: ..
*Mates with CJT C3030HF-2xXP, - A010 S OWVAS PP - 5
C3030HF-2xXP-A series Housing 3.00, 1.Part No.
*Color:Black 215 ‘ 1.7 2.Material:
A+0.20 ‘ ‘ ‘ 3 (blank):LCP,UL94V-0
3.00£0.10 Optional Voided CKT =~ @ ‘ ‘ S 3 %LCP,ULQW_O,GWT 70
.OuxU. < g Y .FiInis
/_See Chart For Location z z @7 (blank):Tin over Nickel
L G:Gold-flash

s

[

S -

D
CICIED ot
£ ;

| o
n| /D D\_ 2 P.C.B LAYOUT
Circuit 2 Circuit 1 &

|
4m44%4m4

445\‘ o

§ Ordering Information & Dimensions:
B+0.25 g PART NO. Dimensions
e 7.36+0.25 1.40 A B c
c 2 2x1P 6.70 6.60
= 2x2P 3.00 9.70 6.60
° 2x3P 6.00 12.70 6.60
© Il . H . } 2x4P 9.00 15.70 6.60
HoH 9 2x5P 12.00 18.70 6.60
NI S 2x6P 15.00 21.70 6.60
PO S s 2x7P 18.00 24.70 6.60
[ Lbdd L o o 2x8P 21.00 27.70 12.00
— 2x9P 24.00 30.70 12.00
w 2x10P 27.00 33.70 12.00
2x11P 30.00 36.70 12.00
=) 11,4040 20 2x12P 33.00 39.70 12.00
@ Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

[C3030WRA-F-2XXF9—3.00mm pitch 90° Dual Row Wafer

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Insulator:Nylon 66,UL94V-0
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing
*Color:Black

Ordering Information:
C3030WRA-F-2xXP -
1

1.Part No.
2.Material:
(blank):Nylon 66,UL94V-0

kkk _ kkk

2 3

C+0.10 GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish
A+0.20 A£0.10 (blank):Tin over Nickel
3.0+0.05 G:Gold-flash
o 3.00£0.05 G15:15pin (0.38um) MIN.Select Gold
Last Circuit 7@ 100pin (2.54um) MIN.Select Tin
_\ G30:30pin (0.76um) MIN.Select Gold
H@G'[ . 0 -0 i) o @2.41 100pin (2.54pm) MIN.Select Tin
@ [=] O--0O N
DD g gTeeRe
3 I : NI
3 U J U 23 215\ @1.02
o
8 ‘ Circuit 1 < . f \ .
o Circuit 2 © P.C.B LAYOUT Ordering Information & Dimensions:
Optional Voided CKT - e
See Chart For Location —~ PART NO.
3 A B (¢}
e 2x1P 6.65 4.30
B+0.25 810 . _7.3620.25 5 2x2P 3.00 9.65 7.30
1.40 5 2x3P 6.00 12.65 10.30
- 8 2x4P 9.00 15.65 | 13.30
Q 2 8 ol gty 2x5P 12.00 18.65 16.30
] g < P 2x6P 15.00 21.65 19.30
=] S LA 2x7P 18.00 2465 | 22.30
ilE a5 B 8l ° — 2x8P 21.00 27.65 25.30
Q Q I ; ﬁ 2x9P 24.00 30.65 28.30
2x10P 27.00 33.65 31.30
u PIN 0.64 SQ 3.20+0.20 2x11P 30.00 36.65 34.30
2x12P 33.00 39.65 37.30
Unit: mm
@3030WRA-F1 _2Xij—3.00mm pitch 90° Dual Row Wafer
Ordering Information:
Reference Informations: C3030WRA-F1-2xXP - *** . ***
*Material:Pin:Brass/Tin over Nickel 1 2 3 A£0.10 ©
Insulator:Nylon 66,UL94V-0 ;-f\’ﬂartt N,Oi 0. =
. . y Material: 0 3.00£0.05 3
gféi%ﬂwpmzcil 2303.0HFH2XX.P ’ (blank):Nylon 66,UL94V-0 S 8
o UoUHP-eXAF-A series Housing GWT:Nylon 66,UL94V-0,GWT 750°C g ©
Color:Black 3.Finish < !
(blank):Tin over Nickel 1
Optional Voided CKT
B0.30 /~ G:Gold-flash l 102\
7/ SeeChartForlocation  Gi5.45,,in (0.38um) MIN.Select Gold o102
A$0.20 ° 100pin (2.54pm) MIN.Select Tin
Last Circuit— 3.00+0.10 S G30:30pin (0.76um) MIN.Select Gold 4‘ 2.15+0.05 93 00
A 100pin (2.54um) MIN.Select Tin -
M S n P.C.B LAYOUT
2x4P~2x12P
Ja UUDDETE: QD]
1= )=)=)le)l= (e liedy pla]l=fC=a]g
w Ly w\\—Circuit1 ) ] ) ]
Circuit 2 2% 1P~2x3P Ordering Information & Dimensions:
2x4P~2x12P = - .
£RATTeR el _ PART NO. Dimensions
3 A B C
e 2x1P 6.65 2.90
C10.95 1.80 7.36+0.25 5 A 2x2P 3.00 9.65 2.90
— 1.40 5| 800 2x3P 6.00 12.65 2.90
] 8 2x4P 9.00 15.65 7.60
0 el g Mo b ay 2x5P 12.00 18.65 10.60
N S| « fon
S g gl 2x6P 15.00 21.65 13.60
3 S S 2x7P | 1800 | 2465 | 16.60
A g & &8 g al ° P {} 2x8P 21.00 27.65 19.60
INREEEE ; I 2x9P 24.00 30.65 22.60
P.C.B LAYOUT
T ox1P~2x3P 2x10P 27.00 33.65 25.60
u PIN 0.64 SQ 3.20£0.20 — 2x11P 30.00 36.65 28.60
2x12P 33.00 39.65 31.60
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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C3030 SERIES 3.00mm pitch wire to wire and wire to board connector

[C3O3OWRA-S-2XXP)—3.00mm pitch 90° Dual Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94V-0
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing

*Color:Black
»HM
I
I
S
o
B+0.30
A+0.20
o
Last Circuit~ 3.00+0.10 S
§
[spl
i @GIIIG i
1DDDDANEY

|=]m=p=

\-C|rCU|t 1

Circuit 2

1.70

Optional Voided CKT
See Chart For Location

(C3030WRA-S-F-2Xij—3.00mm pitch 90° Dual Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Insulator:LCP,UL94V-0
*Mates with CJT C3030HF-2xXP,
C3030HF-2xXP-A series Housing
*Color:Black

0.64+0.05

11.56

B+0.30

A+0.20
3.00£0.10

\-\—Clrcuit 1
Circuit 2

Optional Voided CKT
See Chart For Location

Last Circuit—

3.00+0.10

Ordering Information:
C3030WRA-S-2xXP - *** . ***
1 2 3
1.Part No.
2.Material:
(blank):LCP,UL94V-0
GWT:LCP,UL94V-0,GWT 750°C

A20.10 © 3.Finish
= 3.00+0.05 g (blank):Tin over Nickel
= H G:Gold-flash
S *HM j G15:15pin (0.38um) MIN.Select Gold
= v ] 100yin (2.54pm) MIN.Select Tin
z z g 2 3 © G30:30in (0.76um) MIN.Select Gold
© T " , " i} — % 100uin (2.54pum) MIN.Select Tin
0 7 £
® tungyngy @
o4 [
5.61 343 ‘—" ﬁ Ordering Information & Dimensions:
P.C.B LAYOUT Dimensions
PART NO. A B
2x1P - 6.70
§ ° 9.90£0.25 2x2P 3.00 9.70
& h Gold(G15,G30) 2x3P 6.00 12.70
‘: 2x4P 9.00 15.70
2x5P 12.00 18.70
2x6P 15.00 21.70
2x7P 18.00 24.70
2x8P 21.00 27.70
135 J 2x9P 24.00 30.70
D 2x10P 27.00 33.70
$5.00£0.20 | 2x11P 30.00 36.70
2x12P 33.00 39.70
Unit: mm

C3030WRA-S-F-2xXP -

Ordering Information:

ke _ kkk

1 2 3

1.Part No.

2.Material:
(blank):LCP,UL94V-0

GWT:LCP,UL94V-0,GWT 750C

3.Finish
A$0.10 - (blank):Tin over Nickel
3.00£0.05 S | G&Goldfiash
&= G15:15pin (0.38um) MIN.Select Gold
eyl 1:2730.05 o 3 100pin (2.54pm) MIN.Select Tin
NR| G30:30uin (0.76um) MIN.Select Gold
ZIZ 7% A 100pin (2.54pm) MIN.Select Tin
29006 17 bin (2.54um)
777z 0
200979
*@ @2.41
2.15
P.C.B LAYOUT Ordering Information & Dimensions:
Dimensions
PART NO. A 5
o 9.90£0.25 2x1P 6.70
A Gold(G15,G30) 2x2P 3.00 9.70
2x3P 6.00 12.70
“ 2x4P 9.00 15.70
3 2x5P 12.00 18.70
§ 2x6P 15.00 21.70
~ 2x7P 18.00 24.70
. s 2x8P 21.00 27.70
2x9P 24.00 30.70
=) 6.00£0.20
o 2x10P 27.00 33.70
2x11P 30.00 36.70
2x12P 33.00 39.70
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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Reference Informations:

*Material:Pin:Brass/Tin over Nickel

_2XXP)—3.OOmm pitch 90° Dual Row Wafer - SMT TYPE

Ordering Information:
C3030WRA-S-F1-2xXP -
1 2 73

ke _ kkk

A+0.10

| [Te)
Insulator:LCP,UL94V-0 ;mt‘e“r‘lgl 3.00£0.05 2 .
* ; : : o=
Mates with CJT C3039HF-2XXF, (blank):LCP,UL94V-0 » 1.27+0.05 S ¢
C3030HF-2xXP-A series Housing GWT:LCP,UL94V-0,GWT 750°C H NS
*Color:Black 3.Finish T 77707 -
(blank):Tin over Nickel é é g $
G:Gold-flash 8 B7BZR7 _
G15:15pin (0.38um) MIN.Select Gold c 2 9 7 g
100pin (2.54um) MIN.Select Tin
G30:30pin (0.76um) MIN.Select Gold
100pin (2.54pm) MIN.Select Tin
2.15 @3 00
3.00£0.05
] ! Lo P.C.B LAYOUT
7777 2x4P~2x12P
%%% g’a | )
\ | |
ﬂ I Mo
T
> 23.00 Ordering Information & Dimensions:
~ T - -
2x1P~2x3P ST Dimensions
P.C.B LAYOUT : A B
B+0.30 (2x1P~2x3P) 2x1P 6.70
A%0.20 § ° 0.00+0.25 2x2P 3.00 9.70
Last Circuit- 3.000.10 a3 Gold-flash(G15,G30) 29P 6.00 12.70
\ @ 2x4P 9.00 15.70
~ 71 2x5P 12.00 18.70
e ] GBB@EGH 2x6P 15.00 21.70
I BBBE 2x7P 18.00 24.70
E@ﬂ : . 2x8P 21.00 27.70
° Q @“\_ | s 2x9P 24.00 30.70
&-_,; Circuit 1 ' 2x10P 27.00 33.70
S Circuit 2 H 4.60 ‘ 6.00£0.20 2x11P 30.00 36.70
) 2x4P~2x12P RE I . 2x12P 33.00 39.70
Unit: mm
(C3030H FWV_Zxij—S.OOmm pitch Dual Row Receptacle Header
Reference Informations: Ordering Information:
*Material:LCP,UL94V-0 Lo00HPV- 200 - 2
*Mates with CJT C3030HMB-2xXP series Housing 1 Part No.
or C3030WVB,WRB-2xXP Series Wafer 2 Material:

*Color:Black (blank):LCP,UL94V-0
GWT:LCP,UL94V-0,GWT 750°C
3.Finish:
(blank):Tin over Nickel
=} G:Gold-flash
3.00£0.05 S G15:15pin (0.38um) MIN.Select Gold
@1.02+0.05 § 100pin (2.54um) MIN.Select Tin
pd G30:30pin (0.76pm) MIN.Select Gold
Cirouit 1 b & O O () 100yin (2.54pm) MIN.Select Tin
CiI’CUitZ—/ 32.36+0.05 '$‘ '$‘ '$‘ '$‘ -
3.00£0.10
P.C.B LAYOUT
vl o
N &
3 9 B0.25
3 g 8.40+0.25 Ordering Information & Dimensions:
ol o
Dimensions
oy |
) i i PART NO. A B e
o N ] 2x2P 3.00 12.00 9.00
N o| o ]
S S & 2x3P 6.00 15.00 12.00
2 = g i s g 2x4P 9.00 18.00 15.00
| || o 2 3 O 2x5P 12.00 21.00 18.00
o wn
@ 5 2x6P 15.00 24.00 21.00
| IJ Ly.l 5 2x7P 18.00 27.00 24.00
i 8 2x8P 21.00 30.00 27.00
C#0.25 2.25Max_| 2x9P 24.00 33.00 30.00
2x10P 27.00 36.00 33.00
2x3~2x12P 2x2P 2x11P 30.00 39.00 36.00
2x12P 33.00 42.00 39.00
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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C3030 SERIES

3.00mm pitch wire to wire and wire to board connector

[C3030HFWR-2XXP)——300mmpich

Dual Row Receptacle Header

= = e
Reference Informations: A+0.10 Al ':?; © ; ©
*Material:LCP,UL94V-0 3.00£0.10 g o sooo10 0 S S sosone . . 5 S
*Mates with CJT C3030HMB-2xXP series Housing & & & o Py ol 5 Sa— W I
or C3030WVB,WRB-2xXP Series Wafer | = ¢ & - ® o2
*Color:Black R ) ¢ 9 -
@1.02+0.05 N 1.0240.05 D\ @1.02+0.05 A\
AN N (N
1.50:0.05 | |c£0.10 1.5040.05 22.36+0.05 0P
2x4~2x12P 2x3P
Ordering Information: P.C.B LAYOUT
C3030HFWR-2xXP - *** - ***
9 1 2 3
S 1.Part No.
ks 2.Material:
e (blank):LCP,UL94V-0
o~ GWT:LCP,UL94V-0,GWT 750°C
3.Finish:
(blank):Tin over Nickel
G:Gold-flash
G15:15pin (0.38uym) MIN.Select Gold
2x3P 2x2P 100pin (2.54pm) MIN.Select Tin . . . . .
£XoF Xt G30:30pin (0.764m) MIN.Select Gold Ordering Information & Dimensions:
100yin (2.54um) MIN.Select Ti i i
00pin (2.54um) Select Tin PART NO. Dimensions
° ) Gold(G15,G30) A B C
B+0.25 e 14.5040 25 2x2P 3.00 6.70
& S 2x3P 6.00 9.70 -
o o 2x4P 9.00 12.70 6.00
™ Al vl o
:rf_ g I 2x5P 12.00 15.70 9.00
~ kY g 2x6P 15.00 18.70 12.00
_l g g 2XTP 18.00 21.70 15.00
Circuit 1 W 2x8P 21.00 24.70 18.00
axior | z700 | 3070 | 2600
[Te)
. 5.00 X 7. 7 .
3.00£0.10 | Terminal & S 2x11P_| 30.00 | 33.70 | 27.00
A£0.20 positioning strip o 3.05 3.00£0.10 212P | 33.00 36.70 30.00
2x4~2x12P Unit: mm

[C3030WVB-2xXP)——300mm pich

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Insulator:LCP,UL94-V0

Dual Row 180° Wafer

Ordering Information:
C3030WVB-2xXP - =~ - =~

*Mates with CJT C3030HFB-2xXP Series Housing 1 2 3
or C3030HFWV,HFWR-2xXP Receptacle Header 1.Part No.
*Color:Black 2.Material:
(blank):LCP,UL94V-0
Optional Voided CKT GWT:LCP,UL94V-0,GWT 750°C
Last Circuit—\ /See Chart For Location 3.Finish: . .
\C vi (blank):Tin over Nickel
\ / G:Gold-flash
4.50+0.08 G15:15pin (0.38um) MIN.Select Gold
Ng Ln " éJt = 100pin (2.54pm) MIN.Select Tin
_EB___ G30:30uin (0.76um) MIN.Select Gold
5 “/L" " "UL"\ 51.570.05 & & D b 100pin (2.54um) MIN.Select Tin
A o]
5 N\ & & & 6— B
8 ‘\_ - 21.02+0.05 el &
©|  3.00£0.10 \C"CU'“ |___ 3.00£0.10 @ I
A0.20 Circuit 2 8
— P.C.B LAYOUT « Ordering Information & Dimensions:
= Dimensions
B£0.30 11.90£0.25 § PART NO. A B
o 2x2P 3.00 13.00
N - £ 2x3P 6.00 16.00
AN / 8 2x4P 9.00 19.00
Q \—ﬁ-u—a—( 2x5P 12.00 22.00
o & i i ii i i 2x6P 15.00 25.00
g @ R 2x7P 18.00 28.00
H u =i . L 2x8P 21.00 31.00
© | 2x9P 24.00 34.00
2x10P 27.00 37.00
) (5 2x11P 30.00 40.00
2x12P 33.00 43.00
PIN 0.64 SQ Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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[C;SOSOWRB_ZXXFy—&OOmm pitch Dual Row 90° Wafer
Ordering Information:

Reference Informations: C3030WRB-2xXP - *** - ***

*Material:Pin:Brass/Tin over Nickel 1 Part N ! 2 3
Terminal positioning strip:Mylar(Natural) ZIMZrtteriZi-
Insulator:LCP,UL94V-0 (blank):LCP,UL94V-0
*Mates with CJT C3030HFB-2xXP Series Housing GWT:LCP,UL94V-0,GWT 750°C
or C3030HFWV,HFWR-2xXP Receptacle Header 3.Finish
*Color:Black (blank):Tin over Nickel
G:Gold-flash
) ) Gold(G15,G30 G15:15pin (0.38um) MIN.Select Gold
Last Gircuit Optional Voided CKT Last Circuit =) ( ) | 100yin (2.54pm) MIN.Select Tin
1\ See Chart For Location A = G30:30pin (0.76pm) MIN.Select Gold
'\ /' ‘\ S 100pin (2.54pm) MIN.Select Tin
g g ©
. . o
g & [ e g DG 3 g
2 o[a|g - 2 K 2 Je===1 g
- \ - - N oA L _] :
UHUH Circuit 1 & Q H\—_Circuit 1 Q U
I3} . .
3.00£0.10 | Circuit 2 5005010 | Circuit 2 _6.10 | |
A%0.20 — 14. 43+0 20 | 3.00+0.10
B+0.25 B+0.25
o o
A$0.10, 5 3.000.10 b
3.00+0.10 g g
10 Q | ' -
S 3 ¢ & S— 4 —
o
@ 2 /4 4 ¢—°o' ¢—°o'
- - @1.02+0.05 2 21.0240.05 =
. —_— —_— +l +l
T(_elrm|_nal D o o Terminal [ g g 8 um':
positioning g OO E positioning O _ Ot 1
stip—{® @ B strip— a
o o o o
9.00+0.20 § g 6.00£0 20 8 g 2x3P 2x2P
+ H +H +H
g = el =
2x3P 6|~ 2x2P 6|~ P.CBLAYOUT

Optional Voided CKT Gold(G15,G30)
/See Chart For Location

Last Circuit—\ |
\ /

[ 3]
)= RJ[R

U U HU\_chun 1

11.90+0.25

3.35

=

3.00£0.10

3.00+0.10 Circuit 2 . |
A10.20 14.43+0.20 | 3.00+0.10
o
A+0.10 ;
Bx0.25 3.00£0.10 S
¢ 4o Ordering Information & Dimensions:
& & o b— i .
N Dimensions
=] 21.02+0.05 =3
& g PART NO. A B C
2 3 2P | 300 | 13.00
- N 2x3P 6.00 16.00
Terminal L UV 2x4P 9.00 19.00 4.68
a a a
positioning I)/O OO0 J 2.16+0.05 2x5P 12.00 22.00 7.68
stip—{®@ ®B @ @& C0.10 2x6P 15.00 25.00 10.68
12.0040.20 ol o — 2x7P_ | 1800 | 2800 | 13.68
— o o 2x8P | 21.00 | 31.00 | 16.68
bl H 2x4~2x12P
oxa—oxiop 3| = L 2x0P | 2400 | 3400 | 19.68
_— ol ~ PGB LAYOUT 2x10P 27.00 37.00 22.68
—_— 2x11P 30.00 40.00 25.68
2x12P 33.00 43.00 28.68

Unit: mm
CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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