ZHE JIANG CHUANG DU ELECTRONICS CO.,LTD

APPROVAL SHEET

CUSTOMER:

CUSTOMER P/N:

PART NAME:
1. OmmPitch H=2. Omm SMT #i:5 =
PART NO. : CAX-AFAQ1-**XCB-H2.0
MANUFACTURE SIGNATURE CUSTOMER
SALES REP. R&D DEPT. QA DEPT SIGNATURE

DAET: DAET: DAET: DAET:




Note:
1. Material:
1.1 Housing: thermoplastic high temp.UL94V—-0; Color: natural.
DM C 1.2 Latch: thermoplastic high temp.UL94V—0; Color: black.
1.3 Terminal: copper alloy.
1.4 Fitting Nail: copper alloy.
2. Finsh:
2.1 Terminal:

(2.95) DIM_A —Terminal
Circuit 1 1.00+0.05 0.20+0.03 -Housing Underplating: Au/matt Tin overall.
- 1 2.2 Fitting Nail:
Underplating: matt Tin overall. CKTS| DIM A|DIMB | DIM C
i 3. Product must comply HF RoHS specification.
[TH 4. Product No: 4 3.00 5. 10 8.90
i AFAQ1-S ** H * A-00

5.35

1S F 5 [4.00 |6.10 |9.90
CONTACTS TYF’E—T —Lﬁf_mNTKS 6 1500 [7.10 110.90
:Lower :Halogen free
H:Double Lower 7 16.00 |8.10 |11.90
PLATING g

9

SAE T oo heah dun L0 9. 10 112 90
gig%ﬁhtﬂ—uﬁg 33-—120u' Z-’-\rﬁ';?afaeeu 8.00 110.10 113.90
C:Matt—Tin 90—120u” C:Tube 10 19.00 [11.10 |14.90
11 [10.00 [12.10 |15.90
Ramm—= 1) 12 [11.00 [13.10 |16.90
‘ ! 13 [12.00 [14.10 |17.90
| 14 [13.00 [15.10 ]18.90
- — 15 [14.00 [16.10 119.90
\ 1.00 | OJOIQIM 16 [15.00 [17.10 120.90
DIM _B+0.05 Fitting Nail 3.53 17 116.00 118.10 [21.90
18 [17.00 [19.10 122.90
19 [18.00 [20.10 123.90
(N+1)*1.00+0.05 20 119.00 [21.10 |24.90
Circuit 1 DIM_A+0.05 1.00 (N—=1)*1.00£0.05 ) 11 0.304+0.03 21 120.00 122.10 |25.90
3.20 . 1.00+0.05 0.50£0.03 _| 9 R0.20 1.0040.03 0.7040.03 _ | _| ~Circuit 1 -
| i T | T | = 22 121.00 [23.10 |26.90
R ﬁ@@@@@@@@@@ﬁlﬁg A | 0 23 122.00 [24.10 [27.90
o | ‘ ‘ —+ " ") ‘ 24 123.00 [25.10 |28.90
EI i @j W ‘ o | 25 [24.00 |[26.10 |29.90
‘ ‘ LA R ‘ 26 125.00 [27.10 |30.90
LL i j 77777777 ‘ 77777777 27 126.00 [28.10 [31.90
)0 i ‘***K—***** o ‘ B 28 127.00 [29.10 [32.90
' CONNECTOR POSITION = \i\ ———— 29 128.00 |30.10 |33.90
RECOMMENDED P.C.B PATTERN LAYOUT RECOMMENDED FPC/FFC DIMENSION 30 129.00 |31.10 [34.90
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ZHE JIANG CHUANG DU ELECTRONICS CO.,LTD

REV. A

F!z:

7

PRODUCT SPECIFICATION

[1)] &ERVEHE SCOPE

AFAEAEH T 1. Omm Pitch H=2.0 FPC kg b=l SMT B3 4548 R 51,
This specification covers the 1.0mm Pitch H=2.0 FPC Easy—on R/A SMT type connectors series.

[2) %MW R~} CONNECTOR DIMENSIONS

2 HE
See attached drawings.

[3)] #4/5 MATERIAL
%2 A& Housing: LCP

giitt Color: 4 White
M PREE 2R (UL94V—-0) Flammability Rating (UL94V-0).

JG 5 Actuator: LCP

Fifh, Color: B4 Black

M PREE 2% (UL94V—-0) Flammability Rating (UL94V-0).
i Terminal : 354 Phosphor Bronze.
LR Fitting Nail: #7540 Phosphor Bronze.

[4) %Y P.C.B LAYOUT & ACCOMMODATED P.C.B LAYOQUT

2 HE
See attached drawings.

[5] %2 RATING

mo H T
ITEM SPECIFICATIONS
VT H s
R VFHLI S0V AC
Operating Voltage(Max.)
= 'fvi ?ﬁ
S PN tFEE it 0.5A DC
Current Rating(Max.)
S
SAREGHE -559C ~+85°C
Operating Temperature range
il P Y FHXIRE90% LA
Operating humidity range Relative humidity 90% max.
T TG
St DR 76 1 -10°C ~ +50°C
orage temperature range
DRAF R S FHRFEE90% LA
Storage humidity range Relative humidity 90% max.

A AR E S A ETHEE Including terminal temperature rise.



ZHE JIANG CHUANG DU ELECTRONICS CO.,LTD

REV. A

[6) 4:f& PERFORMANCE
6. 1 B8 4% ELECTRICAL PERFORMANCE

Insulation Resistance

Tit H M2 F Rk
ITEM TEST CONDITION REQUIRMENT
PFE 5 IE S < FPCIEHE:, Ml H
Hs20mV, BR L3 10mA N #E47 FH AL
o3 LR 7D MWK, (EIA-364-23) 40 mQIR K.
Contact Resistance | Mate applicable FPC and measure | 40 mQ Max.
by dry circuit, 20mV Max, 10mA.
(EIA-364-23)
PR SIS < FPCER:, $efitAH
&0 1~ [R) P HL A 500V DCREAT
A A B HTIA(EIA-364-21) 500 MQIL /M.

Mate applicable FPC and apply
500V DC between adjacent
terminal or ground.

(EIA-364-21)

500 MQ Min.

MRS HEL s

BAE 518 A 2 FPCIESE, AHAD b
TR T A A& 2250V AC(rms) 14
Bl (EIA-364-20)

HALSMTCAE AT 4558 74K

Dielectric Strength Mate applicable FPC, apply 250V | No Breakdown
AC(rms) forl minute between
adjacent terminal or
ground.(EIA-364-20)
6. 2 PLIR4SF I MECHANICAL PERFORMANCE
i H MR 2 s
ITEM TEST CONDITION REQUIRMENT
¥eii rias b, H5FPCIER:, LURAE
R A 53 A7 #2254 3mm BE AT FPC
FPCLR KT DREF IR Pos.x 0.30N 5/
FPC Retention Force | Insert the actuator, pull the FPC at a | Pos.x 0.30N Min.
rate of 25+3mm per minute.
v ¥ HousingH 2% J5, DAERAEIH
J5E B3 P B2 253 mmet ity 14 HY
" Housing, #4731 0RFF 7l
4 ﬂﬁ.¥ﬁ%ﬁ ' Apply axial pull out force at the rate | 3N /).
Termml?l Retention | of 2543 mm/minute on the terminal 3N Min.
orce

assembled in the housing.




ZHE JIANG CHUANG DU ELECTRONICS CO.,LTD

REV. A
i H M A s
ITEM TEST CONDITION REQUIRMENT
F2 7 S Housing41 3¢ 5, DAERAEIE
. . JEERE I A #2 25£3mm B AR 4k
- BRREEIT | Housing, MHATRAREF AR, | 1ONE.
Fitting I\liall Retention | Apnly axial pull out force at the rate | 1 ON Min
orce of 25+3 mm/minute on the Fitting
Nail assembled in the housing.
6. 3 PRI K H v M A% ENVIRONMENTAL PERFORMANCE AND OTHERS
5 H M A A
ITEM TEST CONDITION REQUIRMENT
B e 7 HFPCI L, LLAEI i
/NF10 cyclesi® ZE#E201K ‘ ‘
i 2k Insert and withdraw actuator up to 20 ey LLEET 60mQIE: k.
Durability cycles at the speed rate of less than Coqtact 60mO Max.
10 cycles/minute. Resistance
RIE L FPCHR A FEVFHGN, Ff
m 2 fi 0T 2 W TF (BIA-364-70
METHOD 2)
S Tt Mate applicable .FPC and measure | ST 30°CHE: K.
Temperature Rise the temp;rature rise of contact Whe_n "ljemperature 30°C Max.
the maximum AC rated current is | rise
passed.
W DCHLYE ImA, 7 B8 AH X B \
1 Smm, RFANTI0~ 55~ 10 HoAE | 030 i
180N, FREE2/NEF, J7IRI7EX,Y,Z | Appearance I\? g T
A . (EIA-364-28 Condition I) oamage
Mate connectors and subject to the |
following vibration conditions, for A BHLAT 60mQE K
it period of 2 hours in each of 3 Contact 60mE Max.
SR mutually perpendicular axes, passing | Resistance
Vibration DC 1mA during the test. Amplitude :
1.5mm P-P Frequency : 10~55~10
Hz in 1 minute. Duration : 2 hours in
each of X,Y,Z axes. [ 1] by 1 1 sectw K
(ETA-364-28 Condition I) Discontinuity | 1 1 sec Max.




ZHE JIANG CHUANG DU ELECTRONICS CO.,LTD

REV. A
1 H MR AT s
ITEM TEST CONDITION REQUIRMENT
WEFE T 5iE S FPCiEH:, WiIDC ‘ .
| mABERZE P, L3N, X | S i
Y. Z 36T P | Appearance | SO
HJE490m/s2 {50G) i g
(EIA-364-27, test condition A) . :
Mate applicable FPC and subject to AL 60mQ 5 oA,
iy the following shock conditions. 3 | Contact 60mQ Max.
Shock times of shocks shall be applied for | Resistance
each 6 directions along 3 mutually
perpendicular axes, passing DC 1
mA current during the test. (Total of | o
18 shocks) Peak value : 490m/s2 [ 71 i 1 Tusec Bk
{50G}(EIA-364-27, test condition A) | Discontinuity | I 1 sec Max.
W E 515 & 2 FPCIEE:, BT
Bl SE85+2°CIMIR I (196 /M, 1 e H LA TEAT:
BT IR R 1~ 2/ . A R
Mate applicable FPC and expose to ppearance NoDamage
85+2°C for 96 hours. Upon
(7% g completion of the exposure period,
Heat Resistance the test specimens shall be
conditioned at ambient room | ., \
conditions for 1 to 2 hours, after iﬁ%fjﬁ 60mQ oK.
which the specified measurements Resistance 60mQ Max.
shall be performed.
R RE i 3G 1 2 FPCIER:, B T3 N
U EE-40£2°C, I TH]96 /NN, | AR A E;ﬂ“f Fiﬁ“;s fE
AT E T 1~2/h Appearance BT
Mate applicable FPC and expose to NoDamage
-40+£2°C  for 96 hours. Upon
i FE 1 completion of the exposure period,
Cold Resistance the test specimens shall be ,
conditioned at ambient room AP 60mQ oK.
conditions for 1 to 2 hours, after | Contact 60mQ Max.
which the specified measurements | Resistance
shall be performed.




ZHE JIANG CHUANG DU ELECTRONICS CO.,LTD

REV. A
S| U S FA
ITEM TEST CONDITION REQUIRMENT
WA E5IE G 2 FPCiER:, & T S H AN TG A
S IE602°C, HIXHRIEO0~95%, |\ '~ | FTHIRSR
MR 96 /NN, HERFEm | NoDamage
F1=2/, I A DN,
Mate applicable FPC and expose to | Contact 60mOMax
[IEpiTR 60 £ 2°C, relative humidity 90 to | Resistance '
Humidity 95% for 96 hours. Upon completion | i} Hi, T BERT A
of the exposure period, the test | Dielectric )it
specimens shall be conditioned at | Strength No Breakdown
ambient room conditions for 1 to 2 | 44 :
hours, after which the specified fjﬁi%ﬁt 30 MQ /).
measurements shall be performed. Resistance 30 MQ Min
¥ b i 515 & 2 FPCIEH:, /K325 ‘
cycles?? i J5 BT =W N1~ | 4 H @jl\ E‘%E
2B 1 cycle timelll Appearance AR
a)-55£3°C 30434l NoDamage
b) +85+3°C 30734
Mate applicable FPC and subject to
N the following conditions for 5 cycles.
Temperature Cycling | Upon completion of the exposure
period, the test specimens shall be | $ZflFHT -
- : 60mQ oK.
conditioned at ambient room | Contact
conditions for 1 to 2 hours, after | Resistance 60m€2 Max.
which the specified measurements
shall be performed. 1 cycle
a) -55+3°C 30minutes
b) +85+3°C 30minutes
W FE L 5 0E A 2 FPCIEH:, ‘
SLI%WKIERRK, WAIIE3SE2°C, | Sh h ;fﬂf *ij”“?f
WA B (] 484 /NI, J5 T % 3 N A | Appearance E g A
PR AT 5 74 oramaLs
Mate applicable FPC and expose to
the following salt mist conditions.
oK Upon completion of the exposure
Salt Spray period, salt deposits shall be removed
by a gentle wash or dip in running | #fil FHT -
: : 60mQ K.
water, after which the specified | Contact
measurements shall be performed. | Resistance 60m£2 Max.
NacCl solution
Concentration 5+ 1%
Spray time : 48 = 4 hours
Ambient temperature : 35+ 2°C




ZHE JIANG CHUANG DU ELECTRONICS CO.,LTD

REV. A
i H M2 RS
ITEM TEST CONDITION REQUIRMENT
W Fe i 5iE A 2 FPCiEH:, KL HE
JBT50+5 ppmifk B2 AL bR 4K o H AL A T AT
WAL E40£2°C, WARII24 |00 R SR
NI PP NoDamage
AR () Mate applicable FPC and expose
S0O2 Gas them to the following SO2 gas
atmosphere. i B4
Temperature 40 +2°C ?ﬁizc jﬁ“ 60mQ i K.
Gas Density 50+ 5 ppm Resi 60mQ Max.
. esistance
Duration 24 hours
T 75K H IR E28% [ B JE W 2 2K K
RN X A7k S
SAANH3H, R0 8. | s H ’%ffgu?fﬂf
40 minutes exposure to NH3 gas Appearance (ERZEZESRIN
. evaporating  from28%  Ammonia NoDamage
() solution.
NH3 Gas \
fﬁfﬁﬂtﬁ 60mQ 5 K.
ontac 60mQ Max.
Resistance
Brif245+5°C, 5 Him iR A 3 . T R 75%
J7 ¥ THT %2 Housing P 125 #3 1 0. 1mm DLl A
A7 E, JEBRI3£0.5F0 A ISR FLIR
B Tlp of solder tails and fitting nails e %
Solderabili into the molten solder (held at Sold , 75% of
olderability | 545459C) up to 0.lmm from the | Older Wettmg \ .~ '
bottom of the housing for 3+0.5 must show no
seconds. voids, pin
holes.
2L AP R N 25 557
When reflowing Refer to paragraph
7.
i Bk TR IS AR 75 R IR A2
FRG I F At Sl H AN AT
. . . Jh =1 ELALp
Resistance to Soldering iron method Abpearance (GIEIREZ 2N
Soldering Heat 0.2mm from terminal tip and fitting bp NoDamage
nail tip.
Soldering time : 5 seconds Max.
Solder temperature : 370 ~400°C




ZHE JIANG CHUANG DU ELECTRONICS CO.,LTD

REV. A

[7) 404h&k[011E3E B 2 INFRARED REFLOW CONDITION

(°C) 250°C MAX.(Peak Temp) 3sec. or less >

A

230°C MIN./ 20~40sec > <

250 —
230 —

200

150

100 —

50 —

— (60sec) | (60~90sec) | (30sec)

Start (Pre-Heat 150°C MAX.)
> Time(seconds)

i 4 FTEMPERATURE CONDITION GRAPH
(ALY ) (TEMPERATURE ON BOARD PATTERN SIDE)



[ SRS S (Ey e

Instruction upon usage of zif esay on type

IR AT IRECE TR, K R BT
Step 1:Use the thumb or the forefinger,
raise the topcover up.

g—r
% %

AUR2:FPC @R N PATHI NGRS 1.
Step 2:FPC gets along with conductivly
down. The parallel one inserts it in
the connector

>

e,

RS R B e R, HEIFPC EAHEA
HrA#).

Step 3: Press the top cover lightly and rotate
down tomake a reservation ,until FPC is
totallyinserted and not moved

AIRAFPCIB I, /NGOG 155, ) TISFPCIR H.
Step 4:Lift the top cover carefully, withdraw
FPC.

12(%@v
<—
V

=,

e e AR AN AT T120 S
Warning:The whirling angle can’t be greater
than 120degrees

)

5 CUFPCHR AR AR B KIS, mRES IR FEAR
Warning:When the angle that FPC inserts in
is askew, may cause electrical discontinuity.

)

e ) LR RE ) A0, 04N/pin max.
Warning:The strength of dragging upwards don’ t
exceed 0.04N/pin max

sz

Load 0.04N / pin Max.

S T RS BRI, ANEAETH R ), R
o F A 2 1

Warning:While opening the connector and lifting
and covering , don’t use excessive strength and
avoid touching the end son




CTI

Test Report

Report No. ECL0O3H000870002 Page 1 of 4

Applicant ZHE JIANG HEFEENG TECHNOLOGY.CO.LTD
Address THESECONDINDUSTRIALZONE,DANXITOWN,YUE QING
CITY,ZHEJIAGNPROVINCE,CHINA

The following sample(s) and sample information was/were submitted and identified by/on the
behalf of the client

Sample Name plastic core

Color white

Material LCP

Sample Received Date  Mar. 5, 2015

Testing Period Mar. 5, 2015 to Mar. 12, 2015

Test Requested As specified by client, to test Lead (Pb), Cadmium (Cd), Mercury (Hg),

Hexavalent Chromium(Cr(VI)), Polybrominated Biphenyl(PBBs),
Polybrominated Diphenyl Ethers(PBDESs) in the submitted sample(s).

Test Method
Test Item(s) Test Method E(ll\gf;;uerrftt)

Lead (Pb) IEC 62321-5:2013 Ed.1.0 ICP-OES
Cadmium (Cd) IEC 62321-5:2013 Ed.1.0 ICP-OES
Mercury (Hg) IEC 62321-4:2013 Ed.1.0 ICP-OES
Hexavalent Chromium(Cr(VI)) IEC 62321:2008 Ed.1 Annex C UV-Vis
Polybrominated Biphenyl(PBBs) IEC 62321:2008 Ed.1 Annex A GC-MS
Polybrominated Diphenyl Ethers(PBDEs) IEC 62321:2008 Ed.1 Annex A GC-MS

Test Result(s) Please refer to the following page(s).

Tested by 9‘“ Reviewed by ‘w %/éjv%

L ]
n{ ?ﬂ Mar. 12, 2015
[Aye} Date

Wei Miao
Approved Signatory No. R138202007




CTI

Test Report

Report No. ECL0O3H000870002 Page 2 of 4

Test Result(s)
Tested Item(s) Result MDL
Lead (Pb) N.D. 2 mg/kg
Cadmium (Cd) N.D. 2 mg/kg
Mercury (Hg) N.D. 2 mg/kg
Hexavalent Chromium (Cr(VI)) N.D. 2 mg/kg
Tested Item(s) | Result MDL
Polybrominated Biphenyl(PBBs)
Monobromobiphenyl N.D. 5 mg/kg
Dibromobiphenyl N.D. 5 mg/kg
Tribromobiphenyl N.D. 5 mg/kg
Tetrabromobiphenyl N.D. 5 mg/kg
Pentabromobiphenyl N.D. 5 mg/kg
Hexabromobiphenyl N.D. 5 mg/kg
Heptabromobiphenyl N.D. 5 mg/kg
Octabromobiphenyl N.D. 5 mg/kg
Nonabromobiphenyl N.D. 5 mg/kg
Decabromobiphenyl N.D. 5 mg/kg
Tested Item(s) | Result MDL
Polybrominated Diphenyl Ethers(PBDEs)
Monobromodiphenyl ether N.D. 5 mg/kg
Dibromodiphenyl ether N.D. 5 mg/kg
Tribromodiphenyl ether N.D. 5 mg/kg
Tetrabromodiphenyl ether N.D. 5 mg/kg
Pentabromodiphenyl ether N.D. 5 mg/kg
Hexabromodiphenyl ether N.D. 5 mg/kg
Heptabromodiphenyl ether N.D. 5 mg/kg
Octabromodiphenyl ether N.D. 5 mg/kg
Nonabromodiphenyl ether N.D. 5 mg/kg
Decabromodiphenyl ether N.D. 5 mg/kg

Tested Sample/Part Description ~ Beige-white plastic

Remark: The sample(s) had been dissolved totally tested for Lead, Cadmium, Mercury.
-MDL = Method Detection Limit
-N.D. = Not Detected (<MDL )
-mg/kg = ppm = parts per million



CTI

Test Report

Report No. ECL0O3H000870002 Page 3 of 4

Test Process
1. Lead (Pb), Cadmium (Cd)

Weigh s_ample and place it Add digesti on reagent Digest the sample
ina wessel - il
Dy Ashing/ u
Allali Fusiond  |o—] Residue
AddDissolution . .
Analyzed by Mlake up with Filtration

ICP-0OES deionized water

Soluti on

2. Mercury (Hg)

Weidh sarnple and place itina . . Ciges lein i crosaasre
nﬁglomvﬂ digestfnnvessel > fdd digestion magent =23 © d?glgjtim OELL
Allcali Fusiond ] ﬂ
AcidDhssolution — Resdue
Analyzed by Ivlake up with Filtration
[CP-OES f— dei nniz ed water
Solution

3. Hexavalent Chromium(Cr(VI))

Weigh sampleand place |} 44y gigestion solution =3 Heat at 90-95T for 3 hows

it ih a conical flask
R il Cool and filter

Add test solution

)]

Adijust the pH walue — Iiake up with _
of the solution deionized water — Analtyzed by UV-Vis

4. Polybrominated Biphenyl(PBBs) , Polybrominated Diphenyl Ethers(PBDEs)

Weigh sample and Extracted with
. . —— _ —— Concentrate the extract
place it in a thimble orgaric solvent
frzed by GO -MS Liake up with Transfer the extract into a
Aa = - Sp— Co—
= ¥ organic solvent - wolurnetric flask
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CENTRE TESTING INTERNATIONAL

Test Report

Report No. ECL03H000870002 Page 4 of 4

Photo(s) of the sample(s)

*#* End of report ***

The test report is effective only with both signature and specialized stamp. The result(s) shown in this
report refer only to the sample(s) tested. Without written approval of CTI, this report can’t be
reproduced except in full.

CENTRE TESTING INTERNATIONAL CORPORATION

_r"_-.l Hotline
{ﬂx 400-6788-333
Complaint call: 0755-33681 700 Complaint E-mail: complaint@eli-cert.com E-mail'infoi@cti-cert.com W W

iw.cli-cerl.com



CTI

Test Report

Report No. ECLO03H000870005 Page 1 of 4

Applicant ZHE JIANG HEFEENG TECHNOLOGY.CO.LTD

Address THESECONDINDUSTRIALZONE,DANXITOWN,YUE QING
CITY,ZHEJIAGNPROVINCE,CHINA

The following sample(s) and sample information was/were submitted and identified by/on the
behalf of the client

Sample Name Rear cover

Color Black

Material LCP

Sample Received Date  Mar. 5, 2015

Testing Period Mar. 5, 2015 to Mar. 12, 2015

Test Requested As specified by client, to test Lead (Pb), Cadmium (Cd), Mercury (Hg),

Hexavalent Chromium(Cr(VI)), Polybrominated Biphenyl(PBBs),
Polybrominated Diphenyl Ethers(PBDESs) in the submitted sample(s).

Test Method
Test Item(s) Test Method E(ll\gf;;uerrftt)

Lead (Pb) IEC 62321-5:2013 Ed.1.0 ICP-OES
Cadmium (Cd) IEC 62321-5:2013 Ed.1.0 ICP-OES
Mercury (Hg) IEC 62321-4:2013 Ed.1.0 ICP-OES
Hexavalent Chromium(Cr(VI)) IEC 62321:2008 Ed.1 Annex C UV-Vis
Polybrominated Biphenyl(PBBs) IEC 62321:2008 Ed.1 Annex A GC-MS
Polybrominated Diphenyl Ethers(PBDEs) IEC 62321:2008 Ed.1 Annex A GC-MS

Test Result(s) Please refer to the following page(s).

Tested by 9‘“ Reviewed by ‘w %/éjv%

L ]
n{ ?ﬂ Mar. 12, 2015
[Aye} Date

Wei Miao
Approved Signatory No. R138202007




CTI

Test Report

Report No. ECLO03H000870005 Page 2 of 4

Test Result(s)
Tested Item(s) Result MDL
Lead (Pb) N.D. 2 mg/kg
Cadmium (Cd) N.D. 2 mg/kg
Mercury (Hg) N.D. 2 mg/kg
Hexavalent Chromium (Cr(VI)) N.D. 2 mg/kg
Tested Item(s) | Result MDL
Polybrominated Biphenyl(PBBs)
Monobromobiphenyl N.D. 5 mg/kg
Dibromobiphenyl N.D. 5 mg/kg
Tribromobiphenyl N.D. 5 mg/kg
Tetrabromobiphenyl N.D. 5 mg/kg
Pentabromobiphenyl N.D. 5 mg/kg
Hexabromobiphenyl N.D. 5 mg/kg
Heptabromobiphenyl N.D. 5 mg/kg
Octabromobiphenyl N.D. 5 mg/kg
Nonabromobiphenyl N.D. 5 mg/kg
Decabromobiphenyl N.D. 5 mg/kg
Tested Item(s) | Result MDL
Polybrominated Diphenyl Ethers(PBDEs)
Monobromodiphenyl ether N.D. 5 mg/kg
Dibromodiphenyl ether N.D. 5 mg/kg
Tribromodiphenyl ether N.D. 5 mg/kg
Tetrabromodiphenyl ether N.D. 5 mg/kg
Pentabromodiphenyl ether N.D. 5 mg/kg
Hexabromodiphenyl ether N.D. 5 mg/kg
Heptabromodiphenyl ether N.D. 5 mg/kg
Octabromodiphenyl ether N.D. 5 mg/kg
Nonabromodiphenyl ether N.D. 5 mg/kg
Decabromodiphenyl ether N.D. 5 mg/kg

Tested Sample/Part Description  Black plastic

Remark: The sample(s) had been dissolved totally tested for Lead, Cadmium, Mercury.
-MDL = Method Detection Limit
-N.D. = Not Detected (<MDL )
-mg/kg = ppm = parts per million



CTI

Test Report

Report No. ECLO03H000870005 Page 3 of 4

Test Process
1. Lead (Pb), Cadmium (Cd)

Weigh s_ample and place it Add digesti on reagent Digest the sample
ina wessel - il
Dy Ashing/ u
Allali Fusiond  |o—] Residue
AddDissolution . .
Analyzed by Mlake up with Filtration

ICP-0OES deionized water

Soluti on

2. Mercury (Hg)

Weidh sarnple and place itina . . Ciges lein i crosaasre
nﬁglomvﬂ digestfnnvessel > fdd digestion magent =23 © d?glgjtim OELL
Allcali Fusiond ] ﬂ
AcidDhssolution — Resdue
Analyzed by Ivlake up with Filtration
[CP-OES f— dei nniz ed water
Solution

3. Hexavalent Chromium(Cr(VI))

Weigh sampleand place |} 44y gigestion solution =3 Heat at 90-95T for 3 hows

it ih a conical flask
R il Cool and filter

Add test solution

)]

Adijust the pH walue — Iiake up with _
of the solution deionized water — Analtyzed by UV-Vis

4. Polybrominated Biphenyl(PBBs) , Polybrominated Diphenyl Ethers(PBDEs)

Weigh sample and Extracted with
. . —— _ —— Concentrate the extract
place it in a thimble orgaric solvent
frzed by GO -MS Liake up with Transfer the extract into a
Aa = - Sp— Co—
= ¥ organic solvent - wolurnetric flask
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*#* End of report ***

The test report is effective only with both signature and specialized stamp. The result(s) shown in this
report refer only to the sample(s) tested. Without written approval of CTI, this report can’t be
reproduced except in full.
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CTI

Test Report

Report No. ECL01H009619002

Page 1 of 4

Applicant ZHE JIANG HEFEENG TECHNOLOGY.CO.LTD
Address THESECONDINDUSTRIALZONE,DANXITOWN,YUE QING
CITY,ZHEJIAGNPROVINCE,CHINA

The following sample(s) and sample information

was/were submitted and identified by/on the

behalf of the client
Sample Name Tinned terminal (Fog tin)
Sample Received Date Mar. 6, 2015
Testing Period Mar. 6, 2015 to Mar. 10, 2015
Test Requested As specified by client, to test Lead (Pb), Cadmium (Cd), Mercury (Hg),
Hexavalent Chromium(Cr(V1)) in the submitted sample(s).
Test Method
Test Item(s) Test Method M.easured
Equipment(s)
Lead (Pb) Refer to IEC 62321-5:2013 Ed.1.0 ICP-OES
Cadmium (Cd) Refer to IEC 62321-5:2013 Ed.1.0 ICP-OES
Mercury (Hg) Refer to IEC 62321-4:2013 Ed.1.0 ICP-OES
Hexavalent Chromium(Cr(VI)) IEC 62321:2008 Ed.1 Annex B UV-Vis
Test Result(s) Please refer to the following page(s).
Tested by Reviewed by ! C “ X
§ i Hmiw; Mar. 10,2015
Date

Su Hongwet
Senior Laboratory Manager

No. R108722121

No. 1996 Xmjngize Road, Pudong New District, Shanghai China




CTI

Test Report

Report No. ECL01H009619002 Page 2 of 4
Test Result(s)
Tested Item(s) Result MDL
Lead (Pb) 49 mg/kg 2 mg/kg
Cadmium (Cd) N.D. 2 mg/kg
Mercury (Hg) N.D. 2 mg/kg
Hexavalent Chromium(Cr(VI)) Negative /

Tested Sample/Part Description

Silvery plating

Remark: -MDL = Method Detection Limit
-N.D. = Not Detected (<MDL )
-mg/kg = ppm = parts per million

-Negative = Absence of Cr(VI), the detected Cr(VI) concentration in the boiling water

extraction solution is less than 0.02 mg/kg with 50cm? sample surface area used.



CTI

Report No.

Test Process

1.

Lead (Pb), Cadmium (Cd)

Test Report

ECLO01H009619002

Takeaportion of
the sample

Page 3 of 4

Take outthe substrate after

Analyzed by ICP-0OES

Mercury (Hg)

hlake up with
deionized water

——A dd digestion reagent—— the plating hadheen
dizzolved
Transferthe plating

di gestive solution intoa
volumetric flask

Takeaportion of
the sample

Take outthe substrateafter

Analyzed by ICP-0OES

Hexavalent Chromium(Cr(VI))

Takeaportion of
the sample

Analyzed by UV-Vis

——A dd digestion reagent—— the plating hadheen
dizzolved
Make un with Transferthe plating
— deiunizeﬂ water | Fe— digestive zolution intoa
volumetric flask
Extracted with Filter and remove
] boiling water ¥ the sample
Lbr——  Addtest solution  |——o Adjustthe pH value

ofthe solution
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Test Report

Report No. ECLO0IH009619002 Page 4 of 4

Photo(s) of the sample(s)

*** End of report ***

The test report is effective only with both signature and specialized stamp. The result(s) shown in this
report refer only to the sample(s) tested. Without written approval of CTI, this report can’t be
reproduced except in full.

e Hotline
CENTRE TESTING INTERNATIONAL CORPORATION II':{:' 400-6788-333

Complaint call: 0755-33681700 Complaint E-mail: complaint@eli-cert.com E-mail:info@cti-cert.com www. cli-cert.com



CTI

Test Report

Report No. ECL01H009619003

Page 1 of 4

Applicant ZHE JIANG HEFEENG TECHNOLOGY.CO.LTD
Address THESECONDINDUSTRIALZONE,DANXITOWN,YUE QING
CITY,ZHEJIAGNPROVINCE,CHINA

The following sample(s) and sample information

was/were submitted and identified by/on the

behalf of the client
Sample Name Tinned lug
Sample Received Date Mar. 6, 2015
Testing Period Mar. 6, 2015 to Mar. 10, 2015
Test Requested As specified by client, to test Lead (Pb), Cadmium (Cd), Mercury (Hg),
Hexavalent Chromium(Cr(V1)) in the submitted sample(s).
Test Method
Test Item(s) Test Method M.easured
Equipment(s)
Lead (Pb) Refer to IEC 62321-5:2013 Ed.1.0 ICP-OES
Cadmium (Cd) Refer to IEC 62321-5:2013 Ed.1.0 ICP-OES
Mercury (Hg) Refer to IEC 62321-4:2013 Ed.1.0 ICP-OES
Hexavalent Chromium(Cr(VI)) IEC 62321:2008 Ed.1 Annex B UV-Vis
Test Result(s) Please refer to the following page(s).
Tested by Reviewed by ! C “ X
§ i Hmiw; Mar. 10,2015
Date

Su Hongwet
Senior Laboratory Manager

No. R108722121

No. 1996 Xmjngize Road, Pudong New District, Shanghai China




CTI

Test Report

Report No. ECL01H009619003 Page 2 of 4
Test Result(s)
Tested Item(s) Result MDL
Lead (Pb) 43 mg/kg 2 mg/kg
Cadmium (Cd) N.D. 2 mg/kg
Mercury (Hg) N.D. 2 mg/kg
Hexavalent Chromium(Cr(VI)) Negative /

Tested Sample/Part Description

Silvery plating

Remark: -MDL = Method Detection Limit
-N.D. = Not Detected (<MDL )
-mg/kg = ppm = parts per million

-Negative = Absence of Cr(VI), the detected Cr(VI) concentration in the boiling water

extraction solution is less than 0.02 mg/kg with 50cm? sample surface area used.
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Report No.

Test Process

1.

Lead (Pb), Cadmium (Cd)

Test Report

ECLO01H009619003

Takeaportion of
the sample

Page 3 of 4

Take outthe substrate after

Analyzed by ICP-0OES

Mercury (Hg)

hlake up with
deionized water

——A dd digestion reagent—— the plating hadheen
dizzolved
Transferthe plating

di gestive solution intoa
volumetric flask

Takeaportion of
the sample

Take outthe substrateafter

Analyzed by ICP-0OES

Hexavalent Chromium(Cr(VI))

Takeaportion of
the sample

Analyzed by UV-Vis

——A dd digestion reagent—— the plating hadheen
dizzolved
Make un with Transferthe plating
— deiunizeﬂ water | Fe— digestive zolution intoa
volumetric flask
Extracted with Filter and remove
] boiling water ¥ the sample
Lbr——  Addtest solution  |——o Adjustthe pH value

ofthe solution
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Test Report

Report No. ECLOI1H009619003 Page 4 of 4

Photo(s) of the sample(s)

*** End of report ***

The test report is effective only with both signature and specialized stamp. The result(s) shown in this
report refer only to the sample(s) tested. Without written approval of CTI, this report can’t be
reproduced except in full.

_r"_ v Hol i
CENTRE TESTING INTERNATIONAL CORPORATION "{;' 400-6788-333

Complaint call; 0755-33681700 Complaint E-mail: complaint@eli-cert.com E-mail:info@cti-cert.com www.cli-cert.com
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MSDS E’r DZT Engineering Plastics Tech. Co.,Ltd

MATERIAL SAFETY DATE SHEET (MSDS)

Production: LCP M-401 Page of 1 - 6
MSDS NO.: 110401 Version 1.0 Revision Date: 2011/08/08

1. CHEMICAL PRODUCT & COMPANY IDETFICATION

CHEMICAL PRODUCT NAME :LCP M-401
NAME OF COMPANY :DZT Engineering Plastics Tech. Co.,Ltd
ADDRESS :Building 2 Zhichong Industrial Park, Hi-Tech Zone,
Jiangmen City, Guangdong Province, China ) \0
SECTION IN CHARGE : Quality Assurance Department Q\,
TEL/FAX :+86-750-3689920/+86-750-3689921 \
EMERGENCY TEL :+86-750-3689705 . Q@J
2. COMPOSITION/INFORMATION ON INGREIENTS . %\
SUBSTANCE/MIXTURE :Mixture C§>
CHEMICAL NAME :Not open ~>
SYNONYM(S) :Aromatic Liqu@gystal Polymer(LCP)
CAS REGISTRY NUMBER :Not open K
INGREDIENTS AND COMPOSITON :LCP resil(S 0, Glass fiber 25%, Mine fiber 20%
ADDITIVES 1<2% |
CHEMICAL FORMULA :Not,open
FILE NO. IN OFFICIAL GAZETTE (Q@m open
UN CLASS & :Not applicable
UN NUMBER c&xo :Not applicable
-

Q¥
3. HAZARDS IDENTIFICA@
CLASS OF HAZARDOU%ZHEMICALS FOR MSDS IN CHINA: Not applicable
PHYSICAL AND C @CAL HAZARDS: Neither dangerous reaction nor explosion can be

@6 caused under normal conditions.
&
4. FIRST-AI EASURES
» EYE ACT

C i 9né rinse the eye with clean water for at least 15 minutes when the eyes had contact with
ten polymer.
n case of wearing contact lenses, remove the lenses as soon as possible, and ask a physician
for advice.
When the eye had contact with the polymer in an ordinary solid form, rinse the eye with clean
water without delay.
If the discomfort persists, ask a physician for advice.
» SKIN CONTACT
Cool the contacted skin with clean water without delay, if a contact with the polymer in a
molten form. Do not remove the solid resin on the skin.
> INHALAION
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When a gas generated from the molten polymer has been inhaled, remove fresh air without
delay and wait until the victim is recovered.
If sick feeling continues, ask a physician for advice.
» INGESTION
Help to vomit as much as possible .1f sick feeling continues, and ask a physician for advice.

5. FIRE-FIGHTING MEASURES
> FIRE-EXTINGUISHING MEASUES:
Extinguish the fire with water. A method of extinguishing an ordinary fire may be applied.
Caution:
1) Incomplete combustion leads to generation of toxic gases such as carbon m ogﬁe in

addition to carbonic acid gas and water. \/
2) In case the fire gained force, use a gas mask or other protective equlpm«;@@“
3) Do not apply water directly to processing machines. %
» FIRE- EXTINGUISHING AGENTS: {\
Water, foam fire-extinguishing agent, powder fire-extinguishing a%glgjand carbon dioxide gas.
N
6. ACCIDENTAL LEAKAGE MEASURES ‘})
When pellets were spilled on the road or floor, wipe t ff with a besom or cleaner. Handle

the spillage in accordance with provisions given in the “lfesin pellet spillage preventive manual”,
in order to prevent intakes by marine animals and bi
&6
7. HANDLING AND STORAGE
HANDLING: Q
1) LCPresin in a pellet form 'f]?nelther ignite nor explode at room temperatures.
2) LCP resin pellets sp111 the floor are likely to cause slipping.
Remove such spillaggat any times.
3) For molding w Q?ectlve means for local exhaust are required to discharge gases
generated by #Qprocessmg
4) Avoid 1nh@»ng of gases generated in moulding work..
Do not%ectly touch resin of high temperature.
5) @%etaining hot resin in the processing machines for many hours.
Wlayss fibers are not generally exposed in a single substance under normal processing and
¢ y) handing conditions as they are compounded in pellets. However, the following measures
Q will be necessary to minimize the exposure to glass fibers or dusts containing glass fibers,
when pellets or molded parts containing glass fibers are cut, ground or burnt, depending
on environmental and operational conditions.
Handling
»  Those who are sensitive in skin to glass fiber should wear suitable (protective) clothes
to minimize the exposure of their skin.
»  Wash working clothes apart from other laundry. So that the latter with not cause
contamination glass fibers.
»  provide the workshop with partition to prevent diffusion of glass fiber dusts.
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MSDS
»  pay precautions not to rub face ,neck or arms with hands, wash hands and gargle after
working without fall.
»  keep dust sources totally enclosed.
» provide local air exhausters, and implement periodical inspections and adjustments at
least once a year.
» Reduce cutting and grinding processes to the possible minimum, and devise working
procedures to minimize dust generation.
» provide dust-preventive masks, protective glasses and gloves for personal hygiene.
» Determine the operational environment at indoor working places and confirm the
effects of environmental improvement. \@%
Notice:
Glass fibers are, like road dusts told to be least hazardous to human bodle&%t proper
measures are required to avoid useless inhaling.
STORAGE: {\%
1) Keep the substance away from any fire or heat sources for ere of safe storage.
2) LCP resin should be handled in accordance with mun@%j%les and regulations.
9
8. EXPOSURE CONTROL / PERSONAL PROTECTI
CONTROL CONCENTRION :None at present
PERMISSIBLE EXPOSURE CONCNTRATION'@Q
OSHA PEL (nuisance/inert dust) (QQ
otal 15 mg/m’
);\0 respirable 5 mg/m’
ACGIH TLV (nuisance particu )
total 10 mg/m’
respirable 3 mg/m’
ENGINEERING (?URES

When handing g@ Use totally enclosed containers resisting dust explosion.

When heat d in molding: Effective local ventilation must be provided.
PERSONA@ROTECTIVE EQUIPMENT:
RE TOBY PROTECTION :Wear a dust-proof mask.
&E PROTECTION :Wear protective glassed or goggles.
¢ ,HAND PROTECTION :Wear heat-resisting gloves against bums,
AQ When handing molten polymer.
SKIN&BODY PROTECTION :wear long sleeve clothes against bums when

handling molten polymer.

9. PHYSICAL AND CHEMICAL PROPRTIES

APPEARANCE :Pellet
DENSITY :1.6 g/em’
BOILING POINT :Not applicable
MELTING POINT :335 C-345C
MSDS Page 3 DZT Engineering Plastics Tech. Co.,Ltd
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VAPOR PRESSURE :Not applicable
VOLATILITY :Not applicable
SUBLIMATION :None
SOLUBILITY IN WATER :Insoluble

10. PHYSISCAL HAZARD (STABILITY AND REACTIVITY)

FLASH POINT
IGNION POINT
DUST EXPLOSIVENESS
UPPER EXPLOSION LIMIT
LOWER EXPLOSION LIMIT
INFLAMMABILITY
SPONTANEOUS COMBUSTIBILITY
REACTIVITY WITH WATER
OXIDIZABILITY
SELF-REACTIVITY
STABILITY
OTHERS
TOXICOLOGICAL INFORMATION
ACUTE TOXICITY (INCLUDING LDs;,)
SUBACUTE TOXICTY
CHRONIC TOXICITY
SKIN CORROSIVE PROPERTIS
SENSITIZING & IRRITANT EFFE’%'&

11.

)

:540°C or higher

:Not applicable @%
:35 g/em’ Q\>
:Self-extinguishing \/
:None . /\@“
>
:None . %
:None >

:None

:Stable for no‘h?' | storage or handling
:Note ,}

o
:No finding.

:No finding.

:No finding.

:No finding.

:Gas generated in drying or melting
is irritating eyes and skins.

CARCINOGENECITY Q\‘b‘ :No finding.

MUTAGENCITY (Micro nisms, chromosomal aberration) :No finding.
REPRODUCTIVE T%& :No finding.
TERATOGENICI ® :No finding.

OTHERS (Inc]x@&g generation of hazardous gases by reaction with water, for

%ample)
(Rem

:No finding.

“No finding” in this report means that there will be no hazard in

general, but no proving data is available at the time of reporting.

/Aﬂects on Human Bodies

ffects on the skin

Stimulation to the skin with glass fibers may be caused when glass fibers diameter is larger
than 4.5~5um. They give mechanical stimulation followed by itchiness to the skin, but further
continuous exposure reportedly results in extinction of stimulation. It may sometimes leads to
irritable dermatitis complicated with urticaria or eczema-like reaction. It is, however reported that
such dermatitis is not so serious in general and does not last too long. Therefore, skin stimulation
can be prevented by proper use of glass fibers.

(2) Effects on Tumor

Investigations made on glass fibers till today reveal that there is neither Increase in mortality
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of glass fiber production worker due to lung cancer or mesothelioma nor such cases reported.
» Animal Test Report

It is suggested that carcinogenicity of mineral fibers is dependent on their shapes rather than
on their constituents. According to a report on experiments using 17 kinds of artificial mineral
fibers in various sizes prepared by Dr Stanton of National Cancer Institute, in USA, statistical
studies on correlations between the diameter and length of fibers and the coincidence of
mesothelioma have revealed that mineral fibers having a diameter smaller than 0.25um and a
length larger than 8um are closely related to the coincidence of cancers. Since these experiments
were performed by artificially dosing the subject animals with a large quantity of glass fibers and
consequently they are quite different from the actual exposures to human bodies, it is to é@%e
problematic to make a conclusion that mineral fibers are hazardous to human health,
the results obtained from these experiments. Up to the present time, these’\/ o result

obtainable to demonstrate a mechanism of glass fibers causing lung cancers in spi experiment
by long exposure to glass fibers with high concentration. . @
{\

12. ECOLOGICAL INFORMATION A>O

BIODEGRADABILITY :No finding. \E

BIOACCUMULATION :No finding. ‘})

FISH TOXICITY :No finding.

&

13. DISPOSAL CONSIDERAION 60

1) This is designated as waste as waste plast s%ong industrial by the Wastes Disposal Law.
Dispose waste through licensed waste%hand]ers or local autonomous bodies if they are
handling wastes disposal.

2) When disposed by incineration g the well controlled incinerators in accordance with the
Wastes Disposal Law, Air PQJ on Control Law and Water Pollution Prevention Law.

14. TRANSPORT CONi@CE?AHON
1) Handle with care 6;1
2) Secure the con@ners firmly so as not to cause collapsing.

not give damages to not to be subjected to wetting.

15. REGU@%RY INFORMATION
W&tesyl)isposal Law designates it as waste plastics among industrial wastes.
&%
4 | 4
IQTHER INFORMATION

HANDLING OF THE DETAILS GIVEN ABOVE:

This MSDS is the English version.

Details given above are based on references, information and data available at this moment,
but no warranty can be made on exactness of these details. They are also prepared on the
assumption that the product will be handled in a normal way. For special handling, adequate safety
and environmental measures should be taken in respect to its applications. Our products are not
specifically intended for implants for medical and dental applications, and therefore they are not
recommended for such applications. Please contact Quality Assurance Department of Jiangmen
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MATERIAL SAFETY DATE SHEET (MSDS)

Production: LCP D-301F Page of 1 - 6
MSDS NO.: 110302 Version 1.0 Revision Date: 2011/08/08

1. CHEMICAL PRODUCT & COMPANY IDETFICATION

CHEMICAL PRODUCT NAME :LCP D-301F
NAME OF COMPANY :DZT Engineering Plastics Tech. Co.,Ltd
ADDRESS :Building 2 Zhichong Industrial Park, Hi-Tech Zone,
Jiangmen City, Guangdong Province, China . \‘Z)

SECTION IN CHARGE : Quality Assurance Department Q\
TEL/FAX :+86-750-3689920/+86-750-3689921 \/
EMERGENCY TEL :+86-750-3689705 . Q(b

2. COMPOSITION/INFORMATION ON INGREIENTS . QO\
SUBSTANCE/MIXTURE :Mixture O‘x
CHEMICAL NAME :Not open
SYNONYM(S) :Aromatic Liq@ys‘cal Polymer(LCP)
CAS REGISTRY NUMBER :Not open .9
INGREDIENTS AND COMPOSITON :LCP resin 65%, Glass fiber 35%
ADDITIVES :<2% |
CHEMICAL FORMULA :Not,open
FILE NO. IN OFFICIAL GAZETTE &@ot open
UN CLASS & :Not applicable
UN NUMBER &\O :Not applicable

S

4
3. HAZARDS IDENTIFICA@
CLASS OF HAZARDOU%ZHEMICALS FOR MSDS IN CHINA: Not applicable
PHYSICAL AND Ci@CAL HAZARDS: Neither dangerous reaction nor explosion can be

@6 caused under normal conditions.
O
4. FIRST-AI EASURES
> EYE ACT

Co0land rinse the eye with clean water for at least 15 minutes when the eyes had contact with
ten polymer.
n case of wearing contact lenses, remove the lenses as soon as possible, and ask a physician
for advice.
When the eye had contact with the polymer in an ordinary solid form, rinse the eye with clean
water without delay.
If the discomfort persists, ask a physician for advice.
» SKIN CONTACT
Cool the contacted skin with clean water without delay, if a contact with the polymer in a
molten form. Do not remove the solid resin on the skin.
> INHALAION
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When a gas generated from the molten polymer has been inhaled, remove fresh air without
delay and wait until the victim is recovered.
If sick feeling continues, ask a physician for advice.
» INGESTION
Help to vomit as much as possible .1f sick feeling continues, and ask a physician for advice.

5. FIRE-FIGHTING MEASURES
» FIRE-EXTINGUISHING MEASUES:
Extinguish the fire with water. A method of extinguishing an ordinary fire may be applied.
Caution:
1) Incomplete combustion leads to generation of toxic gases such as carbon m ox\lﬁe in

addition to carbonic acid gas and water. \/
2) In case the fire gained force, use a gas mask or other protective equlpmf;@(b‘
3) Do not apply water directly to processing machines. %
» FIRE- EXTINGUISHING AGENTS: ‘\
Water, foam fire-extinguishing agent, powder fire-extinguishing a%lg)and carbon dioxide gas.
N
6. ACCIDENTAL LEAKAGE MEASURES y
When pellets were spilled on the road or floor, wipe t ff with a besom or cleaner. Handle

the spillage in accordance with provisions given in the “Besin pellet spillage preventive manual”,
in order to prevent intakes by marine animals and bi
&@
7. HANDLING AND STORAGE &
HANDLING: 0
1) LCPresin in a pellet form ﬁ?nelther ignite nor explode at room temperatures.
2) LCP resin pellets sp111 the floor are likely to cause slipping.
Remove such splllagQ? any times.
3) For molding w ective means for local exhaust are required to discharge gases
generated by ‘érocessmg
4) Avoid mh@ng of gases generated in moulding work..
Do not%ectly touch resin of high temperature.
5) ‘%retaining hot resin in the processing machines for many hours.
@nglass fibers are not generally exposed in a single substance under normal processing and
handing conditions as they are compounded in pellets. However, the following measures
Q will be necessary to minimize the exposure to glass fibers or dusts containing glass fibers,
when pellets or molded parts containing glass fibers are cut, ground or burnt, depending
on environmental and operational conditions.
Handling
»  Those who are sensitive in skin to glass fiber should wear suitable (protective) clothes
to minimize the exposure of their skin.
»  Wash working clothes apart from other laundry. So that the latter with not cause
contamination glass fibers.
»  provide the workshop with partition to prevent diffusion of glass fiber dusts.
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»  pay precautions not to rub face ,neck or arms with hands, wash hands and gargle after
working without fall.

Y

keep dust sources totally enclosed.

»  provide local air exhausters, and implement periodical inspections and adjustments at
least once a year.

» Reduce cutting and grinding processes to the possible minimum, and devise working

procedures to minimize dust generation.

Y

provide dust-preventive masks, protective glasses and gloves for personal hygiene.
» Determine the operational environment at indoor working places and confirm the
effects of environmental improvement. ‘Z)%
Notice: %\\
Glass fibers are, like road dusts told to be least hazardous to human bodies‘/ t proper
measures are required to avoid useless inhaling. . Q

x4

x

STORAGE: Q&

1) Keep the substance away from any fire or heat sources forglée ake of safe storage.

2) LCP resin should be handled in accordance with mun% les and regulations.

0
8. EXPOSURE CONTROL / PERSONAL PROTECTI

CONTROL CONCENTRION :None at present
PERMISSIBLE EXPOSURE CONCNTRATION{EQ
OSHA PEL (nuisance/inert dust) &0
otal 15 mg/m’
&\O respirable 5 mg/m’
ACGIH TLV (nuisance particu )
Q total 10 mg/m’
respirable 3 mg/m’
ENGINEERING Q}&O?URES

When handing dast? Use totally enclosed containers resisting dust explosion.
When heat ed in molding: Effective local ventilation must be provided.

PERSO ROTECTIVE EQUIPMENT:
RE TOBY PROTECTION :Wear a dust-proof mask.
&,E ROTECTION :Wear protective glassed or goggles.
AND PROTECTION :Wear heat-resisting gloves against bums,
Q When handing molten polymer.
SKIN&BODY PROTECTION :wear long sleeve clothes against bums when

handling molten polymer.

9. PHYSICAL AND CHEMICAL PROPRTIES

APPEARANCE :Pellet
DENSITY :1.6 g/em’
BOILING POINT :Not applicable
MELTING POINT :310 C-330C
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VAPOR PRESSURE :Not applicable
VOLATILITY :Not applicable
SUBLIMATION :None
SOLUBILITY IN WATER :Insoluble

10. PHYSISCAL HAZARD (STABILITY AND REACTIVITY)

FLASH POINT

IGNION POINT

DUST EXPLOSIVENESS
UPPER EXPLOSION LIMIT
LOWER EXPLOSION LIMIT
INFLAMMABILITY
SPONTANEOUS COMBUSTIBILITY
REACTIVITY WITH WATER
OXIDIZABILITY
SELF-REACTIVITY
STABILITY
OTHERS

11. TOXICOLOGICAL INFORMATION

ACUTE TOXICITY (INCLUDING LDs)
SUBACUTE TOXICTY

CHRONIC TOXICITY

SKIN CORROSIVE PROPERTIS
SENSITIZING & IRRITANT EFFE,(%I,@

:540°C or higher

:Not applicable
35 g/em’
:Self-extinguishing \/
:None (b
:None
:None ‘\%
:None
:Stable for no&vl storage or handling

:Note . ﬁ

o
:No finding.

aQ:No finding.

< :No finding.

:No finding.

:Gas generated in drying or melting

‘\ib‘% is irritating eyes and skins.
CARCINOGENECITY :No finding.
MUTAGENCITY (Micro nisms, chromosomal aberration) :No finding.
REPRODUCTIVE 2& ‘No finding.
TERATOGENICI ® :No finding.

OTHERS (Incl@;g generation of hazardous gases by reaction with water, for

%mple)
(Rem

:No finding.

“No finding” in this report means that there will be no hazard in

& general, but no proving data is available at the time of reporting.

‘ﬁﬂects on Human Bodies
( ffects on the skin

Stimulation to the skin with glass fibers may be caused when glass fibers diameter is larger

than 4.5~5um. They give mechanical stimulation followed by itchiness to the skin, but further

continuous exposure reportedly results in extinction of stimulation. It may sometimes leads to

irritable dermatitis complicated with urticaria or eczema-like reaction. It is, however reported that

such dermatitis is not so serious in general and does not last too long. Therefore, skin stimulation

can be prevented by proper use of glass fibers.
(2) Effects on Tumor

Investigations made on glass fibers till today reveal that there is neither Increase in mortality

MSDS Page 4
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of glass fiber production worker due to lung cancer or mesothelioma nor such cases reported.
» Animal Test Report

It is suggested that carcinogenicity of mineral fibers is dependent on their shapes rather than
on their constituents. According to a report on experiments using 17 kinds of artificial mineral
fibers in various sizes prepared by Dr Stanton of National Cancer Institute, in USA, statistical
studies on correlations between the diameter and length of fibers and the coincidence of
mesothelioma have revealed that mineral fibers having a diameter smaller than 0.25um and a
length larger than 8um are closely related to the coincidence of cancers. Since these experiments
were performed by artificially dosing the subject animals with a large quantity of glass fibers and
consequently they are quite different from the actual exposures to human bodies, it is to&@%e

@

problematic to make a conclusion that mineral fibers are hazardous to human health, % on

the results obtained from these experiments. Up to the present time, theseN'\s/ o result

obtainable to demonstrate a mechanism of glass fibers causing lung cancers in spi experiment
by long exposure to glass fibers with high concentration. . QO\
,{,\
12. ECOLOGICAL INFORMATION b’o
BIODEGRADABILITY :No finding. N
BIOACCUMULATION :No finding. y
FISH TOXICITY :No ﬁndin{/O
13. DISPOSAL CONSIDERAION 69’

1) This is designated as waste as waste plasti s@mong industrial by the Wastes Disposal Law.
Dispose waste through licensed waste@ahandlers or local autonomous bodies if they are
handling wastes disposal. xo

2) When disposed by incineration the well controlled incinerators in accordance with the
Wastes Disposal Law, Air P@on Control Law and Water Pollution Prevention Law.

14. TRANSPORT CON @%\TION

1) Handle with care é@s not give damages to not to be subjected to wetting.
2) Secure the ccmt@m' ers firmly so as not to cause collapsing.
"

15. REG %RY INFORMATION

W&gs Disposal Law designates it as waste plastics among industrial wastes.

IQTHER INFORMATION

HANDLING OF THE DETAILS GIVEN ABOVE:

This MSDS is the English version.

Details given above are based on references, information and data available at this moment,
but no warranty can be made on exactness of these details. They are also prepared on the
assumption that the product will be handled in a normal way. For special handling, adequate safety
and environmental measures should be taken in respect to its applications. Our products are not
specifically intended for implants for medical and dental applications, and therefore they are not
recommended for such applications. Please contact Quality Assurance Department of Jiangmen

MSDS Page 5 DZT Engineering Plastics Tech. Co.,Ltd



MSDS E’r DZT Engineering Plastics Tech. Co.,Ltd

NEEERING PLASTICS
, +86F50-B6897

DEPARTMENT ISSUING MSDS: D

RCA\ CO., LTD
TEL: +86-750-3 )
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Chemical Sn Pb As Fe Cu Bi Sb Zn Al Cd
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LRI . ™. Ty . , = %
Actual 99.992 | 0.0026 | 0.0002 | 0.0005 | 0.0002 | 0.0021 | 0.0009 | 0.0001 & 0.0001 | 0.0001
Measured Value = X
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