1 2 3 4 ¥ 5 I 6 I 7 I 8
REV. | ECN NO. MODIFIED MARK APPROVED
6-02.0 Al —— FIRST RELEASE
PO B8 = | L Ye s I 3/8”—32
M (@)
- — o
olio ] 3 Ny
_}\ ‘(* 1N 1 () | Q | © LO
(. O -0 -0 N /
A BA - = -
A= q
B B =1 5 = 6.40_| 6. 40 4. 40 @
Y I 1
16£0.2 .
3.00 21.50 940.2 N
6. 40‘*’04 10
® | 26. 40, NUT
| T =
ol o ™ N 2
D) ® nA Bd [ G D L O
0| © N
ALY e s : s
«® in s
7 UV N ee
4. 00
6.40 | 6.40 4.4@
@ 11+0.3
WASHER
X1 %% WASHER-B 1 STEEL t=0.7 Ni PLATED
2~ @ [NUT 1 BRASS Ni PLATED
7\ = ® | WASHER—A 1 STEEL Ni PLATED
OTES a (al) ® | SOCKET 1 BRASS Ni PLATED
: @ | TERMINAL-C 1 BRASS t=0.4 Ag PLATED RoHS 2.0
ELECTRICAL: w——o0b -
1 RATED CURRENT: 1A Max. ) @ [ TERMINAL-B 1 BRONZE t=0.4 Ag PLATED
2:RATED VOLTAGE: 50V AC. c @ | TERMINAL-A 1 BRASS t=0.4 Ag PLATED
3: CONTACT RESISTANCE: 100 MILLIOHMS Max. 7 :: ol ® |HOUSE 1 PAG6 BLACK
AFTER TESTING: 100 MILLIOHMS Max. _ NO.|  PART NAME QTY MATERIAL FINISH/COLOR REMARK
4:INSULATION RESISTANCE: 100 MEGAOHMS Min. ANGLE 5
5:DIELECTRIC WITHSTANDING VOLTAGE: 500 VAC Min. SCHEMATIC 63 < L 105 MODEL NAME: CAX-PJ-6347D-6P-HP
MECHANICAL: 16 <1 < 631 104 (PART NO.)
1:INSERTION FORCE: 5N—40N. 4 < <16 +0.3 i ] ]
2: WITHDRAWAL FORCE: 5N—40N. <4 100 !AT&-M DESICN: TTLE: 6 5 PHONE JACK
3:DURRABILITY: 5000 CYCLES. TOL TABLE- HeNe‘SH‘? =
ENVIRONMENTAL: . t.b\ CHECKED: DWG NO.: REV.:
TEMPERATURE RANGE: —20°C TO 60°C. ce_tdbe A
QTY:/ | APPROVED: UNIT: |VIEW: | SCALE:|SHEET: | SIZE:
mm| @ &1 5:1 1/ A3
4 | 8
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