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B SQ Positions: 2 thru 18
SPECIFICATIONS: A = .100 [2.54] x No. of Spaces
Material: B = .100 [2.54] x No. of Positions + .100 [2.54]
Insulator: PBT, glass reinforced, rated UL 94V-0 C = .100 [2.54] x No. of Positions + .025 [0.64]
Insulator color: Black D = (4P-18P) .100 [2.54] x No. of Positions — ,200 [5.08]
(|D:|Ztr?rfg(:t8 Bross UNLESS OTHERWISE SPECIFIED - 909 Rahway Avenuey
Gold flash over Nickel underplate overall ALL DIMENSIONS ARE INCHES [MM] ADAM__ Union, NJ 07083
Electrical: TOLERANCES: EXCEPT AS NOTED _ Phone: 908-687-5000
S oo, 50,4 1 Lo e | STECH s
urrent rating: 2. : : . .
Insulation resistance: 1,000 Mohms min - e 100 [2.54] LATCHING HEADER
Dielectric withstanding voltage: 600 VAC for 1 minute s 2l
Temperature Rating: DRAWN ss 4/7/05 R|GHT ANGLE, PCB
—-25C to +85°C SIZE JPART NO. REV.
Environmental: CHECKeD X CDR-XX-GR C
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