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NOTE:

1.ELECTRICAL PERFORMANCE,

1—1. CURRENT RATING:5 AMPS. FOR TOTAL VBUS/GND PINS;
1.25AMPS FOR CC PIN,0.25 AMPS. FOR ALL OTHER CONTACT.

1—2. VOLTAGE RATING:20V DC/AC (RMS. MAX)

Ly i 1-3. LLCR:.
ooqqo@ VBUS & GND PINS AND OTHER PINS: 40MQ/PIN MAX.
. SHIELD:50MQ/MAX.
0 ‘ 1|:|[||:| M LLCR MAX. CHANGE OF ALL PINS: 10MQ.
! o A 1—4.INSULATION RESISTANCE: 100MQ MIN
[ H 1—5.DIELECTRIC WITHSTAND VOLTAGE,AC 100V FOR 1 MINUTE.
| | o X 2.MECHANICAL PERFORMANCE,
i i ™~ 2—1.INSERTION FORCE: 5~20N.
‘ ) 2—2.EXTRACTION FORCE: 8~20N.
| ‘ 2—-3.DURABILITY: 10000 CYCLES.
| . 3.ENVIRONMENTAL PERFORMANCE:
T I & OPERATING TEMPERATURE: —25°C~+85°C.
- A 3 D \/ I E W 4.R REFLOW:
8.94 THE PEAK TEMPERATURE ON THE BOARD SHALL
BE MAINTAINED FOR 10 SECONDS AT 260°C.
5.COMPLIANCE WITH ROHS REQUIREMENTS.
B.WITH ~ * FOR THE KEY CONTROL SIZE.
7.THE 7 * ” IS THE CPK SIZE.
3347995 A 8.PART NUMBER CODE:
6.69°0052 A ol 2 CF104-24 L X XX X - 02
A12 e I M@G)
& OF 2.56 2 Ha (1)HOUSING COLOR:
1 Fat O © B:BLACK
2 e — | 1 ° (2) CONTACTS PLATED:
) \ \ L 12:Au3u”
m | -l 14:Au15u”
< ‘ 15:Au30u”
S o 0.80 /.95 | (3) PACKING OPTIONS
AT S 1.30 R:TAPE & REEL
2 A A 2.45 4.80 VR:TAPE & REEL+VACUUM PACKAGING(* f% /s )
i (@]
N * 00
o REFERENCE TABLE:
4 | CF104—24LB12VR-02 LCP BLACK Au 3u” TAPE & REEL+VACUUM PACKAGING
3 | CF104—24LB15R-02 LCP BLACK Au 30u” |TAPE & REEL
I 2 | CF104-24LB14R-02 LCP BLACK Au 15u” |TAPE & REEL
1 | CF104-24LB12R-02 | LCP BLACK Au 3u” [TAPE & REEL
['9)
0 E ED ]:IE ol 8 NO. PART NO. REMARKS PACKING
o ; e} i o 4.65 TABLE: A
0 o ﬁ 4.45 NO| PART Q| Material
N5 1 SHELL 1 [Stainless Steel SUS304 T=0.30mm, NI 30u” MIN PLATED
2 | EMI Plate [ 1 |Stainless Steel SUS301 T=0.10mm,NI 30u” MIN PLATED
3 Mid Plat 1 Stainless Steel SUS301 T=0.15mm, Matte Tin plated 50u”min
L ‘ /710.10 1d Flate on solder area;Nickel 50u”min underplating over all.
; | A COPPER STEEL C18400, Au plated on contact area
0.9040 O5(24><) 0.25 * 4 CONTACT | 24 GF Plated on solder area;Nickel 50u”min underplating over all.
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RECOMMENDED PCB_LAYOUT(TOP VIEW)
THICKNESS 0.60MM:DEFAULT TOLERANCE:+0.05
Bl PIN DEFINITION:
PIN No. A1 A2 A3 A4 A5 A6 A7 A8 A9 A10 A11 A12 PART NO.: N
YT P RDGERBE R AT | orawn Br: sam
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