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B --- 2023.11.23 优化塑胶结构

C --- 2025.07.18 产品结构优化，改善端子翘PIN,溃PIN风险
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Specifications:
1.Electrical Performance,
1-1. Current Rating:5 Amps
1-2. Voltage Rating:20V DC/AC (Rms. Max)
1-3. Contact Resistance: 40mΩ Max Initial.
       50mΩ Max After Test
1-4.Dielectric Withstanding Voltage: 100V AV
1-5.Insulation Resistance:100MΩ Min
2.Mechanical Performance,
2-1.Insertion Force: 5~20N.
2-2.Extraction  Force: 8~20N.
2-3.Durability: 10000 Cycles.
3.Environmental Performance:
     Operating Temperature: -25°C~+85°C.
4.IR Reflow:
     The Peak Temperature On The Board Shall
     Be Maintained For 10 Seconds At 260°C.
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USB Type-C Pin Assignments
Signal NamePin Number
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12.15 Ordering Information:
CF  1 30 -  24  S  L  X  XX   X   -  43

1.Pin No.:
   24:24Pin
2.Housing Color:
   B:Black
3.Contacts Plated:
  01:Contact Area: GF,Solder Tails:Sn
4.Packing Options:
   R:Tape & Reel
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