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RemarksMaterialDescriptionNO. QTY

Housing1

3

1PCS

1PCS4

2

Au 1u''Plated On Vontact Area
GF Plated On Solder Area;
Nickel 50u"Min Under Plating Over All.

 Contact 16PCS

Stainless Steel SUS301
T=0.15mmMid Plate

Shell NI 30u''MIN Plated

COPPER STEEL
C7025 T=0.12mm

1:1
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BlackLCP UL94 V-090°±2°

PCB

1PCS Stainless Steel SUS304
T=0.3mm
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1.84

6.65

Specifications:
1.Electrical Performance,
1-1. Current Rating:5 Amps. For Total VBUS/GND Pins;
       0.5Amps For CC Pin,
       0.25 Amps. For All Other  Contact.
1-2. Voltage Rating:20V DC/AC (Rms. Max)
1-3. Contact Resistance: 40mΩ Max Initial.
       50mΩ Max After Test
1-4.Dielectric Withstanding Voltage: 100V AV
1-5.Insulation Resistance:100MΩ Min
2.Mechanical Performance,
2-1.Insertion Force: 5~20N.
2-2.Extraction  Force: 8~20N.
2-3.Durability: 10000 Cycles.
3.Environmental Performance:
     Operating Temperature: -55°C~+85°C.
4.IR Reflow:
     The Peak Temperature On The Board Shall
     Be Maintained For 10 Seconds At 260°C.
5.Salt Spray:48H
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USB Type-C Pin Assignments
Signal NamePin Number

 A1 GND
A2

 A3
 A4

CC1 A5
A6

 A7
 A8
 A9
A10

 A11
 A12

 B12
 B11
 B10
 B9
 B8
 B7
 B6
 B5
 B4
 B3
 B2
 B1

Dp1
Dn1
SBU1

VBUS

GND GND

CC2
Dp2
Dn2
SBU2

GND

VBUS

VBUS

VBUS

Ordering Information:
CF  6  16 -  003  S  L  B  11   R   -  02

1.Product Type:
   6:Upright
2.Pin No.:
   16:16Pin
3.Housing Color:
   B:Black
4.Contacts Plated:
  11:Contact Area: Au 1u'',Solder Tails:GF
5.Packing Options:
   R:Tape & Reel

3 4 52

Signal NamePin Number

1

MATED CONDITION(REF.)

7.
00

4.06

2.03

4-
1.

20

4-
1.

40

2.80
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80
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75
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70
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20 6.
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A1

A4
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A12
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B6
B7
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B9

B12

4-0.60

8-
0.

35

8-
0.

45

1.05

4-0.80

2-Ø0.80

RECOMMEND P.C.B LAYOUT(TOW VIEW)

TOLERANCE FOR PCB LAYOUT IS ±0.05
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出料方向

EMPTY 10PCSPARTEMPTY 10 PCS

tape reel包裝盤

carton紙箱

390mmX390mmX310mm

at small positioning hole of the carrier tape side). 
標簽黏貼處 (朝捲裝包材的小定位孔一側)

卷带

纸箱

规格：∅380mm

规格：390mmX390mmX310mm

包装数量：500PCS

包装数量：8盘／4000PCS

Location of label sticking (label)

500PCS

Ø13

3-2

DETAIL:A
10:1

A

P2

D0

M

R0.75 0.2
M P
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F

B
0

A0

K
0

T

W
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o1o F

E

BAA PW T

D D P Po 1 o 2

KB Ko1 1

SHENZHEN ZDT TECHNOLOGY CO.,LTD

深圳市中科兴达科技有限公司

RoHS
Compliant Pb

侧插 包装规范

纸隔板

三角纸板

纸隔板

W
W

W
.D

ZYJZ
J.C

OM
  W

W
W

.D
ZYJZ

J.C
OM

Pow
er

ed
 b

y T
CPDF (w

ww.tc
pd

f.o
rg

)

http://www.tcpdf.org

