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 Specification:
   1.Current Rating: 5.0 A
   2.Voltage Rating: 5.0 V
   3.Vbus & Gnd Pins And Other Pins: 40mΩ/pin Max
       Shield: 50mΩ/Max
       Llcr max. Change of All Pins: 10Ωm
   4.Insulation Resistance:  100mΩ Min
   5.Dielectric Withstand Voltage,AC 100V For 1Minute
   6.Insertion Force: 0.5~2.0kgf
   7.Unmating Force: 0.8-2.0kgf
   8.Durability: 10000 Cycles
   9.Operating Temperature: -25°C~+85°C
  10.The Peak Temperature on The Boaro Shall
        Be Maintained For 10 Seconds At 260°C
  11.Waterproof: IPX5

CF W  16 - 041  S  L  B  11  R - 22

1.Product Type:
   W:Waterproof
2.Pin No.:
   16:16Pin
3.Housing Color:
   B:Black
4.Contacts Plated:
   11:Contact Area: Au 1u'',Solder Tails:GF
5.Packing Options:
   R:Tape & Teel

Ordering Information:
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USB Type-C Pin Assignments
Signal NamePin Number
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SHENZHEN ZDT TECHNOLOGY CO.,LTD
深圳市中科兴达科技有限公司

板上防水 包装规范

卷带从胶盘拉出方向

1K/盘

标签

10盘叠

放

标签

放护角纸

透明胶封箱

外箱标签

装箱 封箱

后段空10格 前段空30格中间装产品

卷带包装收盘方向

说明：

所有包材均符合ROHS 2.0环保标准.

1.材质与数量

1.1 上带材质:PS 透明  13.3M/卷

1.2 截带材质:PS 透明　13.3M/卷

1.3 胶盘材质:PS 蓝色　7PCS/箱

1.4 纸箱材质:纸板 A=A加强芯　1PCS/箱

1.5 护角材质:纸板 A=A加强芯　4PCS/箱

2.尺寸:如图所示

3.包装数量:1K/盘,7盘/箱.
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