SLIDE SWITCHES (HALF PITCH) C H S

] RoHS compliant INTERNAL STRUCTURE

Part name Material Flammability
Il FEATURES
@ Cover Polyphenylenesulphide
® RoHS compliant
® Meets EIAJ SOP standard outline dimensions (B type) @ Slider Polyamide UL94Vv-0
@ Low profile design of 2.5 mm . ‘
® 12 types of 1, 2, 4, 6, 8 or 10 bit with either gull wing or @) | Housing Polyphenylenesulphide
J-hook available @ Slider contact
@ Excellent contact stability by twin Gold-plated contact
@ Fixed contact Copper alloy, Gold-plated —
@ Terminal pin
Il PART NUMBER DESIGNATION
Series name T Structure
1 : Non-washable type (Without seal tape)
Standard type
No. of bits 2 : Non-washable type (With seal tape)
01 : 1 bit Blank : Washable type (With seal tape)
02 : 2 bits
04 : 4 bits
06 : 6 bits
08 : 8 bits
10 : 10 bits
Form of packaging Shape of terminal
T : Taping (Reel) A : J-hook
M : Magazine B : Gull wing

Blank : Bulk in plastic bag

% Please refer to the LIST OF PART NUMBERS when placing orders.
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M LIST OF PART NUMBERS

[ : Not manufactured
% Verify the above part numbers when placing orders.
Taping and magazine version can be supplied only in reel or stick units.

o, of bis Form of Shape of Non-washable type (Without seal tape) | Non-washable type (With seal tape) bioses in nack
: packaging terminals . . package
A( J-hook ) B( Gull wing ) A( J-hook ) B( Gull wing )
Taping CHS-01TA1 CHS-01TB1 CHS-01TA2 CHS-01TB2 1000 pcs./reel
1 Magazine
Plastic bag CHS-01A1 CHS-01B1 50 pcs./pack
Taping CHS-02TA1 CHS-02TB1 CHS-02TA2 CHS-02TB2 500 pcs./reel
2 Magazine
Plastic bag CHS-02A1 CHS-02B1 50 pcs./pack
Taping CHS-04TA1 CHS-04TB1 CHS-04TA2 CHS-04TB2 500 pcs./reel
4 Magazine CHS-04MA1 CHS-04MB1 70 pcs./stick
Plastic bag CHS-04A1 CHS-04B1 50 pcs./pack
Taping CHS-06TA1 CHS-06TB1 CHS-06TA2 CHS-06TB2 500 pcs./reel
6 Magazine CHS-06MA1 CHS-06MB1 50 pes./stick
Plastic bag CHS-06A1 CHS-06B1 50 pcs./pack
Taping CHS-08TA1 CHS-08TB1 CHS-08TA2 CHS-08TB2 500 pcs./reel
8 Magazine CHS-08MA1 CHS-08MB1 40 pes./stick
Plastic bag CHS-08A1 CHS-08B1 50 pcs./pack
Taping CHS-10TA1 CHS-10TB1 CHS-10TA2 CHS-10TB2 500 pcs./reel
10 Magazine CHS-10MA1 CHS-10MB1 30 pcs./stick
Plastic bag CHS-10A1 CHS-10B1 50 pcs./pack
Washable type (With seal tape)
No. of hits ;g(r:rl?ag:ng tsehrz?izglis . Pieces in package
A( J-hook ) B( Gull wing
Taping CHS-01TA CHS-01TB 1000 pcs./reel
1 Magazine
Plastic bag CHS-01A CHS-01B 50 pcs./pack
Taping CHS-02TA CHS-02TB 500 pcs./reel
2 Magazine
Plastic bag CHS-02A CHS-02B 50 pcs./pack
Taping CHS-04TA CHS-04TB 500 pcs./reel
4 Magazine CHS-04MA CHS-04MB 70 pes./stick
Plastic bag CHS-04A CHS-04B 50 pcs./pack
Taping CHS-06TA CHS-06TB 500 pcs./reel
6 Magazine CHS-06MA CHS-06MB 50 pcs./stick
Plastic bag CHS-06A CHS-06B 50 pcs./pack
Taping CHS-08TA CHS-08TB 500 pcs./reel
8 Magazine CHS-08MA CHS-08MB 40 pcs./stick
Plastic bag CHS-08A CHS-08B 50 pcs./pack
Taping CHS-10TA CHS-10TB 500 pcs./reel
10 Magazine CHS-10MA CHS-10MB 30 pes./stick
Plastic bag CHS-10A CHS-10B 50 pcs./pack
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l STANDARD SPECIFICATIONS

l ELECTRICAL CHARACTERISTICS

Operating temp. range

Storage temp. range

-40~85°C

Sealing Washable type available with seal tape
Approx. 0.05 g (CHS-01) Approx. 0.08 g (CHS-02)

Net weight Approx. 0.12 g (CHS-04) Approx. 0.17 g (CHS-06)
Approx. 0.22 g (CHS-08) Approx. 0.25 g (CHS-10)

Il MECHANICAL CHARACTERISTICS

Contact rating
Non-switching
Switching
Minimum

DC50 V 100 mA
DC6V, 100 mA DC24 V, 25 mA
DC20 mV 1 pA

Contact resistance

50 mQ maximum

Insulation resistance

1000 MQ (DC100 V) minimum

Dielectric strength

AC500V, 60 s

Il ENVIRONMENTAL CHARACTERISTICS

(Amplitude) 1.5 mm or (Acceleration) 98 m/s’,

Operating force 0.5~ 5N{0.05 ~ 0.51 kgf} Vibration 10-500 Hz, 3 directions for 10 cycles each
2
Stop strength 10 N {1.02 kgf}, 60 s Shock 6 dire;?c?ng]gr‘gli&n:s each
Solderability 245+3°C,2-3 Load life D06+ 03V, 100 £ 10mA_
Reflow : 255 °C (Peak temperature) il —10 ~ 65 °C, Relative humidity 0 ~ 96 %,
) (Please refer to the profile below) umiaity 24 h for 10 cycles
Soldering heat
Manual soldering : 350 + 10°C,3~4s High temp. exposure 85°C,96 h
Shear (Adhesion) 5N{0.51 kgf} 10's Low temp. exposure -40°C, 96 h

Substrate bending

Width 90 mm, bend 3 mm, 5s, 1 time

Thermal shock

—40 (0.5 h) ~ 85 °C (0.5 h), 5 cycles

Pull-off strength

5N{0.51 kgft 10°s

{ }: Reference only

{Reflow profile for soldering heat evaluation)

(C)
250

200

Temperature

100

50

150 Yo it

30+£10s

Over230°C D ......

Pre Heating Zone

Heating time

Soldering Zone

Reflow : two times maximum
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- 0UTL|NE DlMENSlONS Unless otherwise specified, tolerance : + 0.3 (Unit : mm)
® CHS-01A1 ® CHS-01B1

Non-washable type Non-washable type

(Without seal tape) (Without seal tape)

Production date code
Production date code

Y
9\0 Stroke 0.6
03 YHT

o 25

3 :’L |

£ %

0 LJLJ i

N

F‘ 0.6:8k Qi

o- :":‘ 06005
Schematic S

Schematic

/ ?

® CHS-02A1 ® CHS-02B1 (In accordance with EIAJ ED-7402-1)
Non-washable type Non-washable type
(Without seal tape) (Without seal tape)

Production date code Production date code I=
1S
<
o

| _ A T
g o y So -1 g [eF-
£ = 33 s s=i- =3 1
B el ! U & o=l
2 01584 o Uil , N
k - Y 01535 £
<t
o
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0 ) 0 s
=l 0 5] o4y
H11.27:0.15 1.420.15 —1.27:0.1 1.4x0.15
< Schematic Schematic

1 7
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- 0UTL|NE DlMENSlONS Unless otherwise specified, tolerance : + 0.3 (Unit : mm)
® CHS-04A1 ® CHS-04B1 (In accordance with EIAJ ED-7402-1)
Non-washable type Non-washable type
(Without seal tape) (Without seal tape)
Production date code Production date code =
S
il R
| - ] =
pusd o= o % [ AN \
g 23 g gl HHRH 3 T
= —m = — M=
5 e 2 S THE T i
Q 0.15%84s [ LW 0159 | =
S
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o
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ol t f ol 1 il
N N +0.1
S| 0.4 S| 04t
F11.27:0.15 1.4:0.15 H11.27:0.15 1.4+0.15
s Schematic - Schematic
bbb ????
® CHS-06A1 @ CHS-06B1 (In accordance with EIAJ ED-7402-1)
Non-washable type Non-washable type
(Without seal tape) (Without seal tape)
Production date code Production date code IS
S
o
, S
s prEses L o piBaLE
%F g = 1+ 2 %F o -+
“U—J‘ Ah—=TU M =110 77 5 ?\7'1_’Wj_r_[
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° Schemati < Schemati
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- 0UTL|NE DlMENSlONS Unless otherwise specified, tolerance : + 0.3 (Unit : mm)
® CHS-08A1 ® CHS-08B1 (In accordance with EIAJ ED-7402-1)
Non-washable type Non-washable type
(Without seal tape) (Without seal tape)
Production date code Production date code =
€
© | © AAAAAARA 2 —
p= oz | i L = oz |
%5 o= | |} e :@15 H o -
g — MWM=4N MO m o ° ‘g <Al 7'LT§1J'_E*1] X
MR S A o] S TIITHENY I
QY sl a, 0.15%% |
1S
3 1.7 o 1.7 °
0 ] i o 0 ittt
=] 0aus o] 04
K 127015 | | | 1.410.15 E 1.27:015 | | | 142015
o Schematic 9 Schematic
I gy
® CHS-10A1 @ CHS-10B1 (In accordance with EIAJ ED-7402-1)
Non-washable type Non-washable type
(Without seal tape) (Without seal tape)
Production date code Production date code I=
€
© —oooca oo ca . W © AAAAAAAAAE ' 2 —
S+ HHARAAAAAH 2ol [ 1] S+ AHAAARAARH -
_E:,F:H —H mr ] i QU 7”i| *xg 7Z@LT§J\L{:*IT= | N |
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s- \ N Y HUHHHEHE | 9 —]
S 0.15:43
q, R A YV 0.1581s £
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=
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l OUTLINE DIMENSIONS

® CHS-01A
Washable type (With seal tape)

® CHS-01TA2
Non-washable type (With seal tape)

Stroke 0.6

@ CHS-02A
Washable type (With seal tape)

® CHS-02TA2
Non-washable type (With seal tape)

2.5 max.

Production date code

® CHS-01B
Washable type (With seal tape)

® CHS-01TB2
Non-washable type (With seal tape)

Production date code

Stroke 0.6

é\

@

E@H

Seal tape

S

=

i
1
i

=1

—.27+0.15
o

0.4:885

1.4:0.15

Production date code

5.4
i
Il
b [sa)
Stroke 0.6

0.15 8
o 0.15
Seal tape

- 2.5

><' o

© —

5 |

© i

N
=3 0.6 ‘84

Schematic S

Schematic
% /
® CHS-02B
Washable type (With seal tape)

® CHS-02TB2
Non-washable type (With seal tape)

Unless otherwise specified, tolerance : + 0.3 (Unit : mm)

(In accordance with EIAJ ED-7402-1)

Production date code

A J
— o
Z:c,'v : [°) 2 r Y <
Sho| T o ST 1 1 ©ls| T
L= g JoH
0.15:84 o HiH , S
i q, 0.15s
Seal tape
o 41
% OIL 14
£ iR
[Te) ikl
0 it
o 0.4k
21.07:015 | | 1.4+0.15
ol

Schematic Schematic

“ z

| 0.4 min.

0.4 min.
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l OUTLINE DIMENSIONS

® CHS-04A
Washable type (With seal tape)

® CHS-04TA2
Non-washable type (With seal tape)

Production date code

g oz —
_5‘#:: } 5 = zJ
g,:) Ah=Um = —
& U
w’(’ | 0.15:8% |
66 Seal tape
% = I —
£ i
ol 4 ]
o b
?;‘ 0.4:8%
o 1.27£0.15 1.4+0.15
Schematic
i
® CHS-06A
Washable type (With seal tape)
® CHS-06TA2

Non-washable type (With seal tape)

Production date code

g¢ oz | o JE—
5 Gh—mWmzmm By
9%
. 0.1585
qQ L
Seal tape
% C’l 0 W ¥
e
0 7&3:@ o
'] 04t
Mo 1.27£0.15 1.420.15

® CHS-04B
Washable type (With seal tape)

® CHS-04TB2
Non-washable type (With seal tape)

Production date code

Stroke 0.6

25 1

é\

g

0.3

2.5 max.

]

= |

&= |
= |

Unless otherwise specified, tolerance : + 0.3 (Unit : mm)

(In accordance with EIAJ ED-7402-1)

@ CHS-06B
Washable type (With seal tape)

® CHS-06TB2
Non-washable type (With seal tape)

Production date code

=

=

<

O,

) R—

o : 4= -

g —

0.15%6 | =

£

Seal tape S

1.420.15

Schematic
e

(In accordance with EIAJ ED-7402-1)

| | 0.4 min.

Stroke 0.6

(=1l

4
s
== f

é’s

©
o

8 .
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o
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15:8%s

o

0.4 min. ||

Seal tape

ﬁ 0.3
1.0.3
&= |
1=

=

4=
UESIN

=

2.5 max.

o
-~
=
I+
e
(&2}

Y]
(=1

1.4+0.15

0.10.1
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l OUTLINE DIMENSIONS

® CHS-08A

Washable type (With seal tape)

® CHS-08TA2

Non-washable type (With seal tape)

Stroke 0.6
1L

s

e\
e

3)
S|

S

oo
SN

2.5 max.

—| 04

0.10

s

1372015 | |

Production date code

Seal tape

® CHS-10A
Washable type (With seal tape)

® CHS-10TA2
Non-washable type (With seal tape)

Production date code

Strokei).G
A

)

C’J\

Seal tape

mmmmm

2.5 max.

0.1£0.1

0.4:8¢s
1.27+0.15

5.6%°

5.69°

Unless otherwise specified, tolerance : + 0.3 (Unit : mm)

® CHS-08B
Washable type (With seal tape)

® CHS-08TB2

Non-washable type (With seal tape)
(In accordance with EIAJ ED-7402-1)

Production date code

© HAHAHAAA ] —
= oz L3
£ 758 B‘ o o
g gl?glfL*f ©
2 S TRRTREAH -
O =
1S5
- 17 Seal tape S
% 3| LA
I N
0 i
0.4
3 1.57+0.15 1.4£0.15
9 Schematic
I
® CHS-10B
Washable type (With seal tape)
® CHS-10TB2

Non-washable type (With seal tape)
(In accordance with EIAJ ED-7402-1)

Production date code I=
\ £
<
: il
© AAAAAAAAA 2 —
S+ | HHAH |
%FEH H 4 ol -
5 Gh—MmImnmr mmo ‘
< HHHHHEHEEE ! N —]
Y 0.1584s é
5
143 Seal tape =]
é# ————— I A
o | - Crrrrsrrrs
e 0.4:4
A 1.2740.15 | 1.4+0.15
S
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l OUTLINE DIMENSIONS

The D version with opposite pin direction is available upon receipt of your order.

® CHS-08D

2.5 max.

Unless otherwise specified, tolerance : + 0.3 (Unit : mm)

Production date code =
S
<
o
o @EH H}B i BE 4
%#: ol
& h—MLmMznE- o IR
<Y HHHHEHHE 4
QY E 0.15885
3 <
o
g\ 1.7
fanannnan)
0.4:8%
1.27£0.15 1.4+0.15
Schemati

Il RECOMMENDED P.C.B. PAD OUTLINE DIMENSIONS

@ 1 bit
A type
iRy
NERE
@] L%g;
i e
@ 2 bits
A type

B type

B type

(Unit : mm)

1.27

1.27

i

0.7

Note) The zero point is the center of mounting.

1.27

(=2}
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Il RECOMMENDED P.C.B. PAD OUTLINE DIMENSIONS

@ 4 bits
A type
_1.27N (N=1~3) =3.81
@ 6 bits
A type
@ 8 bits
A type
1.27N (N=1~7) =8.89
[
@ 10 bits
A type

_1.27N (N=1~9) =11.43_
I 1

s
jga%%%

(Unit : mm)

B type 127N (N=1~3) =3.81

§

)
s

E’}L i J“E%?r 1
7.62

1.27

B type 1.27N (N=1-5) =6.35

B

]

==

==

‘E
JE

B type 1.27N (N=1-7) =8.89
I

Bt
ype 127NN19 =11.43

saggssenes
t%@%ﬁ% ;

L1076

Note) The zero point is the center of mounting.
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l PACKAGING SPECIFICATIONS

<Taping packaging specifications>

@ Taping version (CHS-02 ~ 10 types) are packaged in
500 pcs. per reel. Orders will be accepted for units of
500 pcs., i.e., 500, 1000, 1500 pcs., etc.
CHS-01 type is packaged in 1000 pcs. per reel. Orders
will be accepted for units of 1000 pcs., i.e., 2000, 3000
pcs., etc.

® Embossed tape dimensions

Empty Filled Empty
[ ] H il 1
O_0O oo O _O_ e 0O _eeee 0_0__  [KKIKEAKIK
End SRR Head
do--otfe— 60 -1
<> 1] <
40 mm min. 20 pitches min.
Direction of feed - Leader >
400 mm min.
® 1 bit
S
#1.5%" 8+01 +
Yol
4+01 2£01 ™~
S
+
| 2 o
+ i
Direction of feed
—_—
® 2 bits _
A5 120.1 T
4£01 124041 2
- i
{)—Q}—Q} =
+
©
foeer e il M~y 2
) il r_J N\ ‘_J )

Direction of feed

@ Taping version is boxed with two reels.

Maximum number of consecutive missing pieces=2
Leader length and reel dimension are shown in the
diagrams below:

® Reel dimensions
(Conforms to JIS C 0806-3)
(In accordance with EIAJ ET-7200A)

(Unit: mm)

17.4%1 (1,2,4,6 bits)

25.4+1 (8,10 bits)
Zs
o =
-+ <2
—{Ht N2
Ts
£Z
o ©
3=
<« S

21.4+1 (1,2,4,6 bits)
¢ 25442 29.4+1 (8,10 bits)
(Conforms to JIS C 0806)
(Unit : mm)
03+0.1

(CHS-01A)
Installation example




CHS

SLIDE SWITCHES (HALF PITCH)

® 4 bits -

15! 12404 b

=2 4£041 2401 2
[N NI AN AN AT A
YOYTTY Y YTY -

o
+H
n

Emman]

Qiwsia]

\
Direction of feed
® 6 bits

12+ 041 S
o +0. +

91.5% 4401 |2+01 2
[N 3N
YooY -

o
+
= w©| o
oL N~
) 500 v
f=
5:
Direction of feed
® 8 bits -
1240.1 4
+0.1 =Y.

9155 110.1 24041 2
N NI A AN ATAN AT
YOYTTY Y YTY Y _

=
+
0
- <
N
_ —\__
Direction of feed
@ 10 bits -
915 124041 a
4+01[2+041 i
‘ =
NN A N ALA |
YVYTY Y YTY
S
+
Loy @
Eusnm] =
lissaa] 5
B Ewaanll 2 I _ .
L
B
S
1

Direction of feed
—_—

(Conforms to JIS C 0806)
03+0.1

T

03+0]

(Unit : mm)

(CHS-04A)
Installation example

(CHS-06A)

03+01

T

ininiminisinisisiniz)

\lw

Installation example

(CHS-08A)
Installation example

(CHS-10A)
Installation example
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<Magazine packaging specifications>

@ Packing quantities of magazines are different depending
on the bit number of the switches.
Please order the multiple numbers of the specific
packing quantities. (e.g. 70 pcs., 140 pcs., 210 pcs.,
etc., in case of 4 bits version)

Pieces in package : 4 bits, 70pcs./stick
6 bits, 50pcs./stick
8 bits, 40pcs./stick
10 bits, 30pcs./stick

® Magazine dimensions (Unit : mm)
10.4+0.3
% The magazine is common to A and B terminal pin.
i Magazine length : 500 + 2 mm long
-
A
(B type) 2[3 { } L]
Installation example Y
<Bulk pack specifications>
@ The smallest unit of bulk pack in a plastic bag is 10 pcs. @ Boxing of bulk in a plastic bag is performed with 50 pcs.
per pack. (standard 200 pcs.) per box.

Orders will be accepted for unit of minimum 10 pcs., i.e.,
10, 20, 30 pcs., etc.


http://www.tcpdf.org

