Note: | Ordering Code:
1. Material:

k
* Insulation: Nylon 66 UL 94V-0 CI01 3_1 E @
Color Nature @ @ @ @ @ @
* Contact: Brass @Semes No.
/N/A\2. For Lead Free Wave Flow Process | . 2.00£0.05 @ No. of Circuits:
‘ ‘ .079£.002 ' @ P= Pin header
A ‘ A @ Plating: 1= 3.05um(1204") Min. Tin over
A N Y 0.76um(30u") Nickel
® Type:H= Right angle
@Other option: KO= With Pin Kinked
_— — \ 20.80+0.05
7 031£.002 "
HE B ©OH BB B BH H O ﬂ Recommended P.C. Board Layout
Dimension
— —— Circuits
A B C
C 2 2.00(.079) 6.0(.236) 4.90(.193)
3 4.00(.157) 8.0(.315) 6.90(.272)
5 w. 4 6.00(.236) 10.0(.394) 8.90(.350)
193 5 8.00(.315) 12.0(.472) 10.90(.429)
00.50+£0.02 5-54f8‘2& 6 10.00(.394) 14.0(.551) 12.90(.508)
020+ .001 ' 008
1395% 7 12.00(.472) 16.0(.630) 14.90(.587)
e N 8 14.00(.551) 18.0(.709) 16.90(.665)
B S /N [ A 9 16.00(.630) | 20.0(.787) | 18.90(.774)
D 1 ﬂ ﬂ ﬂ ﬂ H 22| 3|2 10 18.00(.709) 22.0(.866) 20.90(.823)
©|™ Qo < | 11 20.00(.787) | 24.0(.945) | 22.90(.902)
% / 12 22.00(.866) | 26.0(1.024) | 24.90(.980)
J oo U U0 U L - 13 24.00(.945) | 28.0(1.102) | 26.90(1.059)
— 1 _ 14 26.00(1.024) | 30.0(1.181) | 28.90(1.138)
2.000 _ 1.75 | 3.30
079 : 069 ~—35 15 28.00(1.102) | 32.0(1.260) | 30.90(1.217)
A 1ST Circuit Position /| 16 30.00(1.181) | 34.0(1.338) | 32.90(1.295)
Halogen—Free|||Lead Free Process || RoHS compliant
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