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1. Material:
«—ﬁ%TYP. »H%WP, * Insulation: Nylon 6T+30% G.F.
ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ UL94V—0 (Halogen—Free) Ordering Code:
' = 912 L fo Lo free Wme flow Process 0L PP D 0 - NH - M
K B BB W] @ Series No.
@ No. of Circuits
i . ‘ i @ Contact type: P= Pin Header
cr09 @ Plating option:
— 1= 3.05um (120u") Matte Tin
B+0.3 5.0 over 0.76um(30u”) Nickel
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274

- S W.27Nm(50,u”> Nickel
(® Type: H=Right angle
CIO1 cce )
Z and Halogen—Free
I —D (@ —M= Solder tail length 2.85mm for PCB
. requirment
2.00+£0.05 90.80£0.05

(B Other Option: D= Dual Row Type
TYP. TYP.

197 2= Gold Flash plated over
() Color: 0=Nature
—NH= For Lead Free Wave flow Process
.0794+.002 .0314+.002
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IN

2.0
079

5.0 2.854+0.15
197 " 112 £.006

2.00£0.05
079+ .002

= 2.0 x (No. of Circuits/2—1)
= A + 39

= A+ 2.7

Available in 6 through 34 circuits

*x O W >

Recommended P.C. Board Layout

Halogen—Free || Lead Free Process || ROHS compliant
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