Material:

* Insulation: Nylon 46 UL 94V-0

Color Nature
* Contact: Brass

Ordering Code:
(e = P 1 V 00 -LF

@Sem’es No.

@No. of Circuits:

@P: Pin header

@Plating: 1= 3.05um(120u™) Min. Tin over
0.76um(30u”) Nickel

N 01.1440.02 _ 8.5 (Matte Tin Plated)
-045+.001 ' 335 2= Gold flash plated over
A LN A\ 1.27um(50p7) Nickel
@Type: V= Straight
@Other option: 00= Standard
8 N Qo @ LF= For Lead Free IR Processes
@ o E o|™ A o Dimension
< |0 Circuits
- A B
[P R B 2 3.96(.156) 7.8(.307)
olo 3 7.92(.312) 11.8(.465)
ST
0 0 &) s o " 4 4 11.88(.468) 15.8(.622)
5 15.84(.624) 19.7(.776)
3.960 - 4.80 6 19.80(.780) 23.7(.933)
156 189 7 23.76(.936) | 27.6(1.087)
‘ . 9.96£0.05 8 27.72(1.091) | 31.6(1.244)
‘ ‘ 156002 9 31.68(1.247) | 35.5(1.398)
{1} {} ﬂ} {%} 10 35.64(1.403) | 39.5(1.555)
11 39.60(1.559) | 43.5(1.713)
12 43.56(1.715) | 47.4(1.866)
$1.80£0.1
071008 Lead Free Process
Recommended P.C. Board Layout
RoHS Compliant
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