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SPECIFICATION A%+
Model Type:

KRR, EARPHONE JACK

1. Scope/i& I 7 Bl
This specification applies to earphone jack which is used in the electronic products.

ASHURE A5G T e R E L R R AR

2.Rated / BiEME
2-1. Practical temperature range: -25°C to +70°C
&R EVE . —25°C to +70°C
Humidity range: 85% RH. MAX.
JRJETEE: 85% RH. MAX.
2-2. Preservation temperature range: -10C to +40°C
RIS -10C & +40°TC
Humidity range: 85% RH.MAX.
JRIZTEE . 85% RH. MAX.
2-3. Rated voltage and current (MAX.): 30V DC , 0.5A
R K AE LS AVERUE FLAL: 30V DC , 0. BA
2-4. Appearance : No scratches. soil. rust or discoloration on the surface.

S R, TG EAEARAEIR .

3. Construction / PiHH

3-1.0utline And Dimension / AMWLAIR |
The appearance and dimensions of the socket should match the attachment drawing.
368 2 B ABAN RS B 55 BT B ARAR A

3-2.Part And Material #fFAIM R}
Parts and materials should be consistent with the material list specifications.

AR AURARE R 5 R AR — 2

4. Electrical efficiency / HS 45

Item Property Test condition Performance
i H e A 2% A HIE
Withstand AC 500V (50/60Hz RMS) between two | Ny dielectric breakd
Withstand non—contact terminals for 1 minute
own shall occur.
4-1 Voltage
vplg MY N 37, S =4 >
i FL TEH AR 72 0, fekZemsoo | BEFRRKE
(50/60Hz RMS) FFHF4E15r %
Apply 500V DC between any contactless| 100 MQ Min.
terminal and the other terminal, with an | f/100 JEKEK
. insulation gauge and last for 1 minute +
Insulation

. 5 seconds.
4-2 Resistance

oS stan
B FEAT T — AR BRI  T 5 5 — M 2 I

Tn500V B H, 26 2 &A%, FFRERFEE 1 8
+55,
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SPECIFICATION A%+

Model Type:

EARPHONE JACK

RERT.
Item Property Test condition Performance
i H Rt MR %A HlE
Take a pair of matched terminals and 30 mQ MAX.
measure the tail end of each terminal | FAK30ZNK
Contact (voltage maximum 20mV, current maximum
43 Resistance 100mA)
Fe b BT
B — % VU O 4 v, 0 % g 1) JR8 g
(HE 5K 20mV, HLJiHR K 100mA) .
5. Mechanical Performance HLBR&FME
Item Property Test condition Performance
T H Ryt M SEAT FlE

Insertion and
Extraction Force

Plug and unplug with a matching plug at
a frequency of 20-30 times per minute.

Insertion and
extraction force is

2, Y, HIAHDLEC 9 SR AT F TR 50007K.

0.3~ 3kgf
T AR | FARUSARAGE S LU A B 20-30 RO | ARSI EDA
A L AT I 0.3 ~ 3kef.
Every terminal should be capable of There is no looseness,
Terminal withstand a force of 0.5 kgf for 10 damage, etc., but the
Strength seconds. terminal deformation
59 is acceptable.
Uiy 50 S5 BN AN BEARRZ 0.5 kef 7, TR AR EEIL AR,
HRFLE 10 75, {H g AR B AT LAFE
o
6. Durability / WATERE
Item Property Test condition Performance
T H Ryt M SEAT FlE
No obvious change in
Life test Under the condition of no load, plug and | appearance,
unplug with a matching plug for 5000 times | destruction.
FF I in total, at a frequency of 20-30 times | Contact resistance:
per minute. less than 30 mQ.
The insertion and
6-1 TEBA TR, LA 8120-30/K 4 | extraction force

values : 0.3 to 3 kgf.
AN TG BH 2 250 B A
A A BH : /T 30 ZBX.
AT JTE
0.3 ~ 3kgf.

()]

&
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SPECIFICATION A%+

Model Type:
RARE,

EARPHONE JACK

7. Solderability / J1E45iRI

ITtem
T H

Property

Rk

Test condition

KA

Performance

HE

Resistance to

7-1 soldering heat

The jack terminal should be dipped in solder
under the condition as specified below:
Temperature of solder: 260%+3°C.

Dip time: 531 seconds.

After the test, the
plastic base should
not be deformed and

the terminals should
not fall off the

ENBTE: 340.5

i TENBIEL, 1Bl R AR plastic base.
FEA5IR 1 260°C+3°C. BRI I BRI AN N A
RN 5E1 Fb. T, i AN NI i 3 e
VR TR
Coating of solder area
Temperature of solder: 245+3° C. should be more than
Solderability Time of dip: 3%+0.5 seconds. 95% N
T2 e R T A ERIE $195%
YR 245+3° C. PL L

8. Environment test / IERIE

FE85 + Crapif A6 1 TR JE U E 96 /N,
FEARHE R TSR P IRE DI, AR5 .

Item Property Test condition Performance
T H Rt MR SEAF FlE
Place the housing for 96 hours at a low | No obvious change in
temperature of -25 £ 3 ° C. appearance
Then , place it under standard atmospheric | Contactresistance:10
81 Cold test conditions for 1 hour and test. Om ©Q max.
(SRR Insulation
TE-25+ 3 CARIR 24 o1 32 2 il B 96 /N, resistance: 100 MQ
FHEPRHER KA TIE LN, R 55 min.
M Withstand voltage:AC
The housing should be stored at a 500V,
temperature of 85+£2°C for 96 hours. AL BB I R
Then it should be subjected to standard | #ZfbEBH: /NT 100 %=
8.9 Heat test atmospheric conditions for 1 hour and WK o
e v 3t test #ZMHpr: KT 100 Jk

KK

M E:  AC 500V,

() JINJIARUN Electronics Technology Co., Ltd.
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SPECIFICATION A%+

Model Type:
RAEVRE EARPHONE JACK
Item Property Test condition Performance
it H Rt MK HIE
No obvious change in
appearance
The housing should be stored at a Contact
temperature of 40+3°C with relative resistance:100m<Q
humidity of 90% ~ 95% for 96 h. Then it | max.
should be subjected to standard Insulation
8-3 Humidity test atmospheric conditions for 1 hour and resistance: 100 MQ
[RSARY test min. Withstand

voltage:AC 500V,
FEIRFE A0 £3°C, AR 990% 95%% | MWL B S 1 el g .
R, B FE i B 96 /NN, FEAEARAE RS | SRR /N T 100 2
TIHCE VN, AR5 FEHE. [ ¢

“azx . KT 100 JK
KK o

MitEE:  AC 500V,

Place the Jack under the conditions shown
below and then place it in the stand at
room temperature for 30 minutes.

R4 R R 0 R P sk R AT I, AR
JRPEE R F N E 30 24t

Temperature
84 Cycling (TEMPERATURE)
yﬁ}gﬂﬁ% R, (five cycles)
RS (5:R)
-25° G+ .
* * ; . (TIME)
Oh 2h 4h 6h 8h A|a]
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SPECIFICATION A%+

Model Type:
HKEIRE, EARPHONE JACK
Item Property Test condition Performance
it H e MK HIE
Temperature: 35 = 2°C No obvious rust in the
Solution: 5 * 1% appearance.

Spray time: 24hours
Salt spray test | Wash and dry it at room temperature after | ¥ML¥ A B & H A 4530
8—6 g s .
h 5 Mk the experiment. %,
35 E2°C FhAKWKEE 5+ 1% #h55 W [A]24
NI o SIS JE R KGE, iR

9.Test condition / WIAKMH

Unless otherwise specified, the test and measurement temperature is between 15 ° C and 35 °

C, the relative humidity is between 25% and 85%, and the atmospheric pressure is between 86
kPa and 106 kPa.

However, when any doubts arise on the judgment value under the above condition, the test and
measurement are carried out at 201 ° C, the relative humidity is 63% to 67%, and the air

pressure is performed at 86 kPa to 106 kPa.

AR AR E, &N IR ELE 15° C35° C, MXHEELE 25% 85%, < JE{E 86kPa” 106kPa
M T REAT .

BIEIXA AT T HE HILSE I, MR AR 20£1° C, AHXTIRE 63% 67%, “UHAE
86kPa”106kPa 24 R AT

10. Amendment / BFEEIE

When it is necessary to amend the specifications, it should be negotiated and agreed by
the manufacturer and the customer before proceeding.

A W E IS FREAT AR A IR, NAZAE G R AN A R R R R A AT PAREAT
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SPECIFICATION A%+

Model Type:

KRR, EARPHONE JACK

11. Standard dimension of gauge plug / FrtEdGELR~f

' 13£0.3 1£0.3
o = = : 0.4+0.1 _ 3401
o o 9 = 101y
-+ (= 4
/ sy [l H H ! I 0.4£0.1
= [T J
II g I‘"'B':' 4 gty I:;} I| i 8.5+0.2 I/JC'I:*M RO.24+0.1
s T . g —Ldl L
=T [\_t = i
TP S TR ef AS—_ | Sy S I el c— k., _._—__L;j_ I —
{ -———_:__/ i / / w1 — !
| } 1 |I | BV = TIF, o
1£0.1 ¥ 2| Bl
- - - MEULAITH 'D -. .D
Vi 0.4+0.1 _||3+0.1 \f 1 1 A&
1340.1 1£0.1 o S g
(Fig.1 gauge plug) (Fig.2 mate plug)
3 CONDUCTORS TYPE
o al = s . : & - Te
: o o o p o
o o o 5 H Hf o =S
+H = L Ty & |' 3
/ 0 & a4/ ok I (R ]
] W ) ' o =1 o = =
| = = o - = | = ot L
| = e | s
| |- 1
] >\ -
AN T[T T ___>_. ~. . i
s ( | 0.
| ! 1
\ f 11401 | Il \/ 0.440.1
0.4+0.1 J3+0.1 5.540.2
1340.1 12:0.1 8.5+0.2
13E£0.5 1£0.3
4 CONDUCTORS TYPE
g g %
2 L .- 49 9 99 &
ol = of i =
= | +
] & 9 9 [/ 13 8 3 98 3
f ) wy] 3 — ' = = = o R I -
o al o | wl L1
l e R = i —
e 1 P
f \ -__‘-'/ !
| J 1.1£0.1
\j 0.4+0.1 _|13+0,
13£0.1 1+£0.1
14+0.1

X Specifications are recorded in both English and Chinese, but Chinese is preferred in the

case of doubts.

MRS S FEIRHC A TR, (ER AR SR L3 & DL SCL oG
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