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REV, ECN NO. DESCRIPTION DATE DESIGN
0405 ~4.40+0.3
LIV [0.12]MAX et
Specifications:
Tt ( I ———= 5 1 Current rating:1A AC/DC.
| M 23 S Voltage rating:125V AC/DC
‘ 9 Temperature range:—40°C~+105"C.
! Q Contact resistance:20MQ Max.
‘ : — Insulation resistance:100MQ Min.
i 7 - %> Withstanding voltage: 500V AC/minute.|"
| | | | ¢ Material:LCP.UL94V—0.
3.70+0.30 Ry
A+0.30 ~
[@N]
o
-
SUSTION COVER Eﬁ
o Dimensions
\ \ PART NO.
] ! A B c
Jﬂi%L A1251WV—S-02P | 425 | 125 | 7.75
I ‘ i A1251WV—-S—03P | 550 | 2.50 | 9.00
| ‘ ‘ ‘ | - | A1251WV-s-04P | 6.75 [ 3.75 |10.25
Q EE\Q Q i A1251WV-S-05P | 8.00 | 5.00 | 11.50
0.3040 OQ»LL KCircuit1 2PIN K= A1251WV-S-06P | 9.25 | 6.25 | 12.75
J30+0. A1251Wv-S—-07P | 10.50 | 7.50 | 14.00
—1.25+0.10
B+0.20 A251W—-s5—08P | 11.75 | 8.75 | 15.25
A1251W-S—-09P 13.00 | 10.00 | 16.50
840,20 A1251WV—S—10P | 14.25 | 11.25 | 17.75
0.50 ’ 1 95l e A1251WV—=S=11P | 1550 |12.50 | 19.00
. TT . — m A1251WV-S—12P | 16.75 [13.75 | 20.25
L — B ] A1251WV—S—-13P | 18.00 |15.00 | 21.50
r % /I 3PIN 5 A1251WV=S—14P | 19.25 (1625 | 22.75
= = A1251WV—S—15P | 20.50 |17.50 | 24.00
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P.C.B LAYOUT

CNJ M Joint More Precision electronics Co.,Ltd.

P/N NO!
A1251WV—-S—NP

DRAW NAME!

1.25mm pitch wafer

DRAW NI DATE
DIM | TOL |[DIM | _TOC p—
X. 7l 7 DESIGN: | [RT7IE  [2017.06.03
XX 025  [IX.X* CHECK: 7R
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XXXX|[ 010  |xxxx{| / REVIEW:

REV.A/1[SCALE 1:1
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