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REV. ECN NUMBER DESCRIPTION DAET DRAWN CHECKED APPROVED
A NEW 2024.04.02| LXQ WQG LEO
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@ @ ol o CUT OUT PROHIBITION AREA ™ 25
Ej 3 0.6 CONTACT 0 | || |
NI TIME (SECONDS)
el @ RECOMMENDED FOOTPRINT PATTERN(TOLERANCE:+£0.05) (60 SECONDS) 90~120 SECONDS MAX 60 SECONDS
‘ PRE-HEATING TIME SOLDERING TIME
Plug(I-PEX) 25
P/N 20448-001R-081 GROUND CONTACT 1’5 RECOMMENDED REFLOW TEMPERATURE PROFILE USIN LEAD-FREE SOLDER PASTE
P/N 20572-001R-08 :
0.38
|
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ZEE : NOTES:
~ \ \ | . ~ 1.0 VOLTAGE: 60V AC/DC
Yy T | i 2.0 IMPEDANCE: 50Q
\ AN | Coaxial Cable «| & ! 3.0 OPERATION TEMPERATURE: —40° C TO +85° C
Recentacle PN TI=  dE H H 4.0 CONTACT RESISTANCE: 20mQ MAX INTIAL,40mQ MAX AFTER TEST
p : 3 5.0 INSULATION RESISTANCE: 500MQ MIN INTIAL,100MQ MIN AFTER TEST
P/N CRO001ROI ‘ s 6.0 DIELECTIC WITHSTANDING VOLTAGE: 200V AC FOR ONE MINUTE
1 7.0 DURABILITY:30 CYCLES
SMT Plug(I-PEX) | 8.0 IR REFLOW CYCLE: 2 CYCLES MAX.
. SWR:
P/N 20462-001E \ 9.0 VSWR , .
036 || CONTACT 1.3 MAX. at 0.1~3 GHz ; 1.4 MAX. at 3~6 GHz;
1.5 MAX. at 6~8 GHz;
RECOMMENDED METAL MASK LAYOUT(TOLERANCE:+0.03),T=0.12 10.0 Salt spray:48H
F TABLE A
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(\! P’\RT NU“BER DESCRIPTIO‘\I’ PLATING 3 GROUND CONTACT 5191, GOLD PLATING OVER NICKEL 6 REEL PLASTIC
- N CROO0O1RO1C CONTACT AND GROU\ID CONTACT GOLD FLASH 2 CONTACT 5191, GOLD PLATING OVER NICKEL 5 COVER TAPE PLLYESTER
\ 1 HOUSING LCP, BLACK, UL 94 V-0 4 EMBOSSED CARRIER TAPE | PS
CROOO1RO1D CONTACT Au 4u”, GROUND CONTACT Au 2u”
ReCeptaCle NO. PART NAME DESCRIPTION , REMARKS NO. PART NAME DESCRIPTION , REMARKS
P/N CRO001RO1 GENERAL | TOLERANCE |UNITS:mm |SCALE 1 : 1 \ @ =1 |nme MCR 4th COAXIAL SOCKET, L2. 02, 0% HO. 6mm, 81, 5
MATED VIEW FPf - *E*i* X. + 030 | X° +5 |APRROVED LEO
j - J-E ﬁ X + 020 | X + 3 CHECKED WQG DRAWING NO. - C-CROO0IR-2 A
XX £ 015 | XX £ 2 | DESIGNED LXQ PARTNO. SEE TABLE A ! 2
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DIRECTION OF UNREELING j
— ! 9.4
300mm Ref.
13.4
160mm MIN. 160mm MIN.
EMPTY COMPONENTS | PORTION EQUIPPED WITH COMPONENTS | EMPTY COMPONENTS
2360006006060 0060 0660600660060 006006000 STYLE AND DIMENSION OF REEL
PER REEL 5000 CONNECTORS
TRAILER TAPING (FREE) LEADER
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NO. PART NAME DESCRIPTICN , REMARKS NO. PART NAME DESCRIPTION , REMARKS
GENERAL TOLERANCE  |UNITS:mm |SCALE 1 : 1 ‘ @6‘ TITLE: - MCR 4th COAXTAL SOCKET, L2. 0%W2. 0% HO. 6mm, ®1. 5
FPf —_— X. * 030 | X* +5 |APRROVED —
- E*%?i* X £ 020 | X + 3 |CHECKED byEQOG DRAWING NO. - C-CROOOIR2 A
XX £ 015 | XX £ 2°  |DESIGNED LXQ PART NO. SEE TABLE A 2 2
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