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B SPECIFICATIONS

Voltage rating:250V AC/DC

Current rating: 3.0A, AC/DC
Withstanding Voltage:100VAC/minute
Insulation resistance:1, 000MQmin
Temperature range:—40°Cto+105°C
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g Recommand PCB Layout o Part No:CS—-1001R-03K
-IC-SI o Poles:2-20
2 H @ &\ @ [ O Material :PA66+30%GF UL 94V-0, A,
Lo T 7/ 7 o Q'TY:1, 000 pcs/bag
O (CONTACT:Brass (H65) , Tin Plated
NO PART NO |DIMENSION (mm)
Side entry type| A B
2 | cS-1001R-02k | 2.5 | 7.5
] v 3 | CS-1001R-03K | 5.0 | 10.0 |
S M a Z 1 | CS-1001R04K | 7.5 | 12.5
S s % = 5 | CS-1001R-05K | 10.0 | 15.0
) 7, — o 6 | CS-1001R-06K | 12.5 | 17.5
I : 7 i
o =) 7 o N 7 | cs-1001r-07k | 15.0 | 20.0
< -+ % +H| < 8 | cs-100iR-08K | 17.5 | 22.5
o~ = —/ =5 2 o 9 | cs-1001r-09k | 20.0 | 25.0
L o 10 | CS-1001R-10k | 22.5 | 27.5
- 11| cs-1001R-11K | 25.0 | 30.0
L] L] 12 | cs-1001R-12k | 27.5 | 32.5
13 | Ccs-1001R-13k | 30.0 | 35.0
! ! 2.50£0.05 | 14 | €S-1001R-14K | 32.5 | 37.5
15 | CcS-1001R-15k | 35.0 | 40.0
16 | CS-1001R-16K | 37.5 | 42.5
17 | cs-1001R-17k | 40.0 | 45.0
18 | CS-1001R-18K | 42.5 | 47.5
19 | cs-1001R-19k | 45.0 | 50.0
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