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REV. [LOCAS. DESCRIPTION DATE DRAWN
01 NEW BATCH PRODUCTION INITIAL RELEASE.|2009.07.24 ﬁ b i
02 | A REZERY T E R 2011.08.11 3%
03 | A REHEZREREREET K 2016.03.18| BE %
E @ Specifications
e Current Rating:3.0Amp
~ Insulation Resistance:1000MQOMin.
Dielectric Withstanding Voltage:600VAC
4.20 g 9
‘ ‘ 0.50REF. 2.60 Contact Resistance:20mQOMax.
- q Operating Temperature:—40°C to +105°C
% fl‘ ) Materials
H\ .% = o Contact Material:Phosphor Bronze
‘l H L o 0 Insulator Material:High Temperature
N S L0 e Thermoplastic, UL 94V-0 Nylon 6T(Halogen Free)g
‘ U ‘ < o or the equivalent material
o All materials must meet GREENCONN
hazardous substances control standards.
‘ 1r
A o
| 25410.15 PIN 0.60X9.40 | 2'MAX sway O I omax ToE
AT THE BOTTOM l—/ (EITHER D\RECT\ON)% #l«(E\THER DIRECTION)
AT THE TOP ) AT THE TOP
2.54 X No. of Contacts — 2.54 £0.25 N
M
2.54 X No. of Positions + 0.50 £0.30
Ordering Information Recommended P.C.Board
Layout
C SHA1T01 — XX XX A 001 R 1 A X (Tolerance:+0.05)
| | | ! | ! =24
No. Of Pins Per Row Standard Plating Color Standard Packing
02~ 40 02=Gold Flash 1=Black A=Box .
Selective Plating Selective Packing
01=Tin EZE“biT . $1.02
_ . =_Ca upe
05=Gold Flash/Tin F:Cog+Tope&Ree\
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