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REV.|ECN NO.

DESCRIPTION

DATE

DESIGN

NOTES:
1.BASE: LCP
2.PIN: Brass

S.Solder Tab: Brass

SPECIFICATIONS:

1.Spacing: 1.0

2. Voltage Rating: 50V AC DC

3.Current Rating:
4. Insulation Resistance:

1A AC DC
T00MQ Min

5.Contact Resistance: 20m{ Max
6.Withstanding voltage: 500V AC 1/Minute

/. Temperatuer Range: —25t ~+ 85T

Part No Pin A B C
DIOOFTWT =2W2P43 2 1.00 4.35 2.60
DIOOFTWT —=2W3P43 3 2.00 5.35 3.60
DIOOFTWT —=2W4P43 4 3.00 6.35 4.60
DIOOFTWT —=2W5P43 5 4.00 /.35 5.60
DI1OOFTWT —=2W6EP43 6 5.00 8.35 6.60
DIOOFIWT —=2W/7P43 7 6.00 9.35 /.60
DIOOFTWT —=2W8P43 5 /.00 10.35 5.60
DI1OOFTWT —=2W39P43 9 8.00 11.35 9.60
DITOOFIWIT—=2W10P43 10 9.00 12.35 10.60
DI1OOFIWT—=2W11P43 11 10.00 13.35 11.60
DIOOFTWTE—2W12P43 12 11.00 14.35 12.60
D10OOFITWT—=2W13P43 13 12.00 15.35 13.60
DI1OOFIWT =2W14P43 14 13.00 16.35 14.60
D1OOFTWI—-2W15P43 15 14.00 17.35 15.60
D1OOFTWT —=2WT6P43 16 15.00 18.35 16.60
DIOOFIW1—=2W20P43 20 19.00 22.35 | 20.60
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