DC SOCKETS

ARSI )

FREES (Inner core) © ©2.0/$ 2.5 fit B8 & (Withstand voltage) : 500V AC for 1 min
fBEESMFL (Outer hole): © 6.4 #21EFdn(Operation life): 5,000 Cycles Min
JREESEE (Operating temp): -20°C TO +70°C itk 71(Operating force): 3~20N

#iE 1/ (Rated load): DC 30V 2A 127 (Welding mode) : #&f4FzL/DIP

i BBFHE (Contact resistance): <0.03Q B35 (Packaging method): B3 /Bulk

#a45 88 H (Insulation resistance): =100MQ B/VEZE(Minimum packing): 500/PCS

DC-012A-BXXX

W14.00xD9.00xH11.00
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P.C.B LAYOUT(copper-side view)
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@ [CI7i1%/Reflow soldering @ F/Fz{/Hand welding

& M2 7Y . "
iEAREMLEER ™ @ /Applicable to surface mount products ME Project $4%/condition
JRE 270 /Temperature distribution JEye—— "
. 350°C max.
Welding temperature
FrREaYiE)
Continuous welding time 3s max.
BE (C) B AE
260°C max. 3s max. Flux bucket capacity 60W max.
230°C
180 +
150 + == H H
@ =)E./Immersion soldering
FiiAl IR H /Project %% /condition
1205 max (%) 40s max. BNRFIE B FUETF B EEIRE
3t0 4 min Flux adhesion Not attached to the mounting surface of components
WA R ] TR ENR B BRI A RERE 100°C max.
. ;‘ “t/mz " The temperature around the welding surface of PCB is
reheating temperature 100 °C max
TR BT
Preheat temperature time 60s max.
=% IR .
welding temperature 260°C max.
1 MR LRI E A0SR S — .
2. RENE:A0.1~0.2 #Y CA(K)ZL CC(T)NEM BT IR E LB (55 /5056 ). Ueleghmmersoniine ]
3. BEAIREMART. IRIERER .
Welding times 2 times max.
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