HAOYUD

DC-018 DC-018-1
-5 -5
2
/\_!:2 3 AN 3
%k
*a 9.0 €13.340.3
*f [~ 6.0 | SCHEMATIC
T [  *94.5+0.2
S R R 4.3
A wl o |
/@ - fl s | |
5 |
_- /‘@ o~ 2 2 «H#QNt T
o > N oa o — B
- (a5 A B S=a Pt
- - - — = .
T\ \ | 3- (3. 0X0. 8)
— \ \ J 2.5
% P.C.B LAYOUT
TOP VIEW
0769-82310511-867
. hooya89@hooya. hk
Specification: .
Center pin diameter: fRaéirllg :IDC S0V 2h: V-hooya89
. 2. Contact resistance: <5H0mQ;
$2.0 & #2.35 & 2.5 9 Aftdeetost: <1006 PIN | ¢2.0[92. 35 92.5
3. Insulation resistance: Z=100MQ (500VDC); | APPD.
After test:=H0MQ
| = 4.Withstand voltage: 500VAC ;
§ 5. Insertion and extraction force: 3N~30N;
6. 1life test: 5000cycles MIN. ;
DC MATE PLUG
TOLERANCE 3 [2019.12.11 0 SR 2 % T XYZ
UNLESS  SPECIFIED 2016.6.14 3.300M2.8 HX
6 | COVER PBT 1| BIACK UP TO 5mm:+0.1| ANGULAR | 7 [2016.4.25 R HE HX
5 | CONTACT FOOT BRASS 1 | Ag-Plated ABOVE 5mm:$0.2|  #I° NO DATE REVISIONS BY | APPD
4 PIN BRASS | Ni-Plated TITLE: DC JACK UNIT : MM| ROHS DWN
3 | SPRING Sus L | Ag-Plated MODEL: DC-018-2.0 SCALE: 1:1 |COMPLIANT| cpryc’p
1 | HOUSING PBT 1 | BIACK / NS I =
N0.| PART  NAME MATERIAL QTY FINISHING & B R A A PROACL: = 4P [REV :A3
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