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Material
Insulator:Glass filled PBT,(UL 94V-0)
Contact : Brass
Electrical Characteristics
Current rating:2AMP
&0 Dielectric Withstanding Voltage:AC 500V for 1 Minute.
off m N Insulator Resistance:1000MQ Min.AT DC 500V.
2 L [~ Contact Resistance:20mQ Max.
S of & ERBE Operating Temperature:-45°C~+105C
g [buuuu B 3 '
m ﬂ @ a
3.20£0.15
nﬂn"nﬂnﬂnﬂnﬂnnn
PCB LAYOUT
PIN Y] A0.15 B+0.2 C+0.2 D+0.1 SESESUSERES Solder Type D-sub Lock screw N H BT HR A
1790 3080 1250 oo — L — DR-9P/15P/25P/37P Shanghai Zhouri Electronics CO.,LTD
DR-9P ' 2500 ' ' 5 = Male B e v
B 39.20 XX 0.2 +3° Shanghai KangSiMa Eletronic Equipment
DR-15P 26.50 33.30 12.50 XX ;0-15 + 0000 | 20171018 A0 import and export Co.,LTD
DR-25P 40.00 47.10 53.05 12.50 s O 00 201171018 [ [0 [zr20171018-DR-102] TEL:86-21-34975176/51571121
Do |00 201171018 Ykl S S0 oo [ mn B ] A4
DR-37P 5650 6%" 69.44 12.50 o |00 couraois Dooo D= 0D0:010 010
A ! B ! C ! D ! E ! F



http://www.tcpdf.org

