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(N-1)*2.54±0.25

2.54±0.1
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2
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N*2.54±0.5

2.50
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Notes:

1.Electrical Characteristics:

   1.1 Contact Resistance: 20mΩ Max.

   1.2 Dielectric Withstanding Voltage: 600V AC(rms)

      For 1 Minute.

   1.3 Insulation Resistance: 1000MΩ Min.

   1.4 Current Rating:3A.

   1.5 Voltage Rating:250V AC rms.

2.Environment Characteristics:

   2.1 Temperature: -40°C~+105°C.

3.Materials:

   3.1 Contact Material: Copper Alloy.

   3.2 Contact Plating: Gold Plating Over Nickel.

   3.3 Insulator Materials: PBT,Black,UL94-V0.

4.Product Number Code:

No. Of Contacts

1x1~1x40

Mounting Type

S: Straight Type

Contact Plating

F1: Full Gold Flash

Table A & B Dim.Type

1: Type 1
2: Type 2

or -A*.*-B*.*

Plating Level
3A: Level 3A   B: Level B

N: Level N

(S
e

e
 T

a
b

le
 A

)
(S

e
e
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b
le
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)

Single Row

N:Number Of Contacts

A/B:Customer Length Available

2.54

(N-1)*2.54

Ø1.02
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Notes:

1.Electrical Characteristics:

   1.1 Contact Resistance: 20mΩ Max.

   1.2 Dielectric Withstanding Voltage: 600V AC(rms)

      For 1 Minute.

   1.3 Insulation Resistance: 1000MΩ Min.

   1.4 Current Rating:3A.

   1.5 Voltage Rating:250V AC rms.

2.Environment Characteristics:

   2.1 Temperature: -40°C~+105°C.

3.Materials:

   3.1 Contact Material: Copper Alloy.

   3.2 Contact Plating: Gold Plating Over Nickel.

   3.3 Insulator Materials: PBT,Black,UL94-V0.

4.Product Number Code:

2.54±0.1

(N-1)*2.54±0.25

N*2.54±0.5

2.54

C
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.5
D

5.00□0.64
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Doubla Row

N:Number Of Contacts/2

C/D:Customer Length Available

No. Of Contacts

2x1~2x40

Mounting Type

S: Straight Type

Contact Plating

F1: Full Gold Flash

Table C & D Dim.Type

1: Type 1
2: Type 2

or -C*.*-D*.*

Plating Level

3A: Level 3A   B: Level B

N: Level N

2.54

(N-1)*2.54

Ø1.02

Recommend PCB Layout
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Notes:

1.Electrical Characteristics:

   1.1 Contact Resistance: 20mΩ Max.

   1.2 Dielectric Withstanding Voltage: 600V AC(rms)

      For 1 Minute.

   1.3 Insulation Resistance: 1000MΩ Min.

   1.4 Current Rating:3A.

   1.5 Voltage Rating:250V AC rms.

2.Environment Characteristics:

   2.1 Temperature: -40°C~+105°C.

3.Materials:

   3.1 Contact Material: Copper Alloy.

   3.2 Contact Plating: Gold Plating Over Nickel.

   3.3 Insulator Materials: PBT,Black,UL94-V0.

4.Product Number Code:

2.54±0.1

(N-1)*2.54±0.25

N:Number of contacts/3

N*2.54±0.5

2.54

E
2

.5
F

7.62

Three rows

E/F:Customer length available

FE

6.103.00

TYPE

1

Dimension

2

TABLE C:

□0.64

7.157.15

3x1~3x40

No. of contacts

F1: Full gold flash

Mounting type

S: Straight type

Contact plating

Table C & DIM. type

1: Type 1
2: Type 2
......
or -E*.*-F*.*

3A: Level 3A      B:  Level B 
N:  Level N

PLATING LEVEL

5.08

2.54

(N-1)*2.54

Ø1.02

Recommend PCB Layout

2
.5

4

5
.0

8

(Series Image-Reference Only)

Administrator
新建图章


