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1.Electrical Characteristics:
1.1 Contact Resistance: 20mQ Max.
1.2 Dielectric Withstanding Voltage: 600V AC(rms)
For 1 Minute.
1.3 Insulation Resistance: 1000MQ Min.
1.4 Current Rating:3A.
1.5 Voltage Rating:250V AC rms.
2.Environment Characteristics:
2.1 Temperature: -40°C~+105°C.
3.Materials:
3.1 Contact Material: Copper Alloy.
3.2 Contact Plating: Gold Plating Over Nickel.
3.3 Insulator Materials: PBT,Black,UL94-V0.
4.Product Number Code:
DS1021— X X X X — X
L Piating Level

N: Level N
1: Type 1

2: Type 2
or -A*.*-B*.*

Contact Plating

Mounting Type

1x1~1x40

F1: Full Gold Flash

S: Straight Type
No. Of Contacts

3A: Level 3A B: Level B

Table A & B Dim.Type
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1 TABLE A: TABLE A: TABLE A: TABLE A: TABLE A: TABLE A:
} VPE Dimension . Dimension VPE Dimension - Dimensiorn VPE Dimension VPE Dimension
1 Al B Al B Al B Al B Al B Al B
1 1 | 3.00| 6.10 30 |3.20 |19.40 59 13.00(30.50 88 |4.20(7.80
1 2 | 0.00] 9.15 31 15.00.|-12:50 60 |4.00(4.00 89 |1.60(5.80
1 3 | 0.00]12.50 32 |3.00| 9.50 61 |2.00|4.00 90 |5.00| 12.00
1 4 |0.00121.50 33 | 3.00[19.50 62 |3.00|6.50 91 |4.20]4.20
£ 5 |3.00[12.50 34 |3.00| 29.50 63 |3.00(10.00 92 |1.20| 12.30
6 |3.00| 3.00 35 |3.00|6.96 64 |2.00|4.50 93 |5.33|5.84
7 |3.00[17.30 36 |3.00| 5.96 65 11.00|4.50 94 |5.84| 15.49
8 |2.5015.80 37 |3.00| 5.50 66/ |4.00|6.00 95 |1.50|5.80
9 |3.00]7.10 38 |3.00|14.30 67 |3.00|4.00 96 |3.50|3.50
10 |3.00] 8.30 39 |3.00[15.90 68 | 4/50(7.00 97 |3.00|26.50
71 13.00]9.30 40 [3.00(21.50 69 |3.00/15.00 98 |0.00(6.00
12 13.00(12.30 41 13.34(13.96 70 |4.50[4.50 99 |2.00|20.00
13 10.40]| 7.30 42 3.50(22.00 71 |2.50125.00 100
14 [3.00(14.50 43 | 3.00|24.50 72 |3.5024.00 101 12.85]4.15
15 [3.00| 5.30 44 | 3.00|34.50 73 |3.00(4.50 102 |8.001 2.70
16 [3.00 | 3.50 45 13.00(18.50 74 13.50]17.00 103/ 3.00| 25.00
17 10.00 | 9.00 46 | 3.008.00 75 13.50(13.00
18 [6.00 |11.50 47 16.00|6.00 76 13.50]9.00
19 |3.00 [18.80 48 | 3.00|7.50 77 |3.50(6.10
20 |3.00 |10.50 49 | 3.00|5.00 78 13.10]15.40
21 |6.25 | 6.25 50 |3.00/9.00 79 15.50(9.00
22 |3.00 |12.10 5T |3.00(11.00 80 |5.50(13.00
23 |3.00 [11.50 52 | 3.20|14.20 81 |3.50(5.60
24 |3.00 |13.50 53 | 3.00|23.50 82 |8.60|8.60
25 |3.00 | 8.50 54 | 3.00|9.46 83 |3.30|6.80
26 |3.00 |15.50 55 |3.00|16.50 84 13.101/6.00
27 |3.00 |17.50 56 | 0.608.50 85 [2.50(3.50
28 |3.00 |20.50 57 | 3.00|28.50 86 [3.00]22.50
29 13.00 | 8.90 58 [3.30|15.60 87 13.00]12.00
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:Number ontacts ;
1 C/D:Customer Length Available P DRAWING UPDATE | JLZ 06/08/21 N
1
1 N*2.54+0.5 o
1 @ Notes:
1 (N-1)72.5420.25 | T 254 1.Electrical Characteristics:
1 2.54+0.1 'q_, e 1.1 Contact Resistance: 20mQ Max.
1 ‘—77 3 1.2 Dielectric Withstanding Voltage: 600V AC(rms)
£ ‘ ‘ ‘ ‘ ‘ ‘ ‘ > i\ | i\ For 1 Minute.
T T T T T T T T T T | 1.3 Insulation Resistance: 1000MQ Min.
i ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ > ‘ 1.4 Current Rating:3A.
i i i i i i i i i i T ‘ M 1.5 Voltage Rating:250V AC rms.
it nrn Sg fntnrinirnl e \ 2.Environment Characteristics:
1 1 1 1 1 1 1 1 1 1 1 | 2.1 Temperature: -40°C~+105°C.
oottt | 3. Materials:
\ \ \ \ \ \ \ \ \ \ ‘ 3.1 Contact Material: Copper Alloy.
i ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ a) ‘ 3.2 Contact Plating: Gold Plating Over Nickel.
| | | | | | | | | | | 3.3 Insulator Materials: PBT,Black,UL94-V0.
é Jj Jﬂ é é J: é é J: J: i \ i 4.Product Number Code:
\ \ \ \ \ \ \ \ \ \ o \ DS1021— X X X X = X
2 5.00 Plating Level
00.64 _ 8 = 3A: Level 3A B:Level B
= N: Level N
) Table C & D Dim.Type
(N-1)*2.54 1: Type 1
2: Type 2
2 54 & or-C*.*-D*.*
® Contact Plating
L%}{##}#}#}#}##}# F1: Full Gold Flash

B e

Mounting Type
S: Straight Type

No. Of Contacts

Recommend PCB Layout 2x1~2x40
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Dep
A Qty
3 TABLE B: TABLE B: TABLE B: TABLE B: TABLE B: TABLE B:
1 Dimension Dimension Dimension Dimension Dimension Dimension
1 TYPE[ ¢ 5 TYPE[ & 5 TYPE[ ¢ 5 TYPE[ ¢ 5 TYPE[ ¢ 5 TYPE[ & 5
1 17 |3.00] 6.10 30 | 3.00116.50 59 |3.00| 12.40
1 2 |3.00| 7.50 310]3.00 [21:50 60 |3.00 | 14.30
1 3 |3.00]10.50 32 |3.24 |8.16 61 [5.00| 16.50
! 4 |0.00|13.50 33 |2.20(6.10 62 |3.00| 5.00
; 5 |2.50]| 5.80 34 |3.50 [ 11.00 63 |5.33 | 5.84
6 |3.00] 7.10 35 |3.00 |5.50 64 |5.84 | 15.49
7 |3.00] 830 36 |3.00 |4.50 65 |3.00 | 3.50
8 |3.00| 9.30 37 |3.30 | 15.60 86 |20.00 3.00
9 |3.00] 12.30 38 | 3.00|17.30 67 5.33 | 5.84
10 | 3.00 | 14.50 39 |3.00 |30.50 68 [5.50 | 3.30
11 13.00 | 5.30 40 |3.00 |15.50 69 13.50 | 14.00
12 13.00 | 14.30 41 |3.00|6.50 70 | 6400-10/00
13 3.00 | 11.50 42 |2.50 [10.00
14 | 3.00| 13.50 43 | 2.41 [12.07
15 | 2.50| 16.00 44 |3.00 | 25.00
16 |3.00 | 3.00 45 |4.00 | 6.00
17 |3.00| 9.50 46 |3.00 [15.00
18 |3.00 | 19.50 47 |2.46| 5.70
19 |6.00 | 15.40 48 |3.00 [16.10
20 |3.00| 5.96 49 |3.00|11.96
21 |3.00| 6.96 50 |6.50 |12.00
22 |3.00| 15.90 51 |3.00| 8.96
23 |3.00 |24.50 52 |3.00| 9.00
24 |3.00 |29.50 53 |4.25| 4.25
25 |3.00 |34.50 54 |3.50| 9.50
26 |3.00[8.50 55 |3.10 | 6.00
27 |3.00[18.50 56 |8.70 | 6.00
28 |3.00 [12.50 57 |4.20| 7.80
29 [4.00 [10.50 58 |3.30 | 6.80
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! N:Number of contacts/3
} E/F:Customer length available
1 . Notes:
1 N 5‘54i0'5 5.08 1.Electrical Characteristics:
1 (N-1)"2.5440.25 | 254 1.1 Contact Resistance: 20mQ Max.
1 2.54+0.1 l 1.2 Dielectric Withstanding Voltage: 600V AC(rms)
£ For 1 Minute.
A f Jn Jn Jn Jn =L =L Jn ‘ 7 A cL 1.3 Insulation Resistance: 1000MQ Min.
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ L | 1.4 Current Rating:3A.
‘ K RN I RN 4 N 1 HD 13 WS 14 S £F Sl : 4 - i A 1.5 Voltage Rating:250V AC rms.
! 17‘—“7 ‘ —|'|7 ‘ —|'|7 ‘ -sg ‘ —|'|7 ‘ —|'|7 ‘ —|'|7 ‘—r ‘ “N’ ! 2.Environment Characteristics:
N i i i i i i i i i i T } 2.1 Temperature: -40°C~+105°C.
P ! ! ! ! ! ! ! ! ! ! ‘ 3.Materials:
[ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ w ‘ 3.1 Contact Material: Copper Alloy.
g;_“g | | | | | | | | | | \ 3.2 Contact Plating: Gold Plating Over Nickel.
g°% ! ! ! ! ! ! ! ! ! ! i ‘ o 3.3 Insulator Materials: PBT,Black,UL94-V0.
E’E T T T T T T T T T T T 4.Product Number Code:
5. 00.64 7.62 DS1021— X X X X — X
D e PLATING LEVEL
35t . 3A: Level 3A B: Level B
RE (N-1)"2.54 N: Level N
g’_:_%

2.54
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Mounting type
S: Straight type

No. of contacts
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