1]

2 3 4

PRODUCT NO.

DSDPOSLHGETR | 0> compliant

9.14£0.3

10.81£0.2
| IS—

1.3

9.48+0.2

2.5440.2 |

0.6

5.08£0.45

Note:

1.All dimensions are in millimeters.

2. General tolerance: 0. 2mm.

3. Material:

Base:UL94V-0 PBT Thermoplastic (Black).
Cover:UL94V-0 PBT Thermoplastic (Black/Red/Blue).
Actuators:UL94V-0 PBT Thermoplastic (White).
Contact plating:Gold plating over nickel.

Pitting material:Epoxy.

4. Electrical

Electrical:2000 Operations per switch 24/VDC, 25mA.
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Non-Swithing Rating:100mA, 50/VDC.
Swithing Rating:25mA, 24/VDC

Contact Resistance:100 mQ Max.at initial.
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Operation Temp:-20C to 70°C.
Storage Temp:-40C to 85C.
6. PART NUMBER DESCRIPTION:

DSDP XX L HGET R

[Color of Cover:R=Red B=Blue K=Black]
[Packing:T=Tube R=Reel]
[Finish:E=18"-3 »” Gold—plated ]
[Finish: G=Full Gold S=Contat—Gold-plated,

Mechanical life:2000 Operations per switch.

Terminal-Tin—Plated]

L [Terminal:S=SMD type H=Straight...... ]
[Actuator:T=Tape sealed S-Low profile W/0 Tape L~-Extemsion] |
[HP=Half—Pitch IC=IC type WB=WB type]
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DongGuan Kingtek Industrial Co., Ltd.
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