X Features:

» Lowest contact resistance less than 50m().

» Gold-plated contact provides high reliability.

» All materials are UL 94V0 grade,high temperature resistant plastic.

» All DIP switches Packaging are IC TUBES and the switches are OFF state.
» Shell colour: Red or Blue or Black.
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¥ Specifications( %)
@ Elcctrical Characteristics | %% |
Positions [ {7 #7) IP 0102 O3 M4 05 06 O7 08 009 010 [O12
Contct Rating [ fidh #1078 iit) » Switching: DC24V 25mA  Non-Switching: DC50V 100mA
Contact resistance [ {ZA8PHT) [» 50mQ Max at initial ; 100m @ Max after life test
Insulation resistance [ #5% P §i) I> 1000MQ Min at DC500V
Dielectric strength [ it ] [> 1 minute at AC s00vAC
Wave soldering [ i) [ 255+ 5°C for 3-—5 Seconds
@ Mechanical Characteristics | #B{EE )
Circuit [ BRI | |» spsT
Operation force [ #fJ1 | [» 100091 Max
Operating Temperature Range | | fi:t4 % 1[4 ) lb -30°C~85°C
Storage Temperature Range [ G473t /% 8l | IP -40°C~85°C
Packing Specifications [ 135 M4 | I> 42 PCS / Tube, 2100 PCS / Box
@ Endurance Characteristics | #§ A £ |
Mechanical life [ B i | |» 3,000 Cycles Operations
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