11mm Size Metal Shaft Type

Compact and highly reliable type available in many varieties.

EC11

M Typical Specifications
yp P Detector
Items Specifications
Slide
¥ Two phase of A, B
J Output signal Three phase of A, Band C (EC11EH)
Self-return switch (EC111 / EC11EOB) Push
Rating 10mA 5V DC Rotary
15,000 cycles
Operating life 30,000 cycles (EC11EH)
100,000 cycles (EC11K/EC11J)
Operating temperature range — 40°C to + 85C Power
Dual-in-line
M Product Line Package Type
Length of ) Travel of | Operating | Minimum order unit (pcs.) : TACT Switch™
Structure o nﬁs t::ttion the shaft (:;?I:Iq_l:) Nl:;::: irtOf I;Ifu ":lll):; P:vi?t:: push-on life Product No. D;:Ivgng
g (L) (mm) p switch (mm) | (cycles) | Japan | Export :
Without — EC11B15202AA 1
Horizontal 12+7 | 30 15 With 0.5 700 1,400 |EC11B15242AE | 2
I
1.5 EC11B15242AF 3
18 9 EC11E09204A4
107
30 EC11E15204A3
15
7+3 | Without Without EC11E1530401 | 4 Metal
107 36 EC11E1820402 &
18 Insulated
713 Without EC11E1830401 Shaft
18 9 EC11E09244BS Hollow
Flat | 20 | 10+7 Shaft
30 EC11E15244G1 Ring
15 Type
Vertical 7+3 | Without 0.5 15,000 EC11E153440D
1,200 2,400
107 36 EC11E18244AU
18
7%3 Without EC11E183440C
With 5
18 9 EC11E09244AQ
10 =7
30 EC11E15244B2
15
743 Without 1.5 EC11E1534408
10 =7 36 EC11E18244A5
18
7+3 Without EC11E1834403
12 7 30 Without — EC11G1560414 6
Less shaft | oraed | 25 | 8.5 5 | Without| 15 EC11G1574402 | 7
With 1.5 1,000 2,000
12 £ 7 30 EC11G1564411 8
18 9 EC11K0920401
Without| —— 9
30 15 EC11K1520401
18 9 EC11K0924401
Vertical Flat 20 12 5 0.5 100,000 1,000 2,000
30 15 EC11K1524402 10
With
18 9 EC11K0925401
1.5
30 15 EC11K1525401
m Refer to P.167 for product specifications.
Other varieties are also available. Please inquire. Refer to P.167 for attached parts.

Refer to P.168 for product varieties.
Refer to P.193 for soldering conditions.
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162

11mm Size Metal Shaft Type

BProduct Line

Length of Travelof | Operating | Minimum order unit (pcs.) ;
St || oSl | Tt Mok Mt P i
9 (LyLy) (mm) P wi mm | (cycles) | Japan | Export c
18 9 EC11J0920404
Without 11
30 15 EC11J152040F
18 9 EC11J0924411
Reflow Flat 20 12 5 0.5 100,000 300 600
30 15 EC11J1524413 12
With
18 9 EC11J0925403
1.5
EC11J1525402
20-tooth 25 30 15 Without — EC11E152T409 | 13
Push lock Serrated 10x7 800 1,600
26.4 With 8 EC11E152U402 | 14
15 Without | —— 15,000 EC1110120005 | 15
Self- Self-return
return 3 to 30 | Without switch 0.5 EC111012010H
switch 16
1.5 EC1110120201
18 1,200 2,400 | EC11EH124403
Flat 20 0.5
With
ABC 30 ABC l EC11EH224403
switch switch 30,000 17
18 EC11EH124404
1.5
107 EC11EH224404
Inner-shaft=25 0.5
30 EC11EBB24C03| 18
Dual- Slotted QOuter-shaft=15 15 Without | ——
haft - 15,000 700 1,400
sha Flat nner-shaft=25 With 1.5
. e EC11E0B2LBO1 | 19
Slotted Outershaft=15 | 3 to 30 | Without | ™ e | Without | ——

Other varieties are also available. Please inquire.

MPacking Specifications

Tray
Number of packages (pcs.) Export package
Product No. - measurements
1 case / Japan 1 case / export packing (mm)
EC11B 700 1,400 370 x 520 x 201
EC11E09/15/18/EC11EH 1,200 2,400
540 X 360 x 250
EC11G/EC11K 1,000 2,000
EC11J 300 600 369 x 283 X 263
EC11E152T /U 800 1,600 363 x 507 x 230
EC111 1,200 2,400
363 x 507 X 216
EC11EOB /BB 700 1,400
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11mm Size Metal Shaft Type

BDimensions Unit:mm
PC board mounting hole
No. Photo Style dimensions Detector
(Viewed from mounting side)
EC11B Slide
Horizontal 5.5 20
11.7 37
712 1, Push
Mounti
% ot o Mo -~
o
" D) ~ Jg /7 .
1 g ) g&% i mi 10 | T Ic
e > A
| A i LA M
(Switch01) 0.8\ M7X0.75 5 S i 3-01 holes p
w ower
5.7 38
RSN 14.1 L
Dual-in-line
Package Type
EC11B _ TACT Switch™
Horizontal Switch travel
with push-on switch 6.7 20 | 1.7 5
(travel 0.5mm) 7 10 ‘ :
—1.05 Mounting
# o 8 ‘ surface
= EE N Y
2 —in—r o)
@] ?&%43
IS Q I
(Switch02) (Switch01) < 5-01 holes
[0.8 \ M7X0.75 5 e
6o 38
. 14.1
Metal
EC11B Shaft
Horizontal Insulated
with push-on switch Shaft
(travel 1.5mm) 5
21 Hollow
Mounting Shaft
0 surface —
~ I Ring
3 s 8 Type
. S Ic [ —
IA
(Switcho‘Z) (Switch01 o \
o) 25 5-¢1 holes
6.9
141 38
EC11E
Vertical
24.5
35, |45 (20) 17 1255 Dummy
tormina L7, 12
© \_5:[ w| g m | m 15
4 o < ~ | o
T k—r 1C- 1= rﬁ A ] © j ’]‘7’#'
——iE 5T R o | o
- i E— o
(Switch01) \E 3 f c gr ACSB
£
a5 R0.5 0 5-01 holes
4‘1—1*' ~ 9.2 5
EC11E
Verlt1ical X N 245 Switch travel
with push-on switc 35 | |45 (20) / 1.7 125
(travel 0.5 / 1.5mm) ‘ 7 10 050r15
(Switch02) ol @ D | E ﬁ
[t} HESS m | m D E
& < o107 | 15
; FE==illc N
— INAE B B =
SN ~ | @
(Switch01) c1 8| |acs b o
AC'B
a5 \ROS 2 9 u
- 5-g1 holes
5
oo
D E
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11mm Size Metal Shaft Type

164

ot

——

HMDimensions Unit:mm
PC board mounting hole dimensions
Detector No. Photo Style (Viewed from mounting side)
Slide ECT1G M es o
o 45 (205)
ummy i
Push terminal 4 grr——_w ©2.05 hole
Rotary Sg} [7 _
6 o o 2
sl ®
e 0o
( 7 ) < ACB\ 501 holes
Power S s
Dual-in-line
Package Type
TACT Switeh™ EC11G mrancﬂeng o5 »s Switch travel
with push-on switch 5. @5 15
(travel 1.5mm) s IN L7 02.05 hole
(SW02)| 2-R0.8
Center of shaft
i b <
g ‘éﬁlﬁ E ©
7 o - ~ N
swon| oA 2
3.5 o :
(1l k i) ” LA(_E)IB J; 5-01 holes
Metal
& Ec1 1G Moﬁuntmg as s Switch travel
Insulated with push-on switch surace 15
5, (20.5)
Shaft (travel 1.5mm) \\45 B 18
(SWo2) " £
Hollow — Bhym
| ] <
Shaft ! — B e 8
R o X <
ing 8 o o 0.5x45°
- SWo1)
Type A ey O
1 D
1 “(.‘

EC11K
: EC11K09
Vertical Type only 1.6
2.6 2-R0.8
Mountin 02.1hole /1.55
e * surface M 24.5 N 125
ny terminal 3.5, \4'5 (20) 13.1 ~
10 7] Q2 1L
| O [») E 10|
9 1y ] w) N
~| 9 o 1
ij: < - j:ﬂ,ﬁ' 1 é, -
©|
o c1 \Ci EC11K15
(Switch01) 1.2 28.975 ACB Type only
3.5 Black part : Do not solder and
no wiring for electrical contact.
EC11K
Vertical EC11K09 ]

. . ype only -
with push-on switch Switch travel 12.6
(travel 0.5mm / 1.5mm) )

Mounting . 050r1.5
¢ ~ surface 24.5
L 4 35 .\ 45 (20) 1341
(Switch02) ] 1 7 2 1.7
10 | 1YY [l
< 9
ST n= ()%
&
o 1 a1 i EC11K15
(Switch01) 1.2 08.975 ACB Type only

3.5,

Black part : Do not solder and
no wiring for electrical contact.
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11mm Size Metal Shaft Type

MDimensions Unit:mm
No Photo Style PC board mounting hole dimensions
’ Y (Viewed from mounting side) Detector
EC:I” ECT1J09 Slide
eriow ype only
Mounting 245 172.5
surface - y
4.5 (20) Push
P N (Dummy 10
1 terminal) 10 7 -
| [ 10|
?-’Lh 39 Rotary
1 ¥ = -2
i et
. C1 C1
(Switch01) 1o 08.975
Power
A slant line part:The solder land Dual-in-line
Black part: Do not solder and wiring for electrical contact Package Type
EC11J Switch travel 1 EC11J09 TACT Switch™
with push-on switch / 5 [ ies ] [peonly
(travel 0.5mm / 1.5mm) Mounting 45 —p-0BOM5 A
surface -
\ 4.
(Switch02
8 <
12 9 _ HL o
- | = ©
513 ACN (3 2
1. —
Switch01) 1.6 il ‘
Z:BQB/ L@_] EC11J15
9 Type only
16.5
A slant line part:The solder land
Black part: Do not solder and wiring for electrical contact Metal
EC11E152T 35 25 Total travel Shaft
Push-lock mechanism Dummy terminal | _|5.1 g 7] Locktravel, 11.7 s Insulated
el ] 5
. 4 E L. Shaft
i 5 Dummy _—
N E. .
1 Eﬂﬂ NPT %, | /s Hollow
1 =5 ] % Shaft
(Switch1)] ~ N Ring
0 Type
~ | © E——
| o
AIC'B
5-91 holes
5
Total travel
EC11E152U 3.5 26.4 Look travel
Push-lock mechanism s gy ~ocklavel |\ 17
with push-lock switch (Switch02) 87 é D E 125
0| — m | m
o Fﬁj 5
J:‘ b Rl © =15
- ™A o b LLE
(Switcho1)] A (,“E ~ | ‘
14 |85 20 teeth Serrated | g -8
20 teeth Serrated 2 i ©
8:0,1 L —o— i o o
E AC'B
5-61 holes
5
EC111
Self-return switch
20
35 5 (15) 1.7 12.5 Dummy
Dummy terminal , , 5
N 0| © ¥ J 1.5
%D < @ ~ T
~
15 o \ [ \ [rﬁﬁxﬂ} t ‘
7@ | N7z 2 o
+ £ o
= ; =
(Switcho1) \ 3 ACB AlCB
R0.5 ol € 5-g1 holes
3.5 0
S ~ 9.2
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11mm Size Metal Shaft Type

HMDimensions Unit:mm
PC board mounting hole
Detector No. Photo Style dimensions
(Viewed from mounting side)
. EC111
| .
Slide Self-return switch
with push-on switch
Push (travel 0.5mm / 1.5mm) 25 Switch travel 125
—— 3.5 5 (20) 1.7 5,
Rotary ‘ 7 0. o50r15 Dﬁ £
(Switch02) D E ¢ 15
iy g .
m 16 | )ﬁ S - HO- . 9
! — ° ' NG
Power (Switch01 g |ACB 5-g1 holes
o5 RO.5 a1 E 02 5
Dual-in-line ) ~
Package Type T o—
B D E
TACT Switch™
EC11EH
ABC switch
with push-on switch 12.4
(travel 0.5mm / 1.5mm) Switch travel
245 7.5 6-01 holes
35 [45 7 (20 —
7 0.50r1.5 Bl E F
(Switch02) - 10 - ~
s <
17 Ni:/—r%:[[[ j 01 ) 0 \2-22.3 holes
~
Metal ) ugf_ﬂ — \ b d
(Switch01) < A'D C
Shaft — XA;% LE.J
Insulated ELA
Shaft
Hollow
Shaft
Ring
Type EC11E
Dual-shaft type
with push-on switch
(travel 0.5mm) a5 8 b5 _
Inner shaft: encoder | y Switch travel 1?5'5
Outer shaft: encoder 7 sl 7] Nz o =l 15
(Switch01) .05 ACE
IE (smmhos)% 5 o3 e R b ! %
18 ] o \ [ 3D ‘ t {
,I “‘1:j | ZW % @ o
) \ AlcB)Y
Switch02)
Swie Ros \cos \©08 5 | \801holes
35 |5 |
EC11E
Dual-shaft type
with push-on switch
(travel 1.5mm) Switch travel
Inner shaft: encoder 1.7 105
Outer shaft: self-return switch =~ 5
1.5 [t} =~ 1.5
' w0|e| o o AlC Bl
| @ @ ~ . be
19 ' ] 7j \ ~ P E
[ 1 1
; L‘Eﬁu‘@ i = H
(Switch02) % co5 é A9 25 ~ a
35 @ : AlcB[\
| 5] 8-01 holes
D E
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11mm Size Metal Shaft Encoders / Product Specifications

BMOutput Wave
=S FIXE L= A EC11E / EC11J / EC11K EC11EH
EC11G Detector
EC11B, EC11E, EC11G Detent stability position cannot be specified
30 detents, 15 pulse E)éﬁgar;a;etents 9 pulse Asignal OFF : : : : : : Slide
| | B B H B B H I
= EE1IS e o ow i Ul L
Asignal OF‘F ON | ! B signal OFF T |_:_| H H L:_l H
. : 1 A signal OFF | ON ON E : E E : E Push
Bsignal | OFF | ON b= Csignal OFF —) I [
) \ i OFF | ON T H H T H |
B signal ! ‘ ON Rotary
Detent s.tabill.ity position L N U S L L L e Detent position
CW direction CW direction Detent stabillity position — CW direction m
. g . Power
M Sliding Noise R
Dual-in-line
® Detailed dimensions Package Type
V1=V2=1 .5V max. TACT sWitChTM
Test circuit Output waveform EC11B éﬁ R = 5k02
5V DC attering : 2ms max.
. Bounce  :2ms max.
5 S| Vi —\/.=
Terminal B > E § X{_Fglz__ 155(\§ e
o N § —
S g S Va EC11E/ECIG Chattering : 3ms max.
' Encod N n Bounce  :2ms max.
: i Encoder
—— V,=V,=2.5V max.
.................. ) iding direction AtR = 5kQ
T I C i
erming 2 s Chattering : 3ms max.
Measurement condition : Rotation speed 360°/s  t: Masking time to avoid chattering Bounce : 2ms max.
Metal
N AtR = 5kQ O
Test circuit 5vDC EC11EH Chattering : 5ms max. Insulated
R R R Bounce  :5ms max. Shaft
Terminal A Terminal B Terminal C —
Hollow
: 1 Shaft
1 ! ABC switch B E—
3 ? 7 i Ring
""""""""" };c"'fé{rﬁi}{él]j""‘ Type
Test condition  Rotation speed 3607s
M Circuit Diagram
EC111/EC11EOB
cow . cw
//\\\\
T C T

11mm Size Metal Shaft Encoders / Attached Parts

The following parts are included with the product.

BEC11B Series

Unit:mm

Hexagonal nut
1

Flat washer

212

7.2

0.5

T
=

167
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11mm Size Metal Shaft Encoders / Product Varieties

B Shaft Dimensions

1. Single-shaft Type (EC11K is excluded. Refer to P.212 for EC11K)

1) Serrated Type Unit:mm
EC11 . . .
Configuration (Shaft diameter: ¢ 6) @ Detailed dimensions
20 teeth Serrated L1 LB 9 ’ 9 R S1
Not applicable for EC11E 20 7 6 1 7
and EC11G with push-lock
mechanism 25 10 10 2 11
|
‘ Q
ct
EC11K / EC11J L © Detailed dimensions
Configuration (Shaft diameter: ¢ 6) o 20 teeth Serrated L L »
al 15 7 5
E_T ; g 20 10 6
2) Flat Type Unit:mm
EC11 ] . L ® Detailed dimensions
Configuration (Shaft diameter: ¢ 6) & L L )
1 B
r—h 1 15 5 7
Eﬁjf&g 15 7 5(6)
I 20 7 10 (12)
\ﬂ %2 25 10 12
% 1 Does not comply with EC111
% 2 Ls=7 for EC11B.
Values in parentheses apply to products
without push-on switch.
EC11K / EC11J = ® Detailed dimensions
Configuration Le © i L 7
(Shaft diameter : ¢ 5.975) e |3 1 5
g 15 7 5
ﬁﬁ 20 10 7
\; c1
08.975
Dimensions marked with () apply to products without push-on switches.
3) Slotted Type Unitimm
EC11 L1 . . .
Configuration (Shaft diameter: ¢ 6) " e @ Detailed dimensions
B I L, Lo
-l 15 7
1 7 g"’ b 20 7
. \ cos 25 10
% LB=7 for EC11B.
EC11K / EC11J L . . .
Configuration ” : o e ® Detailed dimensions
(Shaft diameter : ¢ 5.975) A-‘ Tg 5 L, Lg
- ° 15 7
1 —e= 20 10
08.975 0.5
1.The highlighted figures in shaft types refer to Product Specifications in P.161 and P.162.

2.0ther varieties are also available. Please inquire.
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11mm Size Metal Shaft Encoders / Product Varieties

2. Standard Dimensions and configuration of Dual-shaft Type

1) Flat Type

Unit:mm

Configuration (Inner-shaft: ¢ 3.5 Outer-shaft: ¢ 6)

L2 | |_ 21

0
ai

0
[}
]

26

e

8%

AY
Kco;-s co5

@ Detailed dimensions

L,

L,

Lg

20

10

5

»~

25

15

7

o1

30

20

10

# @7 for type with inner / outer shaft encoders (EC11EBB)

Detector
Slide
Push
Rotary

Power

Dual-in-line
Package Type

1. The highlighted figures in shaft types refer to Product Specifications in P.162

2. Other varieties are also available. Please inquire.

ALPS
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M List of Varieties

Metal shaft
Type
9mm size 11mm size
Series ECO09E EC11B EC11E EC11G
= Detector
Photo m h& ! B .
4 ¥ Slide
bl o b L
Output Incremental (Two phase A and B ) Push
Shaft types Single-shaft | Dualshaft | Single-shaft
Rotary
Operating direction Vertical Horizontal Vertical
Number of pulse / 15/30 15/ 309 c/)r1 f\sNithout 15 /30 or Without M
L TRLEER G G T 18/36 or Without
. Power
Features e P \r/]V||thokut detr?nt_ —_— Less shaft wobble
ush-lock mechanism Dualinine
w 11.7 Package Type
Dimensions 9.5
(mm) e 138 2 TACT Switeh™
H 4.5 55 4.5 8/85 4.5
Operating temperature range —40°C to + 85C
Operating life 15,000 cycle
Automotive use { J o o [ J
Life cycle (availability)
Rating 10mA 5V DC
Max./min. operating current IS
Electrical (Resistive load) 10mgy 1mA glhet?tl
performance Insulation | a
. - 100M Q min. 250V DC 7Insulated
300 or 1 minuteor . Shaft
Voltage proof or 360V AC for 1s 300V AC for 1 minute or 360V AC for 2s o
- ollow
oty | — — reamvm | — | ss=smum | shai
Mechanical -
performance Detent torque 8 £ 5mN-m 12 = 7mN-m 10 = 7mN-m 12 £ 7mN-m '?m%
Push-pull strength 100N yp
Shaft configuration Flat Flat, Slotted, Serrated ‘ oimner shaft Flat | Serrated
Terminal type Insertion
Push-lock
Switch type Push-on switch mechanism Push-on switch
switch %
Contact : : _
arrangement Single pole and single throw (Push-on)
Travel (mm) [0.5+0.3[1.5+0.5| 05124 [1.5+0.5/0.5+0.3|1.5+0.5| 8+0.8 |0.5+0.3|1.5+0.5 1.5+0.35
Switch Operating +25 4 + + +25 + +25 4+ 4+
Specifications|  force (N) 6f2° | 4+2 | 6+£3|5+2 | 6%2° | 4+2 |8max. | 67%° | 4£2 5+2
Rating 10mA 5V DC 0.1A 5V DC (500 11 A 5V DC min. ratings)
Cc_)ntact 100m Q max. for initial period; 200m Q max. after operating life
resistance : ! : :
P 10,000 25,000 : : 10,000 : :
Operating life times min. times min. 20,000 times min. times min. 20,000 times min.
Page 160 161

.EncodersSolderingCOnditions-o-o-o-o-o-o-o-o-o-o-o-o-o-o-o-o-o-193
.EncodersCautions ® e e e s s s e e s s s s e e e s s s s e e s s s s e e s s s s e e e o 104

1. % marked specification is only applicable to EC11E152U402.
2. @ indicates applicability to all products in the series.
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M List of Varieties

ALPS

Metal shaft
Type
11mm size 20mm size
Series EC111 EC11EH EC11K EC11J EC20A / RK203 EM20B
Detector . a
|
Slide Photo - }ii- i) 5 lLll g
S LN 4 N ¥
il o e 5‘4” S
Push . Incremental
Output Self-return switch (Three phase A Band ) Incremental (Two phase A and B)
Rotary Shaft types Single-shaft
m Operating direction Vertical
Number of pulse / 6XABC /18 9/18
Number of detent 10XABC /30 15/30 18/18 40740
Power
Surface Magnetic type;
Dual-in-line EERITES Mount Type LED indicator option
Package Type w 1.7 20.2 20
T Dimensions
TACT Switch (mm) D 13 12 14.2 19.2 22.25
H 5 4.5 10 13
Operating temperature range -40°C to + 85C -30°C to + 80C |-10C to + 70C
Operating life 15,000 cycles | 30,000 cycles 100,000 cycles 30,000 cycles 500,000 rotations
Automotive use o ( ] o o [ J —_—
Rating 10mA 5V DC 1mA 5V DC 10mA 5V+5% DC
e Max./min. operating current _
gnhet:: Electrical (Resistive load) 10mA / 1mA E— 15mA /
a
- 2T | performance | jngylation resistance 100M Q min. 250V DC 10MQ min. 50V DC | 100MQ min. 250V DC
Insulated
300V AC for 1 minute 300V AC for 1 minute 50V AC for 1 minute | 300V AC for 1 minute
& Voltage proof or 360V AC for 2s or 360V AC for 1s or 60V AC for 2s or 360V AC for 2s
Hollow Rotational torque . .
Shaft Voctarical | Wihout detent 310 30mN-m 7mN-m max.
Ring performance Detent torque —_ 10+£7mN-m 12 £ 5mN'm 40%£20mN-m 8+5mN-m
Type Push-pull strength 100N
Shaft configuration Flat, Slotted, Serrated Flat
Terminal type Insertion Reflow Insertion
Switch type Push-on switch
Contact Single pole and single throw (Push-on)
arrangement
Travel (mm) 05+£03|15+05|05+03|15£05(05+£03|15+05|05%+03 1.5%0.5 0.5 tg;g
Switch Operating _ y
Specifications T 61 |4x2| 67 |4x2| 5+2 442 5+2 4+2 6+3
4 0.1A5V DC 0.1A5V DC 0.5A 16V DC
Rating (500 4 A 5V DC min. ratings) (0.1mA 5V DC min. ratings) (1mA 16V DC min. ratings) 0.1A5VDC
Contact . i N
e 100m Q max. for initial period; 200m Q max. after operating life.
L . . 1,000,000 | 100,000 | 1,000,000 | 100,000 20,000 25,000
Operating life 20,000 times min. times min. | times min. | times min. | times min. times min. times min.
Page 161 170 172
. Encoders Solderlng Condltions o o o o o o o s o s e s e s s s e s s s s s s s e s s s s s e s e s e 193
. Encoders Cautlons © o © o o o o o o s © © s s © s s s s s s s s s s s s s s s s s s e s s s e s e 194
I @ indicates applicability to all products in the series.
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Encoders Soldering Conditions

B Reference for Hand Soldering

Series

Tip temperature

Soldering time

No. of solders

ECO5E, ECO9E, EC10E, EC111, EC11B,
EC11E, EC11G, EC11K, EC12D, EC12E,

EC18A, EC20A, EC21A, EC28A, EC35A, 350°C max. 3s max. 1time
EC35AH, EC35B, EC40A, EC45A, EC50A,
EC60A, EM20B
EC11J 350+10C 3*ls 2time
B Reference for Dip Soldering
. Preheatin Dip solderin
Series - E : - : 2 S - - No. of solders
Soldering surfacstemperature | Heating time | Soldering temperature | Soldering time
ECO09E, EC11B, EC111, EC11E, EC11G,
EC11K, EC18A, EC20A, EC21A, EC28A, 100°C max. 2 min. max. 260+5C 5+1s 2 time max.
EC35A, EC35AH, EC35B, EC50A
EC10E, EC12D, EC12E 100°C max. 1 min. max. 260+5C 3+1s 2 time max.
EC40A 110°C max. 1 min. max. 260°C max. 10s max. 1time
ECA45A, EC60A 100°C max. 2 min. max. 260°C max. 5s max. 2 time max.
EM20B 80°C max. 1 min. max. 260°C max. 3s max. 2 time max.
[ Condition for Reflow
Temperature profile
300 T
/TN :
- B
o
© 200 T \
g : c
8 5 D
£ 3
2 .
100 T
Ri ‘\ .
te(r)r?pTerature * Time (s)
Pre-heating
E max. F max.
G max.
H max.
Series A B C D E F G H No. of reflows
EC11J 260°C 230°C 180°C | 150°C | 2 min.max. 3s 40s 4 min. max 2 time max.
ECO5E 250°C min. | 230°C min. | 180°C | 150°C | 60s to 120s - 30s to 40s - 2 time max.

1.When using an infrared reflow oven, solder may sometimes not be applied. Be sure to use a hot air reflow oven or a
type that uses infrared rays in combination with hot air.

2.The temperatures given above are the maximum temperatures at the terminals of the potentiometer when
employing a hot air reflow method. The temperature of the PC board and the surface temperature of the
potentiometer may vary greatly depending on the PC board material, its size and thickness. Ensure that the surface
temperature of the potentiometer does not rise to 250°C or greater.

3.Conditions vary to some extent depending on the type of reflow bath used. Be sure to give due consideration to this

prior to use.
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