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SPECIFICATION
Current Rating:3A
Dielectric Withstanding Voltage:1000V AC/Minute
Contact Resistance:20 Milliohms Max
Insulation Resistance:5000 Megaohms Min.At 500V DC
Operation Temperature:-55℃ ～+125℃
Insertion Force:0.4Kgf Max.Per Pair
Withdrawal Force:0.25Kgf Max.Per Pair

Insulator:PBT+G.F.(UL94V-0)
Contact:Brass or Phosphor Bronze
        Gold Plated On Contact Area
        Tin Plated On Solder Tails,Over Nickel

RoHS Compliant

ECxxP03BK-0001

Order Information
Housing Wiht Pin
E C xx P 03 xx BK - 0001

E=2.54mm FEMALE EDGE SLOT

C=IDC TYPE

NO. OF PINS:10～64

P=Phosphor Bronze + PBT

BK=Black
GY=Gery
BU=Blue

GF=1u" Glod Flash
03=3u" Glod
05=5u" Glod
10=10 u" Glod
15=15 u" Glod
A3=3u" All Glod

Blank=Without SR
SR=With SR

Strain Relief
E C xx SR BK - 0001

Keying Plug
3439-2

E=2.54mm FEMALE EDGE SLOT

C=IDC TYPE

NO. OF PINS:10～64

BK=Black
GY=Gery
BU=Blue

Blank=Without SR
SR=With SR
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