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ENCODER SPECIFICATIONS

1 —RE
General information
-1 G ED089. ED09D 4|
Applicable models ED089 &ED(09DSerial
1-2 TSR . .
U . -30C~ +70C
sage environment temperature
_ LRz vE RE
13 (RAFIREER L 40T~ +70C
Storage environment temperature
1-4 P ZAF WE: 5~35°C, WfEZ: 45~85%HR
Test condition Temperature:5~35°C, Moisture:45~85%HR
1-5  FRREEK AT AT RoHS #54
Environmental requisition This product is compliant with RoHS Directive
1. TG i 350C £5°C, 3 1)
2. AR EAR I Bm 260°C £5°C, 3 Fhy BEHCR TG B B 100°C,
1 8PN,
3. BAERERORUELE 121 2 IK;
X V2 pE
16 Tt 4. AIER R
Soldering heat-resistance 1. Soldering iron Max ,350°C £5°C at 3 sec
2. Auto soldering 260°C &=5°C max. at 3 Sec. Preheating temperature of board
surface: 100°C max. at within 1 minutes.
3. To guarantee the above process at 1:or 2 times.
4. No apply the reflow soldering.
1-7 Jg™ H
Country of origin China
2 Mg
Construction
21 5hL BABIERIERE, BRI R AR
Appearance Every part should finished, be not exist rust flaw crack and bad plating
2-2 ~k I P v R
Measurements Under conditions prescribed by design drawing.
3 pUmtkRE
Mechanical characteristics
3-1 ax[nl S .
. 360
Total rotational angle
3-2 [l 150~450gf.cm (Fefds: 60° /1 #
Rotational torque 150~450gf.cm (Rotational velocity : 60° /1 Sec. )
3-3 Efr L 20 N EAL
Number of detent 20 Detents
34 YIE 18° +3°
Change-Over angle
3.5 kS| -
Pull-Push Strength of Shaft 10Kgf.cm Min.
- i
3-6 ﬂ}%ﬂif)\%ﬁfg 10K gf.cm Min.
Nut tightening strength
37 RS A2 Tt Jti 1 75 250gf, SRR AZ /N T G LR /30mm
\ - On the tip of the single shaft exert pressure 250gf , Shaft radial deviant be smaller than:
Shaft wobble .
I*shaft long L size/30mm
4 EHSMERE
Electrical characteristics
-1 FiE <
4-1 FE s _ DC 5V
Voltage rating
42 HE R
Current rating ImA
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4-3 M HLE AC 300V 1 73 RAE i FRIAARZ 8], Siig 5 A 2 [7])
Voltage proof 1 Minute at AC 300V (Between terminal — case, Between terminal —shaft).
4-4 EEEHEBE DC 10V 1 AC50V
Maximum operating voltage DC 10V or AC50V
_ =] 325
4-5 ﬂijﬂfﬁﬁ GV . 2 5mA
Maximum operating current
4-6 ALK 100 Max
Ratings power
4-7  HGARBT DC 250V 100M Q L - i 7 FUA A Z 6], S5~ A2 18]
Insulation resistance 100M @ min. At DC 250V (Between terminal — case, Between terminal —shaft).
4-8 kit JEk— A (360° ) #irt 20 AP

Number of pulses

Output 20 pulses of rotate one circle(360° ).

4-9 HifE S

Output signal

A B 55, ARLZE KT Qi F

* g AfFS (A—COM i), BfH'5 (B—COM [i])

Output of phase difference, signals A and B, is as follows.

*Remark: A signal (Between A-common) ,B signal (Between B-common )

CV. C.CW
e et W
oiF OKF

A A 0N
OFF OFF

B ON E ON

SE AV Jack DA

Detent point Detent point

4-10 M7z

Phase difference

TEBAER TGO T Td=T/4£T/6

* e T=JHH

In no detent circumstances Td=T/4 = T/6 in case of no detent.
*Remark: T= Cycle T

Td | Td | Td | Td

OFF
OM

OFF
ON

4-11

e 75 i

Rotational life

TeAATIEIL BN 600 JE, Fy 30,000 JH, Fdr G

1. ZGAPT 10M Q LU_E DC250V iy FAIAAAZ 8], Sy RIS 2 1]

2. ML Hs AC100V 1 38 Coig f-FIAARZ 0], S5 AU 2 18D, 482 B HTT0
i

3. [l WAL 3-2 T

4. ANUFIEAE TR .

30,000 cycles under no load circumstances by 600 r./h of rotation, afterlife cycle:

1. Insulation resistance:10M Q min. At DC 250V. (Between terminal — case,

Between terminal —shaft).

2. Withstanding voltage : AC 100V at 1 minute (Between terminal — case, Between
terminal —shaft). No subversion on insulation resistance.

3. Rotational torque : Content item No. 3-2.

4. No damage on appearance and structure.
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Operating life for momentary push switch

5 JFRERE
Switch characteristics
mpei B
Apply No apply
5-1 JFRAEK QI
Switch type Push type
5-2 JFR[H[ER. LIL S
Switch configuration, Contact point S.P.S.T
53 FREMAD DC 16, 0.5A
Switch working angle
54 JFRALIEATE
+ —
Switch push travel 0.5+0. 1/-0. 2mn
55 FRRBUED 700+ 300gf
Switch push pressure
56 JFORAEA L EL <100mQ, Zifiv)i<500mQ
Switch contact resistance <100mQ, afterlife cycle: <500mQ
TSRO R BRI 600 IR, A 20,000 X, i) -
1. LS ACT100V 1 238t OF i PRI LZ ), 4Bl i %
2. FFORHLE Ty W H 5-5 T
3. AR E A TEAIA o
57 JFRAG g fi

20,000 cycles under no load circumstances by 600 r./h of push, afterlife cycle:

1. Withstanding voltage: AC 100V at 1 minute (Between switch terminal — case).
No subversion on insulation resistance.

2. Switch push pressure: Content item No. 5-5.

3. No damage on appearance and structure.

6 Bizkikge
Waterproof standard characteristics
O AidH]
No Apply
61 Wikt B bk ” e = A b p ot
W, Gmhd Rl O S T K 1KY, HE R AR ) R R A AR AR U, 30
aterproof standard

3B R A A AR E K

Grade -7 of Waterproof standard

Encoder’s Shaft and Bush in water 1M deep, after other component sealed exposed
to the standard atmosphere, after 30 minutes no water into the Encoder’s inner.

L ETE AR ARG

DONG GUAN CHANG TAI ER ELECTRONIC CO., LTD.
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