A%+ Specification

1. — B
General in formations
1-1 &R
Applying range

1-2 fd PR RV

Operating temperature range

LRI 2 2 IS - LT AL
This specification applies to encoder with carbon composition, using in

electronic equipment
—20~4+707C

13 REIRAS IS5 ~35°C, 4 5~85%RHIFERE
Test condition As our standard conditions :Temperature 5~35°C, Moisture :45~85%RH
2. AU
Appearance and dimensions
2-1 AU PR NI AR, B, RAE R A KA,
Appearance No harmful rust, cracks, scratches and poor plating under functioning.
22 R 2% WHFE'S ED09D21M-FB25.5C10-C10-2015
Dimensions refer to the attached drawing No. EDO9D21M-FB25.5C10-C10-2015
3. EMR
Electrical ratings
3-1 EMRfHLE DC5V
Rated voltage
32 ERH I mA. 3 FRAZ 2mA (HAftE it )
Rated current ImA. (note) Common terminal shall be withstanded at 2mA(Resistance loading)
3-3 ECRfEAT 2.5mA. Ui AR SZ SmA (KT DLTRD
Max. Operating current 2.5 mA. (note) Common terminal shall be withstanded at SmA(Resistance loading)
4. HAUHIHFIE
Electrical characteristics
Wi H Items PV Specifications % Conditions
4-1  fEfhIEST 200Q LLF (HIHHIED TR : DC5V LLF
Contact resistance | 200Q max .(Initial) IV : 200Q : 1mA
(I T77%) 20MQ: 1uA
TE 58 O AL B FHERATH bR 425 1 2 B-COM | Open voltage : DC5V max
H1 A-COM 2 [a]{5p& 200 Q. 764 5 {15 HL | Current : 200Q range : 1mA

= B-COM Z 8l & i
(Measurement condition)
To guarantee 200 Q between B-COM by our
standard measurement instrument at detent
position between A-COM.
To measure between detents(B-COM) in
case of hawing interrogation
10ms PAF

10mc max

20MQ range: 1uA

F 15 r.p.m B SR &N 7E AL 1))
SE B HEL R 5 % LA

To measure at 15 r.p.m. cycle speed
supplying voltage and current for each bits.

4-2 PR3
Chattering

%
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A%+ Specification

Ui H Ttems

Mo %

Specifications ‘ % M

Conditions

4-3 HhES

Output signals

A. B2 55, M ZEZMHE BN

Output of phase difference, signals A and B, is as follows.

AfE5 (A—COM [AD
A signal

Between A-common

B 5% (B—COM [A])
B signal

Between B-common

AfE5 (A—COM [AD
A signal

Between A-common

B {55 (B—COM [A])
B signal

Between B-common

C Wl 177 1))
Clock wise
[ [ [

ON \

e L

ON

—

OFF | | |

| \ \

C C WA 7)) ——m— \

Counter tlock wise | |

ON | | |
OFF |

ON
OFF————

FERL R
Detent point

4-4 Sy fiihe
Resolution

10 Mk (360 FEHE4S)
10 pulses (endless)

Jiede 1 &y dk e
Output pulse at 1 cycle

4-5 e

Number of detent

20 N EANL

TE BN AL B, A-COM 2 i /& ON B&

OFF.

ANTEENL S AL B, B-COM 2 [Alj& ON &,

& OFF.
20 detents.

Between A-common is
detent position.

Between B-Common is ON or OFF not

Specified at detent position.

ON or OFF at

4-6 fiAHZE

Phase difference

TEERA ENMIITEIT Td=T/4+T/6
Td=T/4+T/6 in case of no detent.

ZHEW T
Refer to the following.

T

SE T

Constant speed

AfE% (A—COM i) - — e
A signal T=Cycle
Between A-common _|Td | Td | Td
B 5% (B—COM [a]) ON_
B signal
Between B-common OFF
ON
OFF—
C WU T7 1) ———
Clock wise
4-7 ML MU AC300V 1 4%,
Dielectric strength | No subversion on insulated resistance. Uiy - 5 AR 2 [A]
Uiy~ 55 S 2 ]
AC 300V at 1 minute.
Between terminal —case.
Between terminal —shaft
48 fapE fEsE B BL R 50+15% (18+5.4° )
Duty rati 50+15%(18+%5.4° )In case of detent.
uty ratio
il 1 H % #E
. Designed By Checked By | Approved By
AETEARELT A A [HRETER\ | /FEIED\
DONG GUAN CHANG TAI ER ELECTRONICS CO.,LTD ( 2023.04. 1 4) (2023'04.1 4)
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A%+ Specification

5. HUBRIREE

Mechanical characteristics

i H Items pS Y - Specifications ‘ % Conditions
5-1 [al¥% 7558 7.8~29.4mN *m  (80~300gf.cm) :0~+70°C
rotational torque 49. 1IMN « m LR (500gf. cm max.) :0~-20°C

SE NI E L T

7.8~29.4mN *m  (80~300gf.cm) :0~+70°C

49. IMN * m max (500gf.cm max.) :0~-20°C
(with detent feeling)

5-2 VI g

Change over angle

18+3°

5-3 i f-omE

Terminal strength

i 5B L AN A B,

iy Jo s .

W85, R RETC .

No damage to case and terminal, such as

terminal’s falling off.

it T 3 B 7 MR 4.9N (0.5kgh A B 5
.

(LA 1 U0
Static load of 4.9N (0.5kgf) shall be applied to the tip

of terminals for 5 sec. in vertical direction (1

Bent terminal shall be acceptable. time/terminal)
Without  abnormality in electrical
characteristics after testing.
5-4 R LHEDA : 98.1N min .(10kgf PA_L) i B
strength HhfE : 98.IN min .(10kgf LA I) Static load
BARERESE  « 0.98IN +m B L
(10kgf .cm LA L)
Shaft pull : 98.1N min .(10kgf min.)
Shaft push : 98.1N min .(10kgf min.)
Nut tightening : 0.98IN *m min
(10kgf .cm min.)
5-5 Ak (R 538 i T 2RI 75% PRIZIR L : 2304£5C
Solderability With being covered 75% min .of immersed | {2i5iff[A] :3+0.5 sec

area.

230+5C
Solder dipping time :3%+0.5 sec

Solder temperature :

5-6 i i
Soldering
heat-resistance

T B AMERE -

PP ERETC ¥ -

Electrical characteristics shall be satisfied.
No mechanical abnormality such as a

excessive play.

&8 350+5°C 3FPLLA

Soldering iron : Max.3 sec .at 350£5C

5-7 HilrfE SEANES

Zm: - 1.0X (/300 mm LR c 1 AN

Shaft wobble and | ##[7]: 0. 5mm PLF.
bend * AR IR 2.5N (250gf)
Radial : 0.5X (shaft/30)mm max :single shaft
Thrust: 0.5mm max.
* Tip of the shaft applied 2.5N (250gf)
il 1 H % #E
. Designed By Checked By | Approved By
AFETEALR T A RAA o\ | SrrmRN | faees
DONG GUAN CHANG TAI ER ELECTRONICS CO.,LTD ="
(2023.04.14) |(2023.04.14)
\ma / | \&xx/
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A%+ Specification

6. M¥AME
Durability characteristics
i H Items b Specifications % Conditions
6-1 FH ik ngé?:b IKQ LJJL FAAF T 50, 000
: : 22 it 1I0MQ L DC250V N i
Without loading b R AR ) BRI 600. EVANiR) |
test Cly 5~ RS 2 18] ) 50,000 cycles without loading.
fif & ACI100V 1 7% 600 continuous cycles per | hour.
g §- AR 2 [])
Cmi L Pl TP
#a 2 IG5
[l e 52 5 5-1 T
SN ZE R TE A
Contact resistance : 1K Q max.
Insulation resistance : 10M Q min. at DC
250V.
— (Between terminal — case) - —
6-2 Ffifinde (Between terminal —shaft) SERE ST T 50, 000 J
loading test Withstanding voltage : AC 100V at 1 | @453 E:. 600 [=l//NE
minute ) 50,000 cycles with loading.
(Between terminal — case) :
(Between terminal —shaft) 600 continuous cycles per 1 hour.
No subversion on insulation resistance.
Rotational torque : shall not deviate from
item No. 5-1.
No damage on appearance and structure.
7. e
Endurance characteristics
i H Items S S Specifications % Conditions
7-1 TR &k PefulHiHT 200 Q AR —20°C 1/ CERHEIRE)
Cold resistance é@%ﬁﬁz};}i\gg LLE DC250V R R R L /N S I E
oty PRI AR 2 8] . , .
(3 T RS ) -20°C 1 hour left without loading . .
Mt E ACL00V 1 404 To be measured after atmospheric
iy AUAS A2 T8)) conditions for 1 hour.
g5~ RS 22 ) ) : -
-2 i S 7T0C 24 0/pK il
Heat resistance [ 7% . RS 5-1 T Hi R TP 1 /N S E
AN FN 25 R TE AR IR 70°C 240 hours left without loading.
Contact resistance : 2 0 0 Qmax. To be measured after atmospheric
Insulation resistance : 10M Q2 min. at DC conditions for 1 hour.
250V.
7-3 [t (Between terminal — case) 40C 90~95%RH 9 6 /i
Damp heat (Between terminal —shaft) (LA E)
Withstanding v.oltage : AC 100V at 1 minute G R 1 N S
(Between terminal - case) 40°C 90~ 95%RHl 96 hours left without
(Between terminal —shaft) .
} . X ) loading
No subversion on insulation resistance. ]
Rotational torque : shall not deviate from To be measured —after atmospheric
item No. 5-1. conditions for 1 hour.
No damage on appearance and structure

2T K AL &F ARAG
DONG GUAN CHANG TAI ER ELECTRONICS CO.,LTD

il AE % % #E
Designed By | Checked By | Approved By

e

2023.04.14/ | (2023.04.14
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A%+ Specification

8. TRAFIRSE

Storage temperature

9. m-RIE
High-coating

10. Bk
Sealability

1. PR
Recommended conditions of

dip soldering

—40~+707C

PR R IR, AR 1 OKIRKIZK T 30 0B, B BRI BHR K.
After mounting a pot product, No leak on bushing and shaft at 9.8 kPa
(0.1kgf * m*)by a hydraulic pressure for 30 min.

ARG REEORERIA
Requires confirmation at your dip soldering process.
O F FER :t=1. 6mm —iAHIE

Board One sided copper foil.

@ B EEE 0.82 DAL, BRA— - 5 N H A LA AR R
W HRBE T, WA R BN .
Fluxing
To use the of min. 0.82 density, half of the board
Thickness should be standard for foaming surface
measured by foaming — fluxed, and never flow over
on the board surface.
@ T BRI E 100°CLAF 2 73 LAN
Preheating  Temperature of board surface 100°C max .at within 2
minutes .
@ FREz :260°C LA 3L,
Soldering 260°C max. at within 3 sec.

DA RS AR CRIELE 1 B 2 IR, ToHvEEE.

To guarantee the above process at 1 or 2 times, , Pb- free soldering.

B. FILEBEERE®350C+E5C, 38, LHERE
Soldering iron Max ,350°C =5°C at 3 sec, Pb- free soldering.

2T K AL &F ARAG
DONG GUAN CHANG TAI ER ELECTRONICS CO.,LTD

il AE % % #E
Designed By | Checked By | Approved By

s TR e TSR
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A%+ Specification

13. FFRMAE

Switch specification

13-1 JBX
Switch type

13-2 PR 4% 0540

Switch configuration

13-3 Ef%

Switch rating

13-4 FFRATHE

Switch stroke

13-5 R 156

Switch torque

13-6 [A14: 4y
Switch life

13-7 ARt

(DC5V. 1A HJEPE FiE)

Switch contact resistance

(Measured by DC5V,

1A voltage drop method )

S2)

PRI
S. P. S. T.

DC12V—0. 5A

9. 8NDTF
(1Kgf L'F)
9.8N max.
(1Kgf max.)

TR T 10,000 J&
10,000 cycles without load

50mQ LR

50m Q max.

200 m @ BL (10,000 /)

200 m Q max. after 10,000 cycles

# 1k

Remarks

2T K AL &F ARAG
DONG GUAN CHANG TAI ER ELECTRONICS CO.,LTD

il 7 7 B i
Designed By | Checked By | Approved By
ﬁ%rﬁﬁ ﬁ%ﬂﬁx ,@%ﬁﬁx
(2023.04.14) | (2023.04.14) | (2023.04.14)
\Z=m|/ | \m8/ | \@Ex/
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6 | 15 | 14 | 13 | 12 | 11 | 10 | 9 v 8 | YAl & | S 1 4 | 3 1 2| 1
© D :
P. C. B. ZHALIEA:
P.C.B Mounting hole detail |K
- FULL C.C.W REAZ  £0.1 i
S POSITION 9.1£0.5 25.5+0.3 Gen. tolerance +0.1
0 9.5+0.3 \ ¥ 7+0.3 J
N #ThR = 10£0.2 2101, 1n
~ Lot NO. marks ‘ 0.5+0.3 o ||
' @/3 . 0 VKl Switch stroke S2 < i
L = S1 2 % |
Im - O > - - - e
g e \\ ~ Jr ok -
e o~
ITUI © O I — \ 3+05 N H w H
O ] 0 0.5 oo o
OO oy
| R H 0.8\M7XO' 7 o S ST n
s A é e o © . 1S} Mounting face G
Q 2+0.1 2. S "
g 5-0.8%0.1
5 F
E
D
EFASE ||
Circuit diagram c
IR KRR 1A FR A ]
h /O J>\ DONG GUAN CHANG TAI ER ELECTRONIC CO., LTD. —
VY
b2 el |y o | R | | R gy | B il et B
PUEI&ON Scale "7 | Edition | Unit Designed By | Checked By | Approved By
] ) ) s =k > =k > =i |
(82) ° 99 Typfl?ame EDO9D21M ﬁf&}LDIMENSION ma&% @51&\ @Ifﬁ
(SD) T T ETE R (2023.04.14)|(2023.04.14)| (2023.04.14)|A
TR 1507 bug. N0, |PDO9D2IM-FB25. 5C10-C10-2015 %E_IZE/ @_@ly @%y
cn.tolérance — ’ :
16 | 14 | 13 | 12 | 11 | 10 9 4 8 | YAl & | S 1 4 | 3 1 2 | 1



gc09
单位部门，完整姓名，日期

gc09
单位部门，完整姓名，日期

gc09
单位部门，完整姓名，日期


2~

oe
1. ;2 H 2 A = i (] ] g 3} |
Marking detail L=
Q/T=
17 7 1 C
PEf: C CRED
Country of origin: C (China)
WEEK CODE: 1 (1st Week ) + 2 (2nd Week ) + 3 (3rd Week ) . 4 (4th Week ) . 5 (5th Week )
Afr: 1 (LAY 2 Q2H) o =+ -+ O(0H) « N (11H) « D (12H)
Month code: 1 (Jan.) . 2 (Feb.) .-+ --- 0O(Oct.) v+ N (Nov.) . D (Dec.)
e 11 (2011) 12 (2012) . 13 (2013) <+ --- 18 (2018) + 19 (2019) . 20 (2020)
Year Code: 11 (2011) . 12 (2012) . 13 (2013) --- -+ 18 (2018) . 19 (2019) . 20 (2020)
W
Materials
5 A 44 FR Mo VG A I O VA
NQ. COMPONENT PART NAME MATERIAL QTY| COLOR |SUPPLIER
. i A | | eEE
Shaft Brass Gold Yellow| China
RS Bt ds K
2 Bushing Zin¢' alloy 1 Gery (Ejphgla
e A T4 KR,
3 Clapboard Phosphor Bronze 2 Ivoy éjhgla
kL oy Switch gasket W
4 Carbﬁﬁ@]ﬁﬁc%heu PAG6 1 Blue éjhina
VAP i {0, i
O | Switch plastic shell POM 1 White China
TFRAAR S 1
6 Switch body PBT 1 White China
kA e
7 Rivet Red copper Iﬂa?e Nickel 2 Siﬁ%gﬁite E'jhﬂla
1E3 Pra < K e
Stopjf)ﬁg Zin alloy Ll Gery China
5 F | wme | g
Reed Phosphor Bronze Ivoy China
FEL A B 1 MR,
\ Brush Znic White copper L | silvery white hgla
B R o
\ Bo?m POM 1 Black China
\ 37 N | gre | wm
Clasp Stainless steel Metallic China
JERISY 8 wEm |
\ Switch shrapnel Sta?r:lf]s%sﬁ?ti%%sﬁilver 1 Silvery white | China
\ 7K ped EILE 1| me | g
Seal ability Silicone Black China
TR =g i
\ Switch gasket PET 1 White China
REWRKRERB KA A
DONG GUAN CHANG TAI ER ELECTRONICS CO.,LTD.
w1 G2 fit #E
Eﬁéii tzfon 1.0 Designed By Checkéd By |Approved By
W _H GrrEd\ | /AeTEa\
TypneEI Name EDO9D2IM-y} 1 rrR1AL /
2023.04.14)[ (2023.04.14)
K2 =
D.jl\?o. ED09D21M-FB25.5C10-C10-2015 \u\ﬁu‘;tjlj/ \@%ﬁ
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WA :

Y - Inner carton box:
Outer carton box: LA 09 B ik 2
\ ORI
LFETRAA N A6 A box put 9 layer tray
A box put 4 Inner carton box
\ 7 7 e
/i / // // = SUPPLIER
| 0 R 7
/ | / / | P;?LRZ No. RoHS
/ | >4 Y /)_ T T T o
T ~ Q i
D) Y |[x T ]
LOT No.
| # 5
o | / 310 /
% )_ S (i;e:gl@r%g label)
445 Packing list
// Customer
AR RoHS
Q “ustomer Rid
/ ('bv Cﬁ)"*il%NO
Type PO ‘No.
TS W PR T
QTY Date
. 380 . LT i
Box No. [Total Box QTY QC
f°r) B K %
DONG Glj—AiC%AEG;A},EEE%h%%gN/IF%CO"LTD
@J%ﬁ KRS8 N AR N AN
Tray: 3 7
AﬁfﬁkZlOPC%j W P - Al (lten: label)
ray pu cs .
y p . p// \ Pd;JrN% ROHS
/[ 7/ V/4 ﬂ I‘jll
od |/ /a 7/ v/ 'Q\Q LOT FTIO Q]Z
ad Eiie Ht
.Z 290 / Koo KRR B RS A
FH Ak, IR 58 2~ JIK /N
WREE, 2 A DONG GUAN CHANG TAI ER ELECTRONICS CO., LTD
Washer & nut package: T =K TOT T T TE
PR, o B RS SE R Unit %m Edition | 10 Designed By | Checked By [Approved By
Mo B2 SR 5 7 i R AT ‘ . 4 ED09D2 1M i3 W Ti2m @I%%
Washer & nut should be sealed in plastic bag respectively; Type Name ED09D21M Packing (2023 041 4) (2023 04.1 4) 2023.04.14
It should be packaged in every corresponding box, == — |3EI. 4] —
. . l
Its Quantity should be equal to product quantity. Dwg.NO. ED09D21M-FB25.5C10 \;_/ \\HJ/
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