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ENCODER SPECIFICATIONS

1 —fFEm
General information
- i )=
-1 R ED11301M-FB12A4.0-C20-102-G219
Applicable models
R QNN
1-2 AEFA S 5 20T~ +70C
Usage environment temperature
_ =Nl
13 ERAr 50 40T~ +70°C
Storage environment temperature
1-4 PR ZAF Mg 5~35°C, WHE: 45~85%HR
Test condition Temperature:5~35C, Moisture:45~85%HR
1-5 FREK AP L4 RoHS 4
Environmental requisition This product is compliant with RoHS Directive
1. TR i 350°C £5°C, 3 1)
2. HER R iy 260°C £5°C, 3 B0, FEBCR I PR #e i 100°C, 1 70
B A
3. LB RERORUEAE 1 2 2 9K;
. s
1.6 il 4. AE AR
Soldering heat-resistance 1. Soldering iron Max ,350°C =5°C at 3 sec
2. Auto soldering 260°C £5°C max. at 3 Sec. Preheating temperature of board
surface: 100°C max. at within 1 minutes.
3. To guarantee the above process at 1 or 2 times.
4. No apply the reflow soldering.
1-7 J57 4l SRS
Country of origin China
2 Wi
Construction
2-1 4hM FARE N e, A, R, BEAR
Appearance Every part should finished, be not exist rust flaw crack and bad plating
2-2 "k MRS Pl T2
Measurements Under conditions prescribed by design drawing.
3 HlkRe
Mechanical characteristics
3-1 axlnlf)E .
! 360
Total rotational angle
3-2  [al# )5 30~200gf.cm (HEFFHEE: 60° /1 Fb)
Rotational torque 30~200gf.cm (Rotational velocity : 60° /1 Sec. )
33 EMEL
Number of detent 00 .A H_30_
3-4 BhIs519ERE -
Pull-Push Strength of Shaft 10Kgf.cm Min.
2 g i3
S é;%l@,%ﬁ& 10K gf.cm Min.
Nut tightening strength
36 HHERE \ " )
Shaft wobble EAMT G )y 250gf, S i fiks B T 0.7+ K L R/30mm
On the tip of the single shaft exert pressure 250gf , Shaft radial deviant be smaller than:
0.7*shaft long L size/30mm
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4  mAMHRE
Electrical characteristics
-1 A D
4-1 HEHIE . DC 5V
Voltage rating
_ T O 92
4-2  HiE HR . 2 5mA
Current rating
4-3 it HL R AC 300V 1 738 b Gig 7 RIUAARZ 8], S FIE 2 (7))
Voltage proof 1 Minute at AC 300V (Between terminal — case, Between terminal —shaft).
4-4 AP DC 250V 100M Q PL b Coiig 7 FIAAA Z 7], g1 FNFES 2 7]
Insulation resistance 100M @ min. At DC 250V (Between terminal — case, Between terminal —shaft).
B 2o  oO_15
4-5  Jikoh%k

Number of pulses

e —E (360° ) Wy R Bk Rk

Output total pulses of rotate one circle(360° ).

4-6  HifEs

Output signals

A. B {5 SHIf 5B BB W F

* 4 AfES (A—COM ), Bf5'5 (B—COM i)

Output signals A and B of phase difference wave form as below.

*Remark: A signal (Between A-common) ,B signal (Between B-common)

OFF OFF i
NPy | 0 | |
|
OFF OFF ]
Bsignalomj L L | B signal o~ ‘ ‘ J ‘ ‘
[sefiese \ s st

CW JEEsHEtJ7 Jil CWW it it 77 17

TEBA EAHIIEIL R Td=T/A+T/6

*L4vE: T=540

In no detent circumstances Td=T/4 ==T/6 in case of no detent.
*Remark: T= Cycle |

— -—

{ Td Td  Td  7d

\
47 KL% ur |
Phase difference e ON /|
A{ti' L= g
A signal \
OFF
_ ON
Bf5 %7
B signal
C.W.
Nt 7 1)
+8 EGFTN SRS L T AR N HER 600 J8, A 30,000 i, A
Rionajife 1. 4HEHT 10M Q BA L DC250V G FRIAEZ [, 3 7 RIS 2 )
2. ML AC100V 1 408 Giig 7 FIAAZ 8], s ARG 2 0], 42 btct
£
3. [l IR i ALSR 3-2 s
4. HMFNGHE TEAIA o
30,000 cycles under no load circumstances by 600 r./h of rotation, afterlife cycle:
1. Insulation resistance:10M Q min. At DC 250V. (Between terminal — case,
Between terminal —shaft).
2. Withstanding voltage : AC 100V at 1 minute (Between terminal — case, Between
terminal —shaft). No subversion on insulation resistance.
3. Rotational torque : Content item No. 3-2.
4. No damage on appearance and structure.
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5 JrPREtkRE
Switch characteristics
Bz O s
Apply No apply
5-1 JFRMK QIR
Switch type Push type,
52 JFKInliEk LAk
Switch circuit S.P.S.T
53 FREHAT DC 16, 0.5A
Switch working angle
5-4  JTRALIATRE
+ —
Switch push travel 0.3+0. 2/~0. T
5-5 JFRHELIET 600 +250gf
Switch push pressure
5-6  JFoRF AR <100mQ, Ffi)h: <200mQ
Switch contact resistance <100m Q, after life cycle:<200m Q
oA B BN s 600 1R, A 30,000 X, i)
1. M ACL00V 1 738l OF SR FAIAR Z 0], A2k BITe i 4
2 JERAER Ty WA 5-5 Wil
v v AN 2 FE7/ NS
S‘E;jltmg life for momentary push 30,000 cycles under no load circumstances by 600 r./h of push, afterlife cycle:
1. Withstanding voltage: AC 100V at 1 minute (Between switch terminal — case). No
subversion on insulation resistance.
2. Switch push pressure: Content item No. 5-5.
3. No damage on appearance and structure.
6 BikEgE
Waterproof standard characteristics
B i@
No Apply
6-1  Bli/KbriE LAk A .
AR AR E K 1 OKIRAL, e B R R AR UR T, 30
Waterproof standard

I3 HLAE 2% A B R BEAK

Grade -7 of Waterproof standard

Encoder’s Shaft and Bush in water 1M deep, after other component sealed exposed to
the standard atmosphere, after 30 minutes no water into the Encoder’s inner.

il AE % % e
Designed By Checked By Approved By
LETE AR RS AR (TR | /TED\ |/ TEiN\
DONG GUAN CHANG TAI ER ELECTRONIC CO., LTD. ( 2017.10.20 ) ( 2017.10.20 ) 2017.10.20
VARG VAN =7
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