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SPECIFICATION
Current Rating:3A
Dielectric Withstanding Voltage:1000V AC/Minute
Contact Resistance:20 Milliohms Max
Insulation Resistance:5000 Megaohms Min.At 500V DC
Operation Temperature:   1
Insertion Force:0.4Kgf Max.Per Pair
Withdrawal Force:0.25Kgf Max.Per Pair

Insulator:   2
Contact:Gold Plated On Contact Area
        Tin Plated On Solder Tails,Over Nickel
        Or All Gold Plated On Contact

RoHS Compliant
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Order Information
E D xxx ME x xx BK - Sxxx

E=2.54mm FEMALE EDGE SLOT

D=DIP STRAIGHT 180°

NO. OF PINS:04-128

BK=Black
GN=Green
BU=Blue

GF=1u" Glod Flash
03=3u" Glod
05=5u" Glod
10=10 u" Glod
15=15 u" Glod
A3=3u" All Glod

ME=With Middle Mounting Ears

                          1   Operating
Temperature
B=Brass + PBT
P=Phosphor Bronze + PBT
R=Phosphor Bronze + PPS
H=Beryllium Copper + PBT
A=Beryllium Copper + PPS
W=Beryllium Copper + PEEK

-55℃ ～+125℃
-55℃ ～+125℃
-55℃ ～+200℃
-55℃ ～+125℃
-55℃ ～+200℃
-55℃ ～+250℃

2

Blank=3.8mm Standard
S138=13.8mm
Sxxx=xx.xmm
……（16.8mm is the longest）
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