NOTES:
B+0.35 1. Rated voltage: 250V AC.DC
A 7.36£0.3_ 3.2 S 2. Rated current: 3.5A AC.DC
3 3. Contact resistance : <20mQ
Q é f 4, Insulation resistance : =1000MQ

ﬂ Jfl 5. Withstand voltage : 1000V AC/minute

e 6. Ambient temperature : —40°C~105C
L —>—7 7. Materials : Nylon UL94V-0

E 8. Pin Material : Brass.Tin—plated .
A 3.2'%3 ;I 9, Green Material RoHS Compliant
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] _E . . Product Dimension mm
[a)[m)(m](=][a)[a/(a](=](=]a)} Cireuits| e T T G
(=] =)=)a (=] e[ =)E 200 e MO I T
- 9X2  [FG-MX3. 0-4AW 301 961 0
UQU = U U U U U UQU 2X3  |FG-MX3.0-6A¥ 6.0 | 12.6| 0
0. 64 2X4 FG-MX3. 0—8AW 9.0 15. 6 4.7
2X5 FG-MX3. 0-10AW 12.0 18. 6 7.7
2X6  |FGMX3.0-12AW | 15 0| 21.6| 10.7
2X7 FG-MX3. 0—-14AW 18.0| 24.6/| 13.7
2X8  |FGMX3.0-16AW | o1 0| 27.6| 16.7
2X9  |FGMX3.0-18AW | 94 0| 30.6| 19.7
2X10 |FGMX3.0-20AW | 97 | 33.6| 22.7
2X11 |FGMX3.0-22AW | 30, 0| 36.6| 25.7
2X12 |FGMX3.0-24AW | 33 0| 39.6( 28.7

GENERAL TOLERANCES
(UNLESS SPECIFIED)

SHENZHEN FUGANG TECHNOLOGY CO., LTD
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5 X: + 0.25] X° : + 3.0°| PRODUCT NAVE: TITLE: 3 0 mm Pitch
_ B 5 MX(3.0) Double-row curved Wi To B d Waf
AWS AATS GAWS XX: £ 0.151.X° 0+ 2.0 needle with column e o Powe et
8—24AWS XXX 0,01 | XX® o 1.0°| DRoDL bATE:26/01/26 |11 NO: y
ALE: FG-MX3. 0—-2%NAW
PCB LAYOUT FINISH: =} CHKD:  ZFC DATE:26/01/26 |SCALE: N/A
S - . PAGE: 1/1
APPD:LP] DATE:26/01/26 | UNITS: mm REV.: B
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1.Rated voltage: 250V AC.DC
B=0. 35 2.Rated current: 3.5A AC DC
. . =
7.3640.3 3. Contact .re31ste.1nce. <20 mQ
4. Insulation resistance: =1000 MQ
[ 5.Withstand voltage: 1000V AC/minute
( Lo . o, o,
‘ o 6. Ambient temprature:—40C~105C
\ \ 3 3 7.Materials:Nylon UL94V-0
. [le) . . .
J | o o 8.Pin Material : Brass.Tin-plated .
—W 9.Matched RoHS criteria
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PCB LAYOUT
Cireuits Product Dimension mm ireuits Product Dimension mm
name A B name A B

e 07 TR GENERAL TOLERANCES
I 0 6.6 2X7 | FOWS. TR 180 | 24.6 SHENZHEN FUGANG TECHNOLOGY CO., LTD
2X2 | FeMK3.048 | 3 9.6 OX8 | FGMN3.0-16A | 91 27 6 (UNLESS SPECIFIED)

FG-MX3. 0-6A FG-MX3. 0-184 . X: £ 0.25 X° : & 3.0° PRODUCT NAME: TITLE: 3.0 mm Pitch
2X3 _— 6.0 12.6 2X9 _ 24.0 30.6 XX 4 0.15 .X° : & 2.0° MX(3.0) double-row straight pins Wire To Board Wafer
2X4 FG-MX3. 0-8A 9.0 15. 6 2X10 | F6-MX3.0-204 [ 97 33.6 Ot 001l XX % 107 oot oATE-26/01/26 | PART NO:
oX5 | FeAB3.0-108 | 19 18.6 OX11 | F63. 0224 | 30 6.6 T IS —— ' - FG-)X3. 0-2NA

— - : G CHKD: ZFC DATE:26/01/26 SCALE: I\//\ AGE: /
2X6 FG-MX3.0-12A | 15 21.6 2X12 | FG-MX3.0-24A 33.0 39.6 PAGE: 1/1
APPD:LPJ DATE:26/01/26 UNITS: mm REV. : B
2 | 3 | 4 | 5 | 6 | 7 | 8




4-24PIN 2PIN
SPECIFICATIONS
1 [ T11 1. Current Rating:3.5A AC, DC
4 4 2. Voltage Rating: 250V AC, DC
3. Temperatuer Range: —40°C~ +105°C
- 4, Contact Resistance: 20mQ Max
fLAz > 5. Insulation Resistance: 1000mQ Min
—C|->I 9 9 6. Withstanding Voltang: 1000V AC/minute
% i H H 7. Material: Housing Nylon66 UL94-VO
)
+
3.920.3 8.340.3 7.640.3
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540, 1 CIRCUIT 2
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J I I l 7 . ) Product Dimension mm
Circuits
LAST CIRCUIT nane A 5
92X1  |FG-MX3. 0-2Y . 3.90

2X2  |FG-MX3.0-4Y| 3.00 6. 90
2X3  |FG-MX3.0-6Y| 6. 00 9.90
2X4  |FG-MX3.0-8Y| 9,00 12.90
2X5  FG-MX3.0-10Y) 12.00 | 15.90
2X6  FG-MX3.0-12Y| 15,00 18.90

GENERAL TOLERANCES
2X7  FG-MX3.0-14Y| 18.00 | 21.90 (UNLESS SPECIFTED) SHENZHEN FUGANG TECHNOLOGY CO., LTD
9X8  FG-MX3. 0-16Y . .
2100 | 24.90 JX: 4 0.25| X° : + 3.0°|PRODUCT NAME: TITLE:
2X9  FG-MX3.0-18Y] 24,00 27.90
CXX: 4+ 0.15| .X° : 4+ 2.0°|MX(3.0) Double-row hole seat 3.0mm Pitch Housing
2X10 FG-MX3.0-20Y| ¢ 30. ¢ -
- 27.00 | 30.90 XXX: 4+ 0.01] . XX° : 4 1.0°|DR:D L DATE: 26/01/26| PART NO:
2KI1 OIS, 07221) 50.00 | 33.90 FINISH: { @ CHKD: ZFC DATE:26/01/26 Bl
2X12 [FG-MX3.0-24Y| 33.00 36. 90 SCALE: N/A PAGE: 1/1
APPD:LPJ DATE:26/01/26 UNTTS:  mm REV.: A

% 3 4 5 6 | i 8



http://www.tcpdf.org

