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REMARKS: N
2 Dimension
0 1. MATERIALS AND FINISH Current Rating =
SHELL : STEEL MATERIAL, FRONT NICKEL FINISHED
BACK SHELL TIN FINISHED o] sl
n INSULATOR : PBT THERMOPLASTIC, 30% GLASS 30 AMPS 012 |-
FILLED, UL 94V-0 RATED
CONTACT MATERIAL : BRASS 20 AMPS 28
& CONTACT FINISH : FULL GOLD FLASH AR 0 i
2. ELECTRICAL CHARACTERISTICS DRAWN: JEFF.ZHOU 2018.10.26
SMALL CURRENT TERMINAL RATING : 5.0 AMPS; HIGH CURRENT TERMINAL RATING: 10~40AMPS CHECKED: KEVIN.JING 2018.10.26 2 o B =
B SMALL TERMINAL CONTACT RESISTANCE : 30 MILLIOHMS(MAX) REROVED: ARTREBTHRAF
HIGH CURRENT TERMINAL CONTACT RESISTANCE: 2.7 MOHM(MAX). : JINGUO.YANG 2018.10.26
DIELECTRIC WITHSTANDING VOLTAGE - 1000 V AC MIN. & = Sheet 10of 1 Code 000 [TITLE: i
INSULATION RESISTANCE : 5000 MEGAOHMS MIN
e Bimeraions & moindes] = 24W7_POWER CURRENT CONNECTOR SOLDER TYPE
TOLERANCE UNLESS SPECIFIED: XX £ 0.13 | Angles:sz | REV.01 | Part No:  GDM24W7F-20A180°
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