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ROHS COMPLIANT || REV. DESCRIPTION DATE ECN NO.
ol 01 NEW DESIGEN 2018/06/07 -
d
B bl
8.30+0.13 A s
I s
A 0 S
— L2 N, #3.05
MATING FACE
6.0520.25
= '
i.:% g:“'_.l_ E;i 2
f ] |
THY AT T T
= 8 3.60+0.25 __‘ 2.84
& _ 10.7220.25
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Contact Ax.mo B +.005 C +.015 Dz.(}m
09 16.90 25.00 30.80 19.28
REMARKS:
1. MATERIALS AND FINISH 15 25.35 33.30 39.20 27.51

SHELL : STEEL MATERIAL, FRONT NICKEL FINISHED

BACK SHELL TIN FINISHED
INSULATOR : PBT THERMOPLASTIC, 30% GLASS 25 39.00 47.04 53.04 41.28
FILLED, UL 94V-0 RATED

CONTACT MATERIAL : BRASS

CONTACT FINISH : FULL GOLD FLASH 37 55.42 63.50 69.40 51N
DRAWN: FF.ZH .06.07

2. ELECTRICAL CHARACTERISTICS il S KL s . |

CONTACT CURRENT RATING : 5.0 AMPS SIRERLD; KEVIN N ERe 0T REMMEEHTHIRAA

CONTACT RESISTANCE : 30 MILLIOHMS MAX. APPROVED: JINGUOD.Y ANG 2018.06.07

DIELECTRIC WITHSTANDING VOLTAGE : 1000 V AC MIN.

INSULATION RESISTANCE : 5000 MEGAOHMS MIN, & =1 Sheet 1of 1 Code 000 [TTLE:

TEMPERATURE RATING : -55°C = +105°C Dimensions in mmlinches) Scale 11 GDM37M-180

_ TOLERANCE UNLESS SPECIFIED: XX = 013 | Angles= | REV.01  [PartNo: C496906
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