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ROHS gep
47402
B i RZ¥ (SPECIFICATIONS )
DIMENSIONS(mm)
POLES| PARTNO A 5 o . & TUEHE: 250VACDC
D D m m = Voltage rating: 250V AC DC
2 2 20 | ©f 3 & HEHR: 20AACDC MIN
3 3 4.0 8.1 0O Current rating: 2.0A ACDC MIN
4 4 6.0 10.1 T T ‘ ‘ @ it E{E: 800V AC/minute
5 5 8.0 12.1 Bi03 Withstand voltage 800V AC/minute
6 6 10.0 | 14. _ 34402 & 45 1000MQ MIN
7 7 12.0 16.1 Insulation resistance: 1000MQ MIN
8 8 14.0 | 18.1 & EfEM: 20mQ MAX
9 9 16.0 201 Contact resistance: 20mQ MAX
0] 10 | 180 | 221 oy @ TIREE: 25°C ~485°C
- - . Working Temperature; -25°C~+85°C
12 12 22.0 26.1 Pitch: 2.0 mm
13 13 24.0 28.1
14 14 26.0 | 30.1 W P (MATERIAL)
15 15 28.0 | 321 ! ! A 308 L 2 wTIR. Je 66
16] 16 30.0 | 341 2 : . ww:_wg;g
= = = = = Au Au Q Q e D Pin: Brass
W_ _UA PCB LAYOUT
APPROVALS DATE m mv‘ﬁ ‘ ﬂ k14
DRAWN ZHIWEI.CHEN| 2015.07.07 m
CHECKED TITLE:
APPROVALS PART NO. GP0O1-2001WR-NP
Al —— NEW TOLERANCES ARE wmmmm mm”wm AUCLE JUNT: mm | SCALE: 1:f _umos.@umu
ECN NO. |REV.| DATE. DESCRIPTION. CHANGE.| CHECK.| APPRO. ~ 5 [2010] T2 |DRAWING NO.f ~———— | SHEET 1 OF 1

pll


http://www.tcpdf.org

