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MHMMMMMMMW Specifications
Current Rating:1.0Amp
HEEEE S @ e @ HOEEHEEEE Insulation Resistance: TO0OOMQOQMin.
Dielectric Withstanding Voltage:300VAC
Contact Resistance:20mOMax.
Operating Temperature:—40°C to +105°C
Materials
Contact Material:Phosphor Bronze
L +0.50 Insulator Material:High Temperature
M +0.25 0 Thermoplastic, UL 94V—-0 LCP
. o o or the equivalent material
L 1.00+£0.15 2 MAX SWAY < /ﬂ}," 2'MAX TOE All materials must meet Greenconn No. of | Dimension Intormation
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Acetate Tape Sel2o ‘i(ﬁ 3.00mm |02~0Jpins E o o
L= 4.00mm | 04~40pins 16 15.00 16.00
}<7E 17 16.00 17.00
18 17.00 18.00
19 18.00 19.00
20 19.00 20.00
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Ordering Information Layout 7 1
G PCB1O1 — XX XX A XXX X 1 X X (Tolerance:+0.05) .
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Plastic specifications Positioning co\‘umn information ?S\g‘r K Packing code ;2 ;;:88 ;g:gg
1=Single row Hoter code A=No locating post Z;Wﬁﬁte A=Box Q}{B$ 30 29.00 30.00
ZZDQQ\ row B=Round post Pin lenath 3 Vellow B=Tray ?20.50 31 30.00 31.00
BiTmpe o C=Square post See the dgrgwimg E=Beige CiTube ii 2;88 i?gg
etk g‘fﬁ?g code Contact Material E;ngep&fTei‘be 34 33,00 54.00
No. of Pi R -n . A/S/K /T=Phosphor B F=Cap+Tape&Reel 35 34.00 35.00
" Togeds’ Ot S2zCon Fosn L sultor Meterel 3B Gacatote Toper Tube (IR BE
22=Matte Tin R=Nylon(Halogen Free) H=Acetate Tape+TapedRec! ;2 ;;'88 23‘88
C=LCP 40 39.00 40.00
L ~ I\ = GENERAL TOLERANCE DWG. NO. TITLE.
G% eon 1',HCJE 0 7. g o S creEiTea 1.00 PIN HEADER
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