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) o o g Specifications
0 EH O O [0 = < Current Rating:2.0Amp
00U 0 Ul i Insulation Resistance:1000MQOMin.
| Dielectric Withstanding Voltage:500VAC
| 2.00£0.13 ‘ Contact Resistance:20mQMax.
2.00 X No. of Contacts—2.00+0.20 Operating Temperature:—40°C to +105°C
. ' Dim.C NOTE Materials
2.00 X No. of Positions + 0.60£0.25 4.00mm OZNZOpiﬂSA antoct MOtGI’iO|1PhOSphOI’ BI’C?I’“IZG
8.05mm | 21~40pins ngh Temperture Thermoplgstlc:
' Suitable for Reflow Soldering Process (LCP)
k5 All materials must meet Greenconn hazardous
|Dim.C| % 5.90 substances control standards.
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Ordering Information o < Ay
C SFC208 — l<|ﬁ AX A 001 c A Z<|- Recommended P.C.Board Layout
| | | for bottom entry(Tolerance:+0.05)
; i i 7N 0.85 2.00
No. of Pins per Row Standard Plating Color Standard Packing O |—-—|—
02~40 02=Gold Flash 1=Black C=Tube n 3
Selective Plating Selective Packing J%/% % % % %
01=Tin A=Box — O
05=Gold Flash/Tin E=CAP+Tube 20.90 ,(j

F=CAP+Tape&Reel

G=Acetate Tape+Tube
H=Acetate Tape+Tape&Reel
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