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1.50 Series No
PCB REFERENCE DIAGRAM Housing Colour
TOLERANCE:20.05 Connector S-Nature
W-Wafer
Angle Pin Q' PY
R-90° 02~15
Termipoint Row NO
S-SMT 1-Single Row
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- B+0.25 =] G-Switch Specification:
2 C£0.20 & 1.Current rated: 1.0A AC/DC
L{m)_ ‘«‘—»‘ g 2.Voltage rating: 100V AC/DC
(SN 3.Withstanding voltage: 250V AC
P h
C ] e 4.Contact resistance: 20mQ max.
1/ 8B B B E [[§ Eﬁ 5.Insulation resistance: 100MQ min
B o a8 g < ™ 6.Durability cycle: 30Cycles
— L —x © (1010 7.Removal force: 0.3kgf/Pin min
8.0perating temperature range: -40°C ~ +105°C
115 0.20+0.03
5.9+0.25
Ordering Information:
Gircuit Dimensions(mm) Gircuit Dimensions(mm)
Ircul A B c Ircul A B c
02 --- 4.00 2.45 04 3.00 6.00 4.45
03 2.00 5.00 3.45 05 4.00 7.00 5.45
SCALE: 1:1 | UNIT: mm Tt Wafer 1.00mm Pitch 90° MX Single Row ®
sizE M| = @ e SMT Type Connector o ey 1
] ao =3 i
3 SOLDER TABS BRASS MATTE Tin Unless otherwise )
General Tolerance: Molde Code: ~ GT-A1008WRS-1XXXXX01 SW i t C h
2 | PIN MATERIAL PHOSPHOR BRONZE MATTE Tin RoHS X +0.40 =
. Xx 0.30 www.dg-switch.com
1 HOUSING PA9T,94V-0 NATURE b || Compliant Xxx 0.20 DRAWN | CHECKED | APPROVED | DATE dg-switch.co
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\ 1.20 G-Switch Terminal Plating
1.90 - MT-Matte Tin
- PCB REFERENCE DIAGRAM Series No
TOLERANCE:%0.05 c " Housing Colour
onnector S-Nature
W-Wafer
Angle Pin Q' PY
R-90° 02~15
Termipoint Row NO
S-SMT 1-Single Row
5 B+0.25 9 G-Switch Specification:
- 4.5 o 1.Current rated: 1.0A AC/DC
?, & 2.Voltage rating: 100V AC/DC
& P ‘ 3.Withstanding voltage: 250V AC
o ‘ j—“ 7o) 4.Contact resistance: 20mQ max.
g 5.Insulation resistance: 100MQ min
1l E B B ‘ E B E|5 NG 6.Durability cycle: 30Cycles
B e e e 5 < < 7.Removal force: 0.3kgf/Pin min
- : r K (1]0.10 8.0Operating temperature range: -40°C ~ +105°C
145 || | || 0.20£0.03
C+0.20 Ordering Information:
5.9+0.25 Gircuit Dimensions(mm) Gircuit Dimensions(mm)
Ircul A B c Ircul A B c
06 500 | 8.00 6.45 11 10.00 | 13.00 | 11.45
07 6.00 | 9.00 7.45 12 11.00 | 14.00 | 12.45
08 7.00 10.00 8.45 13 12.00 15.00 13.45
09 8.00 11.00 9.45 14 13.00 16.00 14.45
10 9.00 | 12.00 | 10.45 15 1400 | 17.00 | 15.45
SCALE: 1:1 | UNIT: mm .. Wafer 1.00mm Pitch 90° MX Single Row ®
sizE M| = @ Title:  SMT Type Connector o ey 1
] ao =3 i
3 SOLDER TABS BRASS MATTE Tin Unless otherwise )
General Tolerance: Molde Code: ~ GT-A1008WRS-1XXXXX01 . SW i t C h
2 | PIN MATERIAL PHOSPHOR BRONZE MATTE Tin RoHS X £0.40
. Xx 0.30 www.dg-switch.com
1 HOUSING PA9T,94V-0 NATURE b || Somliant Xoox 0.20 DRAWN | CHECKED | APPROVED | DATE dg-switch.co
o oS Standards % o
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