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DESCRIPTION

DATE

DRAWN

01 01 BATCH PRODUCTION INITIAL RELEASE. 2020.04.14| % 2> %
4.4040.3 o
[]o.12]mAX] Specifications
/ .
- . — Current th‘mgﬂAmp AC/DC
! Voltage Rating:125V AC/DC
‘ ) Contact Resistance:20mQO Max.
‘ ¢ \nbsu\atigm R‘es‘\stano.e:WOOMQ Min. \
w ™~ Dielectric Withstanding Voltage:500VAC
! I— N Temperature Range:—40°C to +105°C
| | | Materials
| ‘ Contact Material:Bhosphor Bronze
A+0. 3 3.7040.3 Insulator Material:LCP UL 94V—-0
All materials must meet GREENCONN CIRCUITS | DM A | DIM B
hazardous substances control standards. 02 4.25 1.25
S 03 5.50 2.50
SUSTION COVER g 04 6.75 3.75
| N 05 8.00 | 5.00
‘ \\ ‘ ] 06 9.25 | 6.25
f*f*f*imf - % |- 0/ 10.50 | 7.50
| 08 11.75 | 8.75
—|| ‘ ‘ ‘ ||_ 09 13.00 | 10.00
N S M 10 14.25 | 11.25
U Q\ Cireuit 1 m 1 15.50 | 12.50
OBO+O.02+H$ rev = = — T 12 16.75 | 13.75
—1.25+0.10 e — . 15 18.00 | 15.00
B+0.20 % APl 14 | 19.25| 16.25
15 20.50 | 17.50
B+0.20 ‘ o
O.SOTT -ﬂ25}‘ «©
@%%% Ordering Information
_I T
L - s G WDC102 — XX XX A 012 C X S X-9B
.50 L“’ T T i
3 | | | |
********* & No. of Pins per Row Standard Plating Color Standard Packing
02~15 01=Tin 2=White  F=CAP+Tape&Reel
PCB ALYOUT(£0.05)
ahg > 4 S A GENERAL TOLERANCE DESIGNED: % 2 # |DATE: 2020.04.14 [DWG. NO. TITLE.
roE Xt GWDC102-CA12CS
Greenconn Corporatlon X+ X£0.25 CHECKED: = # % |DATE: 2020.04.14 Sy 1.25mm pitch Wafer
REV.  [UNIT. SCALE. PAGE. XX+ XX£0.15 ] '
01 mm 1:1 1/1 ©= XXX+ XXX£0.10 | APPROVED: * # & |DATE: 2020.04.14 | CWDC102—-XXXXAOT2CXSX—-98
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