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\ Specifications:
= == ¥ = Current rating:2A AC/DC.
| oL L] Voltage rating:100V AC/DC
| } } ‘ } } } Temperature range:—40°C~+105°C.
7’£k’£k’%{’ﬁi"$ﬁ’£ﬂf Contact resistance:30mQO Max.
\\ Insulation resistance: 1000MQ Min.
} Recommended P.C.B Layout(Top Side) X\A/\tths.to‘mdmg voltage: 800V AC/minute.
2.00£0.10 i = 9 Cra's
P.C.B Thickness 1.20mm Contact Material:Brass
M+0.25 (Tolerance=10.05) Insulator Material:PA66 UL 94V—0
All materials must meet GREENCONN hazardous
substances control standards.
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0.80+0.15 15 28.00 | 32.00
PIN SQ0.50 16 30.00 34.00
PIN BALH = PIN W= Ordering Information
G WFA117 — XX XX A 800 E X W X
No. of Pins per Row Standard Plating Color Standard Packing
02~16 =Ti 1=Black N=PE Bag
Selective Plating 2=White
02=Gold Flash
22=Matte Tin
GENERAL TOLERANCE DWG. NO. TITLE.
3RD.ANG DESI DATE:
GI‘EGIII:IIIIIIP PROJ. X, £5.0° X.+/ GWFA117—CA800
Website:www.greenconn.com X +3.00 X£0.25 |CHECKED: DATE: .
Efmo?‘\:sc\es@greencomncom @ ‘E‘ XX'£2.0° XX+0.20 PART NO. PITCH 2.0mm 180" WAFER
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i Specifications
—| [T / Volatge rating:100V AC/DC
0Ooooooeennonn Current Rating:2A AC/DC
- il o —_— Withstanding Volatge:800V AC
L N S . Insulation Resistance:1000MQ  Min.
’ Contact Resistance:20mO Max.
M+0.25 After environmental testing: <20mQ

Operating Temperature:—25°C to +85°C

Materials
Insulator Material:PAGGE 94V—-0
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~ All materials must meet GREENCONN
= hazardous substances control standards.
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. Dimensions(mm)
Pins N -
] 2 [ 2.00 | 460
5 4.00 6.60
4 6.00 8.60
* ] 5 8.00 10.60
Ordering Information 5000 1260
7 12.00| 14.60
GWF181 - XX A XX 8 | 14.00] 16.60
9 16.00| 18.60
’j 10 | 18.00] 20.60
11 20.00| 22.60
No. of Pins Materials /Color % gigg 5228
B P 7EE 02~16 M=YN66/Whi te 14 | 26.00| 28.60
M1=YN66/Black 15 [ 28.00[ 30.60
16 30.00| 32.60
= . DWG. NO.
i e O xéiNERAL TOLERQNSE . OWF181—HA s
reenconn Corporation
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SECTION A-A

SECTION B-B
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Materials

Insulator Material:Phosphor Bronze
Finish:Tin—plated

wire ronge:AWG#24—32

All materials must meet GREENCONN
hazardous substances control standards.
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Ordering Information
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Standard Plating Materials

GRF143

01=Tin

AB=FPhosphor bronze

SECTION C-C
02=Gold Flash ...
*%_ & Hﬁ ’f'z} ;E m ,1} ;—,] GENERAL TOLERANCE D ED: DATE: DWG. NO. TITLE.
o ot X.x/ GRF143-T1
Greenconn Corporatlon X £ X£0.40 CHECKED: @; Pitch 2.00mm Crimp Style
REV. |UNIT. SCALE.  |PAGE. XX £ XX+0.35 PART NO. Connectors
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