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REV MARK REVISION DESCRIPTION SIGNATURE DATE
A0 NEW DWG 2023—09-25
2x20P | 31.50 | 31.52 29.77 | 28.50 [10.50 30. 52
’SPECIFICATIONS 2x19P | 30.75 | 30.02 28.27 | 27.00 [ 10.50 29.02
oCurrent rating: 2.0A AC, DC 2x18P | 29.25 | 28.52 | 26.77 | 25.50 | 10.50 | 27.52
eVoltage rating: 250V AC,DC 2x17p [27.75 | 27.02 | 25.27 | 24,00 [10.50 | 26.02
. eTemperature range: -25°C ~ +85°C 6 2552 e e
///////,///./,//l-l elnsulation resistance: 500MQ Min. 22110; jjs ;Oj :Z j(:) tzgz i(é
| eWithstanding voltage: 500V AC/ minute. e T e A
777777282220 eContact resistance: 20m Q) Max. 2x14P | 23.25 | 22,52 | 20.77 | 19.50 [ 10.50 | 21.52
2x13P | 21.75 | 21.02 19.27 18.00 | 10. 50 20.02
Materlal 2x12P | 20. 25 9.52 17.77 | 16.50 | 10. 50 18.5:
/71 |nSU|ator NY|0n 46 UL 94V-0 2x11P| 18.7 18. 02 16‘ 27 lr.()() 10. 50 17. 02
A 1 Suitable: HDGC1508-T series Terminal, : e Sl B Bl B
HDGC1508HM-2xXP series Dual Row Housing |1 "% | W w0 nm | B
HDGC1508WVA-S-2xXP / WRA-S-2xXP series | || >0 | W27 | 0] 1050 | 1402
Dual ROW Wafer 2x8P 14.25 | 13.52 11.77 10.50 | 4.50 12.52
A 7 A 2x7P [ 12.75 | 12.02 | 10.27 9.00 4.50 11. 02
2x6P | 11.25 | 10.52 | 8.77 7.50 | 4.50 9.52
2x5P 1 9.75 9.02 7.27 6. 00 4.50 8.02
A 2x4P | 8.25 | 7.52 5.77 | 4.50 | 4.50 6.52
B 2x3P | 6.75 | 6.02 4.27 3.00 3.00 5.02
C 9% | 5.25 | 452 | 2.77 | 1.50 | 2.50 | 3.52
D Circuits A B C D E F
6.30 Part NOJ Dimensions
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Shenzhen Huade co—create Technology Co.,LTD
I HLiE: 0755-27129737  f&H.: 0755-29940187
~TOLERANCES— —an e
UNLESS OTHERWISE SPECIFIED ] 7=
Jus @ =% | yiy HDGCUSMHIAR
APPD: PART NO:
X. X +0.15 | X.X° +£3 o, W oE sz, HDGC1508HA-2xXP
F XXX +£0.05| X.XX* +2° g‘;?‘ Tl DATE  {SCALE | UNTT | CODE NUMBER
W: AYA
X XXX £0.03 [ X.XXX" £1° E,;_ B 2023-09-25 | 1:1 mm A001
B D [ E [ F
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REV MARK REVISTON DESCRIPTION SIGNATURE DATE
A0 NEW DWG 2023-09-25
1
\b
- 450~ 0) @ SPECIFICATIONS
’ eCurrent rating: 2.0A AC, DC
—t++— 0.20+0.02 eVoltage rating: 250V AC,DC .
M eTemperature range: -25°C ~ +85°C
o L‘N7 e|nsulation resistance: 500MQ Min.
c:' / - eWithstanding voltage: 500V AC/ minute. 2
F eContact resistance: 20m (2 Max.
o
o J Material: Phosphor Bronze
o 2 Finish: Tin plated
o M Suitable: HDGC1508HA-2xXP series Dual Row Housing [
)4 QTY/Reel: 25,000PCS
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