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not used for sales/marketing/procurement purposes without written permission
1_Electrica ]
11 Impedence 500Q T ] .
12 Frequency range: 0C-18GHz i
13 VSWR 1401 . Le>
I J 3
o
2 Environmental&Mechanicd i _‘ =
21 Temperafure range -40c~85¢c 1

2.2 RoHs Compliant

2.3 Durability

2.4 Engagement force:
25 Disengagement force:
26 Axid refention force:

3 Materials&plating
3.1 Body:

3.2 Insulafor:

3,3 Contact Pin:

Teflon

100 mating cycles
67N max
22N min
‘N min

Beryllium-copper, Gold Plafed
Beryllium-copper, Gold plated

5. 16

A

24,9

!

DRAWN:  H.wei 2/4/15

ENGINEER: L.yu 2/4/15

TITLE:
HL-SMP-KWB2A

PJ HenryTech

Notes: APPROVED: W.yi 2/4/15 SMP Female Right Angle Conn.
1.ALL SPECIFICATIONS ARE SUBJECT TO CHANGE NOTICE AT ANY TIME TOLERANCES UNLESS OTFERWISE SPEFILED For . 086 Cable
X 050 B DIMENSION IN MILLIMETERS (am)
2. CUSTOMER OUTLINE DRAWING FOR REFERENCE ONLY ~;X *30130
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