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DC~40GHz  2.92mm
4

Specification for Air-Dielectric Wall-Mount
"2.92mm Jack™ 4-Hole Flange Connector (DC-40GHz)
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Part Number and Product Outline Dimension Drawing
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(Part Number) (Jack Inner Diameter) | (Protrusion Length) (Part Number) (Jack Inner Diameter) [(Protrusion Length)
HLY-2. 92-KFD-K1-1 0.23 [0.009] 0.5 [0.020] HLY-2. 92-KFD-K1-12 0.44 [0.017] 7.5 [0.295]
HLY-2. 92-KFD-K1-2 0.23 [0.009] 1 [0.039] HLY-2. 92-KFD-K1-13 0.50 [0.020] 15 [0.590]
HLY-2. 92-KFD-K1-3 0.30 [0.012] 0.3 [0.012] HLY-2. 92-KFD-K1-14 0. 64 [0.025] 6.84 [0.269]
HLY-2. 92-KFD-K1-4 0.30 [0.012] 0.5 [0.020] HLY-2. 92-KFD-K1-15 0. 64 [0.025] 10.92 [0. 430]
HLY-2. 92-KFD-K1-5 0.30 [0.012] 1.5 [0.059] HLY-2. 92-KFD-K1-16 0. 64 [0.025] 30 [1.181]
HLY-2. 92-KFD-K1-6 0.30 [0.012] 2 [0.079] HLY-2. 92-KFD-K1-17 0.75 [0.030] 30 [1.181]
HLY-2. 92-KFD-K1-7 0.30 [0.012] 7 [0.276] HLY-2. 92-KFD-K1-18 1.10 [0.043] 15 [0.590]
HLY-2. 92-KFD-K1-8 0.30 [0.012] 9 [0.354] HLY-2. 92-KFD-K1-19 1.27 [0.050] 8.1 [0.319]
HLY-2. 92-KFD-K1-9 0.30 [0.012] 12 [0.472] HLY=2. 92-KFD-K1-20 1.27 [0.050] 8 [0.314]
HLY-2. 92-KFD-K1-10 0.30 [0.012] 12.7 [0.500] HLY-2. 92—KFD-K1-21 1.27 [0.050] 10 [0.393]
HLY-2. 92-KFD-K1-11 0.44 [0.017] 6.84 [0.269]
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(Part Number) (Jack Inner Diameter) | (Protrusion Length) (Part Number) (Jack Inner Diameter) |(Protrusion Length)
HLY-2. 92-KFD-K2-1 0.23 [0.009] 0.5 [0.020] HLY-2. 92-KFD-K2-12 0.44 [0.017] 7.5 [0.295]
HLY-2. 92-KFD-K2-2 0.23 [0.009] 1 [0.039] HLY=2. 92-KFD-K2-13 0.50 [0.020] 15 [0.590]
HLY-2. 92-KFD-K2-3 0.30 [0.012] 0.3 [0.012] HLY-2. 92-KFD-K2-14 0. 64 [0.025] 6.84 [0.269]
HLY-2. 92-KFD-K2-4 0.30 [0.012] 0.5 [0.020] HLY-2. 92-KFD-K2-15 0. 64 [0.025] 10.92 [0. 430]
HLY-2. 92-KFD-K2-5 0.30 [0.012] 1.5 [0.059] HLY-2. 92-KFD-K2-16 0. 64 [0.025] 30 [1.181]
HLY-2. 92-KFD-K2-6 0.30 [0.012] 2 [0.079] HLY-2. 92-KFD-K2-17 0.75 [0.030] 30 [1.181]
HLY-2. 92-KFD-K2-7 0.30 [0.012] 7 [0.276] HLY-2. 92-KFD-K2-18 1.10 [0.043] 15 [0.590]
HLY-2. 92-KFD-K2-8 0.30 [0.012] 9 [0.354] HLY-2. 92-KFD-K2-19 1.27 [0.050] 8.1 [0.319]
HLY-2. 92-KFD-K2-9 0.30 [0.012] 12 [0.472] HLY=2. 92-KFD-K2-20 1.27 [0.050] 8 [0.314]
HLY-2. 92-KFD-K2-10 0.30 [0.012] 12.7 [0.500] HLY-2. 92-KFD-K2-21 1.27 [0.050] 10 [0.393]
HLY-2. 92-KFD-K2-11 0.44 [0.017] 6.84 [0.269]
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HLY-2. 92-KFD-K3-1 0.23 [0.009] 0.5 [0.020] HLY=2. 92-KFD-K3-12 0.44 [0.017] 7.5 [0.295]
HLY-2. 92-KFD-K3-2 0.23 [0.009] 1 [0.039] HLY-2. 92-KFD-K3-13 0.50 [0.020] 15 [0.590]
HLY-2. 92-KFD-K3-3 0.30 [0.012] 0.3 [0.012] HLY-2. 92-KFD-K3-14 0. 64 [0.025] 6.84 [0.269]
HLY-2. 92-KFD-K3-4 0.30 [0.012] 0.5 [0.020] HLY-2. 92-KFD-K3-15 0. 64 [0.025] 10.92 [0.430]
HLY-2. 92-KFD—K3-5 0.30 [0.012] 1.5 [0.059] HLY-2. 92-KFD-K3-16 0. 64 [0.025] 30 [1.181]
HLY-2. 92-KFD-K3-6 0.30 [0.012] 2 [0.079] HLY-2. 92-KFD-K3-17 0.75 [0.030] 30 [1.181]
HLY-2. 92-KFD-K3-7 0.30 [0.012] 7 [0.276] HLY-2. 92-KFD-K3-18 1.10 [0.043] 15 [0.590]
HLY-2. 92-KFD-K3-8 0.30 [0.012] 9 [0.354] HLY-2. 92-KFD-K3-19 1.27 [0.050] 8.1 [0.319]
HLY-2. 92-KFD—K3-9 0.30 [0.012] 12 [0.472] HLY-2. 92-KFD-K3-20 1.27 [0.050] 8 [0.314]
HLY-2. 92-KFD-K3-10 0.30 [0.012] 12.7 [0.500] HLY-2. 92-KFD-K3-21 1.27 [0.050] 10 [0.393]
HLY-2. 92-KFD-K3-11 0.44 [0.017] 6.84 [0.269]
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(Part Number) (Jack Inner Diameter) | (Protrusion Length) (Part Number) (Jack Inner Diameter) [(Protrusion Length)
HLY-2. 92-KFD—K4-1 0.23 [0.009] 0.5 [0.020] HLY-2. 92-KFD-K4-12 0.44 [0.017] 7.5 [0.295]
HLY-2. 92-KFD-K4-2 0.23 [0.009] 1 [0.039] HLY-2. 92-KFD-K4-13 0.50 [0.020] 15 [0.590]
HLY-2. 92-KFD—K4-3 0.30 [0.012] 0.3 [0.012] HLY-2. 92-KFD-K4-14 0. 64 [0.025] 6.84 [0.269]
HLY-2. 92-KFD-K4-4 0.30 [0.012] 0.5 [0.020] HLY-2. 92-KFD-K4-15 0. 64 [0.025] 10. 92 [0. 430]
HLY-2. 92-KFD-K4-5 0.30 [0.012] 1.5 [0.059] HLY-2. 92-KFD-K4-16 0.64 [0.025] 30 [1.181]
HLY-2. 92-KFD-K4—6 0.30 [0.012] 2 [0.079] HLY-2. 92-KFD-K4-17 0.75 [0.030] 30 [1.181]
HLY-2. 92-KFD—K4-7 0.30 [0.012] 7 [0.276] HLY-2. 92-KFD-K4-18 1.10 [0.043] 15 [0.590]
HLY-2. 92-KFD-K4-8 0.30 [0.012] 9 [0.354] HLY-2. 92-KFD-K4-19 1.27 [0.050] 8.1 [0.319]
HLY-2. 92-KFD—K4-9 0.30 [0.012] 12 [0.472] HLY-2. 92-KFD-K4-20 1.27 [0.050] 8 [0.314]
HLY-2. 92-KFD-K4-10 0.30 [0.012] 12.7 [0.500] HLY-2. 92-KFD-K4-21 1.27 [0.050] 10 [0.393]
HLY-2. 92-KFD—K4-11 0.44 [0.017] 6.84 [0.269]
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FESiER:

(Electrical Specifications)

2. 92nm (40GHz) FEFE B8 - ATHR BN BB M- Mt s Atk 010/ B h 2 2238, MEMIUR SR K.
-2.92mm (40GHz) Connector

- Detachable/Replaceable

- Microstrip or Stripline Compatible

- Male/Female Versions

- Flange-Mount, Threaded or Waveguide Probe Interface

FE4aEdRER(Key Performance Specifications(KPS)) MEMEELE(Material & Finish)
FEMEREHT (Impedance) 50Q / i ?;gt;@fmglos/ﬁg% L su503)
8 ainless Stee
B EIESR EE (VSUR) - <1.15: 1 (Outer Contact) /Passivated)
FULFHESS. mQ LS A IAC1 73004 &
EAmEE PR (max) : (Center Contact) (Center Contact) (Beryl lium-Copper(C17300)
(Contact Resistance) INEAR<2. 0mQ /Gold Plated)
(Outer Contact) sk (Insulators) : PTFE/AIR
#RHRESH (i) >5000MQ X
(Insulation Resistance) = Fil 378 (Center ULTEM 1000
EERTA >500 3% Conductor Support):

(Mating Cycles)

IREESEE 55" °
(Temperature Range) 5 +es e

BRRYERERIE]:
(Typical Response Curve)
HEEMNERAMERRORIE. HNXEIT406HE, EEBANEAARTLERSEN. BUEEVSIRE T RIFRE SN ERERNE.

('_I'he_back—to—back test measures the combined response of two connectors.Testing up to 40 GHz exposes any internal impedance mismatches
within the connectors. The individual connector’ s VSWR can be derived by taking the square root of the measured peak VSWR.)
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