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DC~40GHz
2.92mm 2

Specification for 2-Hole Flange-Mount "'2.92mm Jack"
Connector (DC-40GHz) Compatible with RF Glass Insulators

BESINERT:(BI: mm)

Part Number and Product Outline Dimension Drawing
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RS HFLARESd s
(Part Number) (Jack Inner Diameter) [oszz]
HLY-2. 92-KFDO. 23-4 0.23 [0.009] o
HLY-2. 92-KFDO. 30-4 0.30 [0.012] o
HLY-2. 92-KFDO. 38-4 0.38 [0.015]
HLY-2. 92-KFDO. 46-4 0.46 [0.018]
HLY-2. 92-KFDO. 51-4 0.51 [0.020]
ERis #AFLAESd
(Part Number) (Jack Inner Diameter)
HLY-2. 92-KFDO. 23-5 0.23 [0.009] o
HLY-2. 92-KFDO. 30-5 0.30 [0.012] ~
HLY-2. 92-KFDO. 38-5 0.38 [0.015]
HLY-2. 92-KFDO. 46-5 0.46 [0.018]
HLY-2. 92-KFDO. 51-5 0.51 [0.020]
EREE ﬁi‘?l.l*.lﬁﬂd i 4
(Part Number) (Jack Inner Diameter) w [o.063
HLY-2. 92-KFDO. 23-6 0.23 [0.009] puXzo00m
HLY-2. 92-KFDO. 30-6 0.30 [0.012]
HLY-2. 92-KFDO. 38-6 0.38 [0.015]
HLY-2. 92-KFDO. 466 0.46 [0.018] 01
HLY-2. 92-KFDO. 51-6 0.51 [0.020] mﬁq
RS EALAEad
(Part Number) (Jack Inner Diameter)
HLY-2. 92-KFDO. 23-7 0.23 [0.009] P
HLY-2. 92-KFDO. 30-7 0.30 [0.012] o
HLY-2. 92-KFDO. 38-7 0.38 [0.015]
HLY-2. 92-KFDO. 46-7 0.46 [0.018]
HLY-2. 92-KFDO. 51-7 0.51 [0.020]
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FBS3EhR:

(Electrical Specifications)

2. 92nm (406Hz) KEFEE8- TR ED B M- MO s IR 2/ Bk 2 02, MR SHRSK.
- 2.92mm (40GHz) Connector

- Detachable/Replaceable

- Microstrip or Stripline Compatible

- Male/Female Versions

- Flange-Mount, Threaded or Waveguide Probe Interface

FEMEEIRER(Key Performance Specifications(KPS)) M RFETLE (Vaterial & Finish)
FFMEFE#R (Impedance) = 50Q L ) ?;g;s_mslog/ﬁg{ (5030
; tainless Stee
EEEEEi&tt (VSWR) ] <1.15: 1 (OUter ContaCt) /Passivated)
FILER<3. 0mQ s B B FC173004E S
$Efm e PR (max) : (Center Contact) (Center Contact) (Beryllium-Copper(C17300)
(Contact Resistance) INEHR<2. 0mQ /Gold Plated)
(Outer Contact) gtk (Insulators): PTFE/AIR
éﬁgfffﬁ.ﬁﬁ (min) : >5000MQ
(Insulation Resistance) = fuly 242 (Center ULTEM 1000
FEESEMA >500 % Conductor Support):
(Mating Cycles) =

(Temperature Range) 55 +165C

EARYHRZLIE]

(Typical Response Curve)

EESURERAMERESFOSE. HNXBT406HE], ERFRNEAMABT RS EI. BUEEVSWRE TS RIGRMH
BAERERE.

(The back-to-back test measures the combined response of two connectors.Testing up to 40 GHz exposes any internal
impedance mismatches within the connectors. The individual connector’ s VSWR can be derived by taking the square root
of the measured peak VSWR.)
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