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NOTE
1. SPECIFICATIONS
WITHSTANDING VOLTAGE: 500V AC
| | CURRENT RATING: ZAMP
E @ @ E INSULATION RESISTANCE: 1000M 2 MIN
| | CONTACT RESISTANCE: 20 m$2? MAX
TEMPERATURE RANGE: -55° C ~ +85° C
2. MATERIAL
4. 30 HOUSING : THERMOPLASTIC UL94V-0
Sl o CONTACT: BRASS
1. 50 'Q © 1 63 3. FINISH: SEE TABLE
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< Table:
© PART NAME | Q1Y Material
2 = CONTACT I C2680R-H, NI 80U”
¥ HOUSING 1 PBT+30%GF, BLACK
B ¥ | CONTACT 1 C2680R-11, GOLD FLASH
i g CONTACT 1 C2680R—H, GOLD 150"
‘ CONTACT 1 C2680R-H, GOLD 30U”
1089 235 CONTACT 1 C2680R-H, F447 0. 07
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: UNLESS SPECIFIED HM;-COMN Shenzhen Huamingtong Electronics Co., Ltd
5. 00 X+0.30 |+1° PART NO. TITLE:
XX+0.20 HMT—254D—2 KR 2.54mm FofsE
XXX£0.10 DESIGN:  James CUSTOMER S‘Azf UU&S
CHED: Talen
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