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1:SPECIFICATION

1. Rating: DC 30V 0. 1A

2. Contact resistance:

3+ Insulation resistance:
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4. Withstand voltage: AC 300V (30Hz)/min
5. Insertion and extraction force: 180%30gf
6. life test: 5000 cycles

2:Did not note the size businesstrip:

1.0-10. Omm=+0. 10mm
10.0—20.0mm=0.20mm
20.0-50.0mm=0.25mm
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HANXIA Shenzhen Hanxia Electronic Co., Ltd
Tel: 0755-33819206 Fax: 0755-27597491
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1. — %45 ™ General Characteristics

1.1 % H Rating Value) :
1.2 TAERJE (Work Temperature Range) :
1.3 EIIRE (Store Temperature Range) :

DC30V/0. 1A
-10°C ~ 70°C
-20°C ~ 80°C

L4 IEF RS ORAREIR U] BEIIAE DU R 2 PFEAT)

General test condition (Tests and measurements shall be made under the following standard

conditions unless otherwise specified):

IERIREE: 5°C735C
Temperature: 5C"35C

MG . 45% 85% RH
Relative humidity: 45% 85%

= Hs: 8,600710, 600 1
Air pressure: 8,600710, 600 pa

2. @AM R R~TZEKR Appearance & Dimension Requirement
FE A ANE G R, TR A .

The structure of product is compact, and assembly of parts has no badness

PRSI A K . . R BERL BRI

The plastic parts of product have no serious defects such as very serious shrink, scarcity,

2.1

2.2

2.3

2.4

fleck, disrepair, transmutation,

etc.

PR AN Ie e A MBS AT BRIE AN K

Lead feet and shell have no serious defects such as oxidation, smudge, disrepair, burr, defects

on plating

TFRARAE N, 1128108, JoW] R RIED G

Operating switch is unhindered, rhythmed , and there is not palpable clag
2.5 PR JRSE S W R R AR

3. B %™ Electronic Characteristics

Construction and dimensions: Refer to individual product drawing.

No moH WAk 7 v M FE I 2K
) ITtem Test Method Equipment Requirements
3.1 $ ik FELFH FEAR IR (<X100mA) 644 R A, AR H B A
’ Contact Measured at low current (100mA or | Low Resistance 100mQ  max
Resistance less). Meter
MR AR LR 51z 0], 515 4h7e 2 A Z AL
3.2 ik IR ] R4 2 BEL 4T (DC 500V) .
Insglation Measurement shall be made between Insulation 100MQ min
Resistance adjacent terminals, between Resistance
terminal and shell (DC 500V). Tester
BN EHUL (30Hz, UL i s WAL WA 4 2 0% K.
AC3 0 OV) 1 J3-4l, Jfs HLIAL g 2mA, H 2
3.3 | mmwk | B R.
Dielectric Apply certain voltage (30Hz, No arcing , break
Withstand AC 300V) for 1 minute between Puncture Tester | qown and damaging
Voltage adjacent contacts of the connector insulation.
with 2mA leakage sensitivity.
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4. HLH 4™ Mechanical Characteristics

No m H AR 7 v W 5 2% FE I 2K
) Item Test Method Equipment Requirements
B AR AT oGk, T Wyt
) KBNE A TAFAT R P 75 (1) 85
4.1 é‘%% 1E .jJ FHEAE S
peration Operate the keystoke of the Force Gauge 180gf=30gf

Force . .
switch and then increase press
strength gradually, Measured
maximum operation force while
the travel of the switch is full.

HEEERVE T O, BT oG T Tekr R R
| BRI,
4.2 (I Operate the keystoke of the Vernier
Full travel switch vertically, the travel Caliper 2.120. 15mm
distance of keystoke moving from
its free position to maximum
moving distance shall be
measurement.
5. A EEM W R Reliability trial
“ 5 W 7 WA 4 i P B R
) ITtem Test Method Equipment Requirements

Ui TSR NSRS, W | ils | 912 95% B
FE g 2304+5°C, If[A] 51 Fb.

5.1 CIFSSERRY .

R The top of the terminals
Solder ability . . .

Test shall bedlppedOUIthe solder Solder Stove | Ninety—five percent of
bath at 230£5C for5*1 terminals shall be dipped
seconds.

) ) b Vs
R AR B4 A2 | Aedritaehl | T 5000
90 1 / 43 Iy FE VE B A o e
SURUCH AR B 75 FEIAHL: 10U Min
BES: ARAAE +50% 4
Switch shall be operated Life Tester | JFIedhWl & ZEM)TCFAER
5.2 i I continuously at about 90 Life test:5000cycles
Operation Life | cycles /min without load. After t?St: )
Insulation resistance:
10MQ Min
Operating force: Change
should be within £50% of
specified value
No abnormalities shall be
recognized in appearance
and construction.
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5. A] SEM M R Reliability trial

w WA W 7 7 TR 4 i 9 R
) Item Test Method Equipment Requirements
330+5C , AARTCALTE,  BEW A2
g | 05 T A
5.3 Wﬁﬂ??ﬁ Appearance should

Resistance SOLDERING IRON METHODi . . be not damaged,

to BIT TEMPERATURE 330 5 CAPPLICATION | Anti-static | electrical and

Soldering | TIME OF SOLDERING IRON3 0.5 SEC soldering nechanical

heat HOWEVER EXCESSIVE PRESSURE SHALL iron characteristics
NOT BE APPLIED TO THE TERMINAL shall be satisfied.
CEAEIRJE 80+ 2°CHEEFR 96 /NI, e I ARUL, BLbE A H A
| PR TIERULE T LR BIHL | AR
5.4 Re:;i'?t/zﬂn{)c\el to The switch shall be stored at a High & Low | Appearance,

Heat Test temperature of 80+2°C for 96 hogrs, Temperature electr%cal and
Measurements shall be made after it be mechanical
subjected to the standard conditions for Tester characteristics
1 hour. shall be satisfied.
ICE AR -25 £ 2° CERIE Y 96 /MG, IR AR, BB S H A

| R AEE LN R RIHL | AR a IR
5.5 ﬂﬁﬂﬁ&mzﬂlﬂﬁ The switch shall be stored at a High & Low Appearance,
Resistance to temperature of -25+2°C for 96 hours, electrical and

Cold Test Measurements shall be made after it be | lemperature | yochanical
subjected to the standard conditions for Tester characteristics
1 hour. shall be satisfied.
HCE TR 40£2°C, HORHRE Jy 90796% | THMRIERRAR | AMU, BUBR % A
WEid 96 /MG, TETIERAMGT 1 REXIFT A2k,

o | R GEEE LA

5.6 ‘.{ﬂ ke The switch shall be stored at a Temperature | Appearance,
Resistance to D .
Humidity Test | temperature of 4042°C, relative & Humidity eleCtl”}Cal and
Y humidity 90°96% for 96 hours, Tester | mechanical
Measurements shall be made after it be Chamber characterlst'lcs'
subjected to the standard conditions for shall be satisfied.
1 hour (Wipe out water drip).
TR T 3 S0 W & ha B Lk A
1. #JE: 35+5°C I JE3 B R
2. ERVRBOREE: 5+£1% R E4ED,
3. WIS 24 /N,
EEN SN \ v— N
5.7 | WEER | 4 R, KUURT K.
Salt Mist The switch shall be checked after Salt Spray | No remarkable

Test following test: Tester corrosion shall be

1. Temperature: 35+5°C recognized in metal
rts.
2.Salt solution: 5+1%(Solids by mass) parts
3. Duration: 24 hours,
4. After immersing, salt deposit shall
be removed by running water.
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