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1. SCOPE GERSEED
This product specification specifies the characteristics and test methods of the connector
products designed and manufactured by the Company.
AR EME T HAL BT EFFREES R AFE R R A

2. REFERENCE DOCUMENTS (&%)
MIL-STD-1344A Test method for electrical connector (BT &EIZEZ MK A53%)
MIL-STD-202F Test method for electrical components (B8 FE4MiK 55%)
EIA364 Test method for electrical components (B FEHMIK 53%)
JIS C 0051 Test method for electrical components (BB FEHENMR 5%
MIL-G-45204C Specification for gold plating ($E& #1&)
IEC-512-3 IEC standard for current carrying capacity tests (IECH MR 4R/E)
QQ-N-290A Specification for nickel plating (§E$&#1&)
MIL-P-81728A Specification for tin/lead plating (4Z$558#1%)
MIL-T-10727B Specification for tin plating ($E$5#1#&)
UL498 UL standard for safety of attachment plug and receptacle (ULZ#RZE KR4
EN/ISO5961 Determination of total lead & cadmium content ( S58F1 R ENE)
EN1122 Determination of total lead & cadmium content ( 245F1EEE ENE)
EN13346 Determination of heavy metals content ( E£ 8 & £l E)
EPA3052 Determination of total lead & cadmium content ( E$A3F1E25E 2 EE)

3. FEATURE & DIMENSIONS 4 ERR~H)

3.1. PRODUCT DIMENSION (=g R~)

These connectors shall have the dimensions as shown in customer drawing.
AFEmBEXRTSILEAER.

3.2. PCB/PANEL LAYOUT (EDRIEEEERA D
The recommended PCB layout is shown in customer drawing.

K7 ShiE F BYPCB layouts I % A B H .

3.3. MATERIAL (##D
The harmful material can follow the requirement of RoHS.

AFE@mERABMRIAES RoHS HLEXK.

3.4. MECHANICAL & ELECTRICAL CHARACTERISTIC  (#/L# 5 B S45%)
The connector shall have the mechanical and electrical performance as described in table I:
A=A A R SR LM R 1 .

3.5. PACKAGING (%)

Products shall be packaged according to requirements specified in purchase order for safe
delivery. Products required tray or carrier tape should meet the proper specification per
purchase order. Connector container and the packaging specification is shown in customer
drawing.

FRERAKEFEEEKR. AFERXRAEHEE, AANRLEAER.

3.6. MARKING (fRiR)

Manufacturer’s name, industry recognized logo, or customer approved marks.
RTEER R AR, & PIARTRIHEXRS.
3.7.TRANSPORTATION (z#i)

Any vehicle can be adopted for the transportation, but moisture-proof and no mechanical
damage.

ARAEzE TREEH, ZMERIRIESR G .
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3.8.STORAGE (fFIr)

Temperature: -20°C~+70°C, Relative humidity: <80%, Not to storage in corrosive

environments A re-qualification test shall be conducted immediately while the storage duration
exceed 6 months.

SBEE: -20C~+70°C; AEXHRE: <80%; AW ETFEMIKEN. FEHRT64 B EEEHHT
SEHA.
4. ENVIRONMENTAL (BREEEK)

4.1. SOLDERABILITY CHJ¥2MH)

Connector’s solderability can meet MIL-STD-202F standard. Finish shall be free of
contaminants.

FRAEMERE MIL-STD-202F fREMEMBXEKR, REFFEHTEY.
4.2. RESISTANCE TO SOLDER HEAT (fifl&###)
4.2.1. Wave Soldering GRUE/E)
Consists of three consecutive phases. B35 = 1N ELLRIM R TTRHX:
4.2.1.1. Preheat (Fi#)
Increase in temperature not to exceed 4°Cper second. Final preheat temperature will be
within 125°Cof solder temperature. ;BEEIMAIEIT4C /#), REMMBIBERIEBT125C.
4.2.1.2. Soldering (/&#%)
Device leads will be exposed to solder wave at 250°Cfor a maximum of 5 seconds. & & H
895 SRR E & 5250 C B id 55
4.2.1.3. Cool Down CG&ZED)
Cool down in ambient air at approximately 20°Cto 25°C. 40 E| & B IR ERE20C~ 25C.
4.2.2. INFRARED REFLOW (£I4M&[EIFHE)
Three cycles. Each cycle consisting of three consecutive phased. =, S4B E1F
ENEGERIM R T
4.2.2.1. Preheat (Fi#)
Increase in temperature not to exceed 4°C per second. ;BEEMAFFBH4C /),
4.2.2.2. Soldering (}&#%)
Maximum allowable time above reflow temperature of 183 °C is 90 seconds. Maximum
temperature in this interval is 260°C, not to exceed 10 seconds. [EI;7i/&iRE183°C LA EHY
B & KABIE 90%). &5IR/AE260°CHYEARHid107).
4.2.2.3. Cool Down &A1)
Cool down shall not exceed 6°C per second. 4 #1iEE A #8326°C/#. Note: (;E) Device
temperature measurements are referenced from the top-center of the package outer
surface. & & im B =M E LA TRER A (B B = A
4.3. CLEANING GHFi#)
Connectors resist to cleaning process. Aqueous Cleaning: Three cycles; each cycle consisting
of a maximum of one minute exposure to 54°C to 66°C demineralized tap water at a maximum
pressure of 30 psi; followed by air drying for 60°Cto 90 seconds at 93°C to 121°C.
A LURSZERGIE. Kik: ERENER: SMESREHEUT: IR XEH30MH, i2E 54
T~66°C, XM MREK, BAKEXIPERS—2%, ARRRE 93C~121CHIZSK60%!
90#Fb;
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5. PERFORMANCE AND TEST DESCRIPTION CfgER M)

5.1. REQUIREMENT (ZE3k)
Product is designed to meet electrical, mechanical, and environmental performance
requirements specified in Table I.
AFEmZITHEMR—ETIMNME, BSRINEEK.

5.2. TEST CONDITION Gl &4
Unless otherwise specified, all tests shall be performed at ambient environmental conditions.
FRIEFFAERR, FRAMRERREY TN

5.3. SAMPLE SELECTION (# %)
Test samples shall be selected at random from current production. No test samples shall be
reused. Samples are pre-conditioned with 10cycles of durability. Each group shall be
containing 5 test samples.
MR E PR PP BEIHEL, AN RABEERER. $mEMARHIKI0R,
BHEMKBESMEm:

5.4. TEST SEQUENCE G
Products qualification test sequence as shown in Table II.
7= mam BRI R DL R R .

6. QUALITY ASSURANCE PROVISIONS (& JRIRIE)

Company is responsible for the quality of the part as it is delivered to customer. Failing lots will be
return or other supplier corrective action.
ANBAMEEEFAHMEFRMRAS, A RIMKA MR E S 35 & M E;
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TABLE I: PERFORMANCE REQUIREMENTS
Iltems Requirements Test Methods

1.Confirmation of
Product F=&ffIA

Product shall be conforming to
the requirements of applicable
product drawing.

=R S B AR K SRR E

Visually, dimensions and functionally
inspected per applicable product drawing.
B#l, RYRgEKBEAEERE.

2. Contact resistance
(Low Level)iZfilPE 1

40 mQ Max. initial o
40 mQ K. MI7S

Subject mated contacts assembled in housing
to closed circuit of 10 mA max. at open circuit

voltage of 20 mV max. Ffik[ElE 75N 5 B BYim
FEER|— DA R HNIK: BIRI0MA, B
E20 mV max..

3. Insulation
resistance &%k

1000 MQ Min. 1000 M Q £ /]x

Measure by applying test potential between
the adjacent contacts, and between the
contacts and ground in the mated connector.
MIL-STD-202, Method 302, Condition B (100
V DC+10%). ik 7= fhim T 18] LA K i F 5 1%
BIRYERFE, EM: MIL-STD-202, /34302, %
4B (100V DC+10%) -

4. Dielectric Strength
it B &

Connector must withstand test
potential of 500 V AC for 1
minute. Current leakage must
be 1.0 mA max.. ¥R FEk
MK E 500V AC, BfE]—4>4H,
WAERAKXTFL.0 mA.

Measure by applying test potential between
the adjacent contacts, and between the
contacts and ground in the mated connector.
MIL-STD-202, Method 301. iz 7= & T8 LA
RinFS5HEEaBE, E/A: MIL-STD-202 ,
Ak 301 .

5. Durability
(Repeated
Mating/Unmating) it
AN

Contact Resistance: 150 m Q
Max. after testing 5E ik
EREHMERAKXTF1I50 mQ

Mate and unmate connector for 5000cycle.
1B & P= it 175000 H3K -

6. Temperature rise
BREST

30° CMax. ~&F30° C

Carry rated current load.0.3A per contact.
(UL498) FiRifmF 5180.3A Bk, (UL498)

7 .Vibration
Sinusoidal Low
Frequency {R351E5%
&zh

No electrical discontinuity
greater then 1 p sec (s) shall
occur. Contact resistance:100
mQmax. ARIFHIMEBIEL v
sec (s) BIBFEWTFF, IZERRPET:
100 mQ &\ K;

Subject mated connector to 10-55-10 Hz
traversed in 1 minute at 1.5 mm amplitude 2
hours each of 3 mutually perpendicular plane,
10 mA applied MIL-STD-202, Method 201. 3
MikAEm, EMETUEHHIN10-55-10 Hz,
g 1.5 mm £HT, EEREEM=1EL,
81 E2 NETMNE, B 10mA ; ER:
MIL-STD-202 , Fi% 201.

8. Shock i

No electrical discontinuity
greater than 1 u sec. shall
occur. No damage to product.
ARVFHIMEBEL vsec(s) B
BB T FF, FEmRITIRT;

Applying an appropriate holder is allowed in
vibration test and shock test. MIL-STD-202,

Method 213,490m/sz2, 3 axes. EFHESEMNEE
A3, EBAAE. MIL-STD -202, A3%213, i
REA90mM/s2, =A4h M.
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Items Requirements Test Methods

9. Thermal shock #*
i

No damage, Contact
Resistance (Low Level) (Final)
100 mQmax. F=Eaciidh, #efl
FE#T: 100mQ&wmK

Temperature range from -55°C to +85°C .Start
from -55°C. After 30 min. change to +85°C,
change time is no more than 30 seconds.
Total 5 cycles. MIL-STD-202, Method
107D,condition A. (BREL{SERE: -55°C~
+85°C ; M -55°C FiA, 30 Hp/E1kE|
+85°C ; FLHRRTE) T30 #; #5 MEIL.
&M : MIL-STD-202 , /3%107D , £HA.

10. Humidity 1Ei&18
phid

No damage, Contact
Resistance (Low Level) (Final)
100 m @ max.. Dielectric
Strength should be OK,
Insulation Resistance should
be 100 MQ min. F=FTIRIF,
EMMEH: 100 mQEA; Wi
EMROK, £84xFEH1100M Q &

1)\

Temperature :40+2° C 96 hours. Relative
humidity: 90-95%; Duration: 96 Hours.
MIL-STD-202, Method 103, i&fE: 40+2° C
96 /Ef; FEFFEE: 90-95% ; BfEl: 96 /)
Bf; MIL-STD-202 , 7734103,

11.Solderability 7] &
l|‘$

Appearance of the specimen
shall be inspected after the test
with the assistance of a
magnifier capable of giving a
magnification of 10 X for any
damage such as pinholes, void
or rough surface. #&EMIXTT
e, AMXELHA10 FHE
MR, HWEIWIRIA: IFL,
=R, JNIERERE

Soldering time: 3 to 5 Seconds Temperature:
255+5°C. 1&3ZRTiE: 3~5 #b, BE: 255+
5°C.

12.Resistance to
soldering heat fit)&
E#®

No damage 7= TciRif

Leave subject product in the 255+5°C
chamber for 2 minutes. = E F255+5°C #t
FAM2 540,

13. Salt Spray %

Contact Resistance (Low
Level) (Final) 100 mQ max. %
flPEHT(ZRZS) 100 m Q max.

54 1% salt concentration 24 +4 hours 35+
2°C MIL-STD-202, Method 101 Condition B.
thkiRE (EELL) 5+1%, $#EEXEE 824
B, §ESS X a8 8/ VB, iEE35+2°C;
MIL-STD-202, /3£101 , %14B.

14.High temperature

=18
[=]/m

Contact resistance: 100 m Q
max. 3EffFEHT100 m Q max.

Subject product to 85+ 2°C for 96 hours
continuously. MIL-STD-202, Method 108. 7=
mET85 +2°C EH96 /A, &M
MIL-STD-202, /74108,




Product Name

Rev.

Page No.

BT

HX TF-CARD H1.8

A/O

7/8

TABLE Il: PRODUCT QUALIFICATION TEST SEQUENCE

Test Description

Test Group

D

E

F

1. Examination of Product 7P

2. Contact Resistance (Low Level) %

flRFE 47

2,6

2,4

2’4!

2,8

2,6

2,6

3. Insulation Resistance %A1

3,6

3,7

3,7

4. Dielectric Strength i B /%

4,8

4,8

5. Durability if & 71

6. Temperature rise ;BE 2T

7. Vibration Sinusoidal Low
Frequency {RSRIESZ#REN

8. Shock M

9. Thermal shock #umd

10. Humidity &R 188

11. Solderability AT %

12. Resistance to soldering heat {8
e

13. Salt Spray %%

14. High temperature &g
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TABLE

REFLOW SOLDERING PROFILE

Pb-free reflow profile requirements:

Parameter Reference Specification
Average temperature gradient in 2.5°Cls
preheating
Soak time tsoak 2-3 minutes
Time above 217°C tl 60 s
Time above 230°C t2 50 s
Time above 255°C t3 5s
Peak temperature in reflow Tpeak 250°C (+5/-0°C)

Temperature gradient in cooling

Max -5°C/s

Temperature

Not to scale, for

reference only

N

tsoak

|

ek Sl

ty

Time

This profile is the minimum requirement for evaluating soldering heat resistance of
components. Heat transfer method used for reflow soldering is hot air convection. The
actual air temperatures used to achieve the specified profile is higher and largely
dependent on the reflow equipment.
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