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ROHS REV. ECN. # DESCRIPTION NAME DATE
AO NEW RELEASE liuhongping | 2023.01.02
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1.00 0./6 | NOTES:
= 1. MATERIAL:
= BEREE 1.1 HOUSING: LCP UL94V-0; COLOR: BLACK
| @@ - 1.2 TERMINAL: C2680
L f 1.3 SHELL: SUS304
! I ! 1.4 INNER SHELL: SUS304
“ 1.5 MID PLATE :SUS301
4-0.50 - | 1.6 MODING: PA9T UL94V—0; COLOR: BLACK
s 100 sl 050 ¢ 2. FINISH: 3
T 000 = | - - 2.1 TERMINAL: G/F PLATED ON CONTACT AREA;
Incseoitiod tolerame. £0. 7 G/F PLATED ON SOLDER AREA
(Top view) Ni 30u” MIN. UNDERPLATED OVERALL.
2.2 SHELL: Ni 30u” MIN. PLATED OVERALL
~ 3 344018 2.3 MID PLATE: CLEANING.
= g o L 785 3. ELECTRICAL SPECIFICATION:
= L 009005 =T 00 3.1 RATED CURRENT: VBUS AND GND PIN 3.0A;
- A5 A9 " " 1 Other pin 0.25A
(——— T ! u i 3.3 CONTACT RESISTANCE: 40m0 MAX(INITIAL). 50mQ MAX (AFTER). |
e S i = 3.4 INSULATION RESISTANCE: 100MQ MIN.
= —— | — m ¥ 3.5 DIELECTRIC WITHSTANDING VOLTAGE: 100V AC R.M.S.
- = <2 - - 4. MACHINERY SPECIFICATION:
I L\ Bﬁ IS pos MY | el | 4.1 MATING FORCE: 5N~20N,
2 5.50 5| . 5 e £ AT UNMATING FORCE: 8N~20N. (AFTER TEST:6N~20N).
2 9.80 < ) 4.2 DURABILITY: 10000 CYCLES MIN.
- - 5. ENVIRONMENTAL SPECIFICATION:
5.1 OPERATING CONDITION: TEMPERATURE=30"C~+85°C:
HUMIDITY 80% R.H MAX
- 10.00 _ o N 5 7K B 5.2 SALT SPRAY: 24H D
v 6. SOLDER ABILITY: 245+5°C, 5+0.5s
B 0 7. IR REFLOW: THE PEAK TEMPERATURE ON THE BOARD SHALL BE
o “ e MAINTAINED FOR 10 SECONDS AT 260°C.
] \1.2m/30min ) — : —
A
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A9 VBUS B9 VBUS Metal Plastic Technol%r:;y Cotltd | PRO J. | pAGE 1/1|UNITS mm | APPD
A12 GND B5 CC2 COPIED OR USED IN ANY MANNER WITHOUT THEH
N TSIONAL NANE TPIN TSIGNAL TANE | o cousnr OF oo |-} | SIZE |a4 | SCALE|1:1 |DIS NO.
) 3 1 5 3 7
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