] 2 ! 4 I D I b I /

| RoHS | REV. ECN.# DESCRIPTION NAME DATE

AO _ NEW RELEASE XieYun 2023.04.12

8.3413%%

0.70<0.05
2.56+0.04

Al2
QJ‘SSAI = I = /

A
@l /
BI2 = i 1
9‘287R4EF 4.10REF
‘ 3 S oe (6.50)
| - S5
! I
V4 1 1 1 N\ 4 N\ \\nv"/,-/ C
e AW E T
0 ML 5% H R J’
Ip]
=z
ot II IT £7]0.10[Max *" 'T @ =
o ©
T os0 | III III I‘@_I N
‘ & 4,30
fe 4.80 =
= 7,50 -

B AR X 25 34 B 15 41 520, 30Min
CRE UL 4 B Dy 2% 6 P LA K /1N 40-50%)

B} 1B E A2 K /N0-50%)

HLFE TIOR3 ] 5 46 40, 30Min

[ s O =
=
i)

| — [ wscrs | vor [ ggme S R T I
: : 3 X 050 X w00 & DongGuan JinBiLai Metal Plastic TechnologyCo,Ltd

7.70

TYPE C 16PINAZZSMIFI K BE

5.75

XX £0.20 XX £0.008 TITLE o DR
i El=5, TOMM TPX6%%
XXX £0.10 XXX £0.004 o

e DRAWNGs a0 srecroatons e IPART NO. 104319312 CHKD

THE PROPERTY OF DongGuan JinBiLol PRO J PAGE 1/3 UNITS mm APPD

—_

Metad Plastic Technology Co.?Ltd
PROR WRITEN CONSNT OF bl I@EI SIZE |A4 |SCALE[1:1 |DIS NO.

1 7 3 4 5 I 6 I /




4-1.10

4.30

0.87.TYP

2.60

81
1.00

0.30.TYP

PCB LAYOUT %0.05

Al

GND

B12

GND

M

VBUS

B9

VBUS

AJ

cc

B8

SBU2

A6

I+

B7

D-

A7

-

B6

D+

A8

SBU1

B5

cce

A9

VBUS

B4

VBUS

Al2

GND

Bl

GND

PIN

SIGNAL NAME

PIN

SIGNAL NAME

1.1 HOUSING: THERMAL PLASTIC; COLOR: BLACK

7 o) 6 |
RoHS REV. ECN.# DESCRIPTION NAME DATE
NEW RELEASE XieYun | 2023.04.12
NOTES:
1. MATERIAL:

1.2 INSULATION JACKET: THERMAL PLASTIC,Black,UL94V—-0

1.3 CONTACT: COPPER ALLOY
1.4 MID PLATE: STAINLESS STEEL
1.5 SHELL: STAINLESS STEEL
1.6 O—RING: ACRYLATE
2. FINISH:
2.1 TERMINAL: G/F PLATED ON CONTACT AREA;
G/F PLATED ON SOLDER AREA;
Ni 50u” MIN. UNDERPLATED OVERALL
2.2 SHELL: Ni 30u” MIN. PLATED OVERALL
2.3 Mid—Plate: CLEAR ONLY
3. ELECTRICAL SPECIFICATION:
3.1 CURRENT RATING: 5A For Pin(A4,A9,B4,B9)
1.25A For Pin(B5)
0.25A For Others Pin
3.2 CONTACT RESISTANCE: 50mfl MAX.
3.3 INSULATION RESISTANCE: 100MQ MIN
3.4 DIELECTRIC WITHSTANDING VOLTAGE: 100V AC
4, MACHINERY SPECIFICATION:
4.1 MATING FORCE: 5-20N
UNMATING FORCE: 8-20N AFTER THE TEST 6—20N
4.2 DURABILITY: 10000 CYCLES MIN.
5. ENVIRONMENTAL SPECIFICATION
5.1 OPERATING CONDITION: TEMPERATURE-30°C~+85°C;
HUMIDITY 80% R.H MAX
5.2 SALT SPRAY: 24H
6. SOLDER ABILITY:2454+5°C, 540.5s

7. IR REFLOW: THE PEAK TEMPERATURE ON THE BOARD SHALL BE

MAINTAINED FOR 10 SECONDS AT 260°C.
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