NOTES: UNLESS OTHERWISE SPECIFIED cT 10— PARAMETER SPECIFICATION
1. OPERATING TEMP 0C — 70°C
WARNING: IA%EE%XF@E%EECEC?SQE% BUYL O\I;l[I;ZEOR :'“""“”"'- TRD1+ 20O 3é. O 1 TRP1+ TURNS RATIO 1.00 £ 2%
CSA AND/OR TUV. ALL ENGINEERING CHANGES H = PRLARIRL PER SCHEMATIC
MUST HAVE PRIOR APPROVAL BY THE DESIGN | RDI— 30 ';g ™ o INSERTION LOSS 100 KHz 1-125 MHz
CENTER QUALITY DEPARTMENT FOR SAFETY - 2 TRP1- _ 0o ~14
CENTER QUALITY, DEP 11 1.2 dB MAX| —0.2-0.002% 14 dB MAX
RETURN LOSS .1—-40 MHz 40—100 MHz
. TRD2+ 4 O O 3 TRP2+ Z OUT=100 OHM %15%)| —16 dB MIN |-10+20*LOG,,(f/80 MH dB MIN
2 NOTICE: 1S IS A RoHS COMPLIANT 'gHé' = é (|NDUCTANCE (ocL) ) MEASURED AT 11[:)(0/KH 10(:) VRMS)
COMPONENT/PRODUCT. e 350 uH MIN 2 m
RoHS ALL ENGINEERING CHANGES gTRDZ— 50 I?EJ O 6 TRP2— Y (MEDIA SIDE, 0°C—70°C) (AND WITH 8 mA DC BIAS
MUST HAVE PRIOR APPROVAL S 1:1 D | CRoSSTALK. ADIAGENT 1 _MHz 10-100 MHz
BY THE DESIGN CENTER. @ © CHANNELS —50 dB MIN| —55+22*L0G 15(f/10) dB MIN
O TRD3+ 60O O 4 TRP3+
3. PLASTIC HOUSING: THERMOPLASTIC MATERIAL WITH éH b COMMON MODE 2 Mz 20-200 MRz
FLAMMABILITY RATING UL 94V—0 OR BETTER. El3 2 REJECTION RATIO —50 dB MIN| —20+20*L0G 10(f/200) dB MIN
) TRD3- 70 141 O 5 TRP3— DC RESISTANCE,
4. CONTACT BASE MATERIAL: PHOSPHOR BRONZE. T2 WINDING .65 OHMS MAX
5. CONTACTS UNDERPLATE: 50 MICROINCHES DUCTILE NICKEL. bas & S C RESISTANCE £055 oS WX (GENTER TAP SYVMETRY)
6. CONTACTS PLATING: 15 MICROINCHES GOLD PLATING. o ) O + IMBALANCE
7. SOLDER TAIL PLATING MATERIAL: 200—500 MICROINCHES - H = Nl 2250 VDC FOR 60 SECONDS
100% TIN, MATTE FINISH. TRD4— 80 O 8 TRP4—
8. METAL SHIELD: NICKEL PLATING ON COPPER ALLOY. 1:1R1‘= Ll 25 onus NOTE: f IS FREQUENCY IN MHz.
9. JACK CAVITY CONFORMS TO FCC RULES AND REGULATIONS [TIT
PART 68 SUBPART F. o1y, EMMITTED COLOR GREEN YELLOW
10. PCB PLATING: EG. GND 10O oot o WAVELENGTH (nm) 568 nM 585 nM
p
11. SOLDERABILITY: CONFORMS TO ANSI/J—STD—002, 8 T0 12 TYP. | 8 TO 12 TYP.
IPC/EIA J—STD—003A. 2 KV BRIGTHNESS (mCD) © 20mA © 20mA
12. OPERATING TEMPERATURE: 0°C TO +70°C o P VIEWING ANGLE 100 100
13. STORAGE TEMPERATURE: —20°C TO +125°C GREEN 43 YELLOW POWER DISSIPATION (Pd) | 100 mW MAX | 100 mW MAX
14. JEDEC MOISTURE: LEVEL 1. "
15. DIMENSIONS ARE IN INCHES [MILLIMETERS] WITH THE FOLLOWING o 140 DC FORWARD CURRENT 190 mA WAX | 150 mA WAX
TOLERANCES: [MILLIMETERS] ARE FOR REFERENCE ONLY. REVERSE VOLTAGE (Vr) 5.0 V MAX 5.0 V MAX
XX= +.02 [+0.5] :
XY= £.010 [:I:O.ZS] SCHEMATIC NOTE: PER VENDOR'S SPECIFICATIONS
@ Copyright, 2010. Pulse Engineering, Inc. All rights reserved. Drawing specifications subject to change without notice. (05/04/10)
PULSE CO(glleIDEN-ﬂAL PRODUCT DESCRIPTION PS DRAWING SHEET: | DWG. NO./ PART NO. REV.
PROPRIETARY CONN,RJ45,1X1,1GD,1:1,TY PS—2582.001—-B 1 JKM—0001NL M11

Pulse

A TECHNITROL COMPANY
www.pulseeng.com

ELECTRICAL CHARACTERISTICS AT +25°C UNLESS OTHERWISE SPECIFIED
(FOR REFERENCE ONLY. USED FOR CUSTOMER INFORMATION.)




[~— .640[16.26]MAX —=]

.850 [2

1.59] MAX

PATENT PENDING

& PulseJack_

JKM-0001NLWY

DATE CODE CTRY OF MFG

(A0

Pulse

A TECHNITROL COMPANY
www.pulseeng.com

|~ 656 [16.66] —=

554 [14.07]

RECOMMENDED
PANEL CUT OUT

¢

r .020 [0.51] REF

=
-~ 736 [18.70] ——=
(REF)

/S

5 B

EM]

I

450 [11.43]

=

PIN8

™N— LED YELLOW

.024 [0.60] (

.087 [2.20] —=—

-/

. '«‘163 [4.13]
>\

080 [2.03]

_Af:\

[| =1
= |
2= ﬁ_gg

I = I A | R
|—-.275 [6.99]MAX

— ]

.000 [0.00] (TOP OF PCB TO BOTTOM OF OPENING)

i

REF) J_

= .427 [10.85] -‘

|

545 [13.84] MAX

.125+.015 [3.17+0.38]

135 [3.43] (SHIELD TAB)
(SIGNAL & LED PINS)

] gl

H '

@ Copyright, 2010. Pulse Engineering, Inc. All rights reserved. Drawing specifications subject to change without notice. (05/04/10)

PULSE CO(glleIDENT
PROPRIETARY

IAL

PRODUCT DESCRIPTION

PS DRAWING

SHEET:

DWG. NO./ PART NO. REV.

CONN,RJ45,1X1,1GD,1:1,TY

PS—2582.001-B

2

JKM—-0001NL M11




Pulse

A TECHNITROL COMPANY
www.pulseeng.com

~—— .620 [15.75] —=

.035 [90.90] 1 0% 127 100 [2.54]
\\O ;NP NP N N r
Y BEY 5y NA\QYA\ — .250 [6.35]

&b
o2 4 & 8100 f r.120 [3.05]

A Ja
- N .160 [4.06]
067 [¢1.7o]/ 4l Yah
"\l N
1261882 [¢3.2of8:8§] ] A v T t
.039 [¢1.oo]—/"T
100 [2.54]] —=| | l=.100 [2.54]

—=| .386 [9.80] |=]
|~ 450 [11.43] =

SUGGESTED FOOTPRINT (COMPONENT SIDE SHOWN)
DIMENSIONAL TOLERANCE: (UNLESS OTHERWISE SPECIFIED)

@ Copyright, 2010. Pulse Engineering, Inc. All rights reserved. Drawing specifications subject to change without notice. (05/04/10)
________________________________s=- - ______________ ________________________________ __________________________________ ]

PULSE CO(glleIDENTlAL PRODUCT DESCRIPTION PS DRAWING SHEET: | DWG. NO./ PART NO. REV.
PROPRIETARY CONN,RJ45,1X1,1GD,1:1,TY PS—2582.001-B 3 JKM—-0001NL M11



http://www.tcpdf.org

